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PREPARATION

< PREPARATION >

PREPARATION
PREPARATION

Commercial Service Tool INFOID:0000000004497210

Tool name Description

Power tool Loosening bolts and nuts

PBIC0190E
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< ON-VEHICLE MAINTENANCE >

P

ON-VEHICLE MAINTENANCE
PARKING BRAKE SYSTEM

Inspection and Adjustment INFOID:0000000004497212

INSPECTION

Lever Stroke
• Operate the parking brake lever with a force of 196 N (20 kg, 44 lb). Check that the lever stroke is within the

specified number of notches. (Check it by listening to the clicks of the ratchet.)

• When parking brake warning lamp turns ON, check that the lever stroke is within the specified number of
notches. (Check it by listening to the clicks of the ratchet.)

Inspect Components
• Check each component for installation condition such as looseness.
• Check the device assembly for bend, damage and cracks. Replace if necessary.
• Check the cables and equalizer for wear, damage and cracks. Replace if necessary.
• Check the parking brake switch, and replace it if necessary. Refer to BRC-64, "Component Inspection".

ADJUSTMENT
1. Remove rear tires with power tool.
2. Fix the disc rotor using wheel nuts.
3. Remove the cup holder assembly. Refer to IP-22, "Exploded View".
4. Release the parking brake lever by turning the adjusting nut (1)

with a deep socket wrench and loosening the cable.

5. Remove the adjusting hole plug from the disc rotor. Turn the
adjuster (1) in the direction (A) as shown in the figure using a
suitable tool until the disc rotor is locked. 

6. Turn back the adjuster 5 or 6 notches from the locked position.
7. Rotate the disc rotor to check that there is no drag. Install the

adjusting hole plug.
8. Adjust the cable with the following procedure.
a. Operate the parking brake lever with a force of 294 N (30 kg, 66

lb) for 10 strokes or more. 
b. Adjust the parking brake lever stroke by turning the adjusting nut

with a deep socket wrench.
CAUTION:
Never reuse the adjusting nut if the nut is removed.

c. Operate the parking brake lever with a force of 196 N (20 kg, 44lb). Check that the lever stroke is within
the specified number of notches. (Check it by listening to the clicks of the ratchet.)

Standard
Number of notches : Refer to PB-10, "Parking Brake Control".

Standard
Number of notches : Refer to PB-10, "Parking Brake Control".

JPFIB0065ZZ
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PARKING BRAKE SYSTEM

< ON-VEHICLE MAINTENANCE >

d. Rotate the disc rotor with the parking brake lever released and check that there is no drag. Refer to PB-8,
"Inspection and Adjustment".

Standard
Number of notches : Refer to PB-10, "Parking Brake Control".
PB-4Revision: 2008 October 2009 370Z
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< ON-VEHICLE MAINTENANCE >

P

PARKING BRAKE SHOE

Adjustment INFOID:0000000004507071

1. Adjust parking brake lever stroke. Refer to PB-3, "Inspection and Adjustment".
2. Perform parking brake break-in (drag on) operation by driving vehicle under the following conditions:

• Drive forward
• Vehicle speed: Approx. 40 km/h (25 MPH) set (constant and forward)
• Parking brake operating force: 199.5 N (20.3 kg, 44.8 lb) set contact
• Time: Approx. 15 sec.
CAUTION:
To prevent lining from getting too hot, allow a cool off period of approximately 5 minutes after
every break-in operation.

3. After the break-in procedure, check parking brake lever stroke of parking brake.
CAUTION:
If it is out of the specification, adjust again. Refer to PB-3, "Inspection and Adjustment".
PB-5Revision: 2008 October 2009 370Z



PARKING BRAKE CONTROL

< ON-VEHICLE REPAIR >

ON-VEHICLE REPAIR
PARKING BRAKE CONTROL

Exploded View INFOID:0000000004497217

Removal and Installation INFOID:0000000004497218

REMOVAL
1. Remove rear tires with power tool.
2. Remove the center console. Refer to IP-22, "Exploded View".
3. Disconnect the parking brake switch harness connector.
4. Remove adjusting nut and loosen front cable.
5. Remove the device assembly.
6. Remove the center muffler. Refer to EX-5, "Exploded View".
7. Separate front cable from rear cable, and remove front cable.
8. Remove parking brake shoe, and remove rear cable from toggle lever. Refer to PB-7, "Exploded View".
9. Remove rear cable mounting bolts and nuts, pull out rear cable from vehicle.

INSTALLATION
Note the following, install in the reverse order of the removal.
• Never reuse adjusting nut.

Adjustment INFOID:0000000004497219

ADJUSTMENT AFTER INSTALLATION
Adjust the parking brake lever stroke. Refer to PB-3, "Inspection and Adjustment".

1. Adjusting nut 2. Device assembly 3. Parking brake switch

4. Front cable 5. Rear cable (LH) 6. Rear cable (RH)

7. Pin

: Apply multi-purpose grease.

Refer to GI-4, "Components" for symbols not described on the above.

JPFIB0064GB
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PARKING BRAKE SHOE
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< ON-VEHICLE REPAIR >

P

PARKING BRAKE SHOE

Exploded View INFOID:0000000004497220

Removal and Installation INFOID:0000000004497221

REMOVAL
WARNING:
Clean any dust from the brake shoes and brake plates with a vacuum dust collector. Never blow with
compressed air.
1. Remove rear tires with power tool.
2. Remove disc rotor.

• 1 Piston type: refer to BR-55, "BRAKE CALIPER ASSEMBLY (1 PISTON TYPE) : Removal and Installa-
tion".

• 2 Piston type: refer to BR-59, "BRAKE CALIPER ASSEMBLY (2 PISTON TYPE) : Removal and Installa-
tion".

CAUTION:
Parking brake completely in the released position.

3. If disc rotor cannot be removed, remove as follows:
a. Fix the disc rotor with wheel nuts and remove the adjusting hole plug.
b. Using suitable tool, rotate adjuster (1) in direction (B) to retract

and loosen brake shoe.
4. Remove anti-rattle pins, retainers, anti-rattle springs, and return

spring, adjuster spring.
CAUTION:
Never drop the removed parts.

5. Remove parking brake shoes, adjuster assembly, and toggle
lever.
CAUTION:
• The parking brake shoes for the front wheels are made of

different materials from those for the rear wheels. Never
misidentify them when removing.

• Never drop the removed parts.

1. Back plate 2. Brake shoe 3. Adjuster

4. Adjuster spring 5. Return spring 6. Anti-rattle spring

7. Retainer 8. Anti-rattle pin 9. Toggle lever

: Apply PBC (Poly Butyl Cuprysil) grease or silicone-based grease.

JPFIB0046ZZ
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PARKING BRAKE SHOE

< ON-VEHICLE REPAIR >
6. For the removal of back plate, refer to RAX-8, "Exploded View".

INSTALLATION
Note the following, install in the reverse order of removal.
• Apply PBC (Poly Butyl Cuprysil) grease or silicone-based grease to the back plate and brake shoe.
• The parking brake shoes for the front wheels are made of different materials from those for the rear wheels.

Never misidentify them when removing and replacing.
• Assemble adjusters so that threaded part is expanded when rotat-

ing it in the direction shown by arrow.

• Shorten adjuster by rotating it.
• When disassembling apply PBC (Poly Butyl Cuprysil) grease or sil-

icone-based grease to threads.
• Check brake shoe sliding surface and drum inner surface for

grease. Wipe it off if it adhere on the surfaces.

Inspection and Adjustment INFOID:0000000004497222

INSPECTION AFTER REMOVAL

Lining Thickness Inspection
• Check thickness (A) of lining.

Drum Inner Diameter Inspection
• Check inner diameter (B) of drum. 

Other Inspections
Check the following items, and replace the parts if necessary.
• Lining for excessive wear, damage, and peeling.
• Brake shoe sliding surface for excessive wear and damage.
• Anti-rattle pin and retainer for excessive wear, damage and rust.
• Adjuster spring, return spring and anti-rattle spring for settling, excessive wear, damage, and rust.
• Adjuster for smoothness.
• Toggle lever for excessive wear, damage and rust.
• Visually check inside of the drum for excessive wear, cracks, and damage with a pair of vernier calipers.

ADJUSTMENT AFTER INSTALLATION

A: For RH brake

B: For LH brake

: Vehicle front

: Adjuster expands

JPFIB0009ZZ

Limit
A : Refer to PB-10, "Parking Drum Brake".

SBR021A

Limit
B : Refer to PB-10, "Parking Drum Brake".

JPFIB0008ZZ
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< ON-VEHICLE REPAIR >

P

1. Adjust the parking brake lever stroke. Refer to PB-3, "Inspection and Adjustment".
2. Check a drag of the parking brake.

CAUTION:
If any drag is found, inspect the rear disc brake.
• 1 Piston type: refer to BR-58, "BRAKE CALIPER ASSEMBLY (1 PISTON TYPE) : Inspection".
• 2 Piston type: refer to BR-62, "BRAKE CALIPER ASSEMBLY (2 PISTON TYPE) : Inspection".

3. Adjust the parking brake shoe. Refer to PB-3, "Inspection and Adjustment".
PB-9Revision: 2008 October 2009 370Z



SERVICE DATA AND SPECIFICATIONS (SDS)

< SERVICE DATA AND SPECIFICATIONS (SDS) 

SERVICE DATA AND SPECIFICATIONS (SDS)
SERVICE DATA AND SPECIFICATIONS (SDS)

Parking Drum Brake INFOID:0000000004497223

Unit: mm (in)

Parking Brake Control INFOID:0000000004497224

Item Limit

Brake lining Wear thickness 1.5 (0.059)

Drum (disc) Wear limit of inner diameter  173 (6.81)

Item Standard

Number of notches [under force of 196 N (20 kg, 44 lb)] 6 − 7 notches

Number of notches when parking brake warning lamp turns ON 1 notch
PB-10Revision: 2008 October 2009 370Z


	QUICK REFERENCE INDEX
	Table of Contents
	PREPARATION
	PREPARATION
	Commercial Service Tool


	ON-VEHICLE MAINTENANCE
	PARKING BRAKE SYSTEM
	Inspection and Adjustment
	INSPECTION
	Lever Stroke
	Inspect Components

	ADJUSTMENT


	PARKING BRAKE SHOE
	Adjustment


	ON-VEHICLE REPAIR
	PARKING BRAKE CONTROL
	Exploded View
	Removal and Installation
	REMOVAL
	INSTALLATION

	Adjustment
	ADJUSTMENT AFTER INSTALLATION


	PARKING BRAKE SHOE
	Exploded View
	Removal and Installation
	REMOVAL
	INSTALLATION

	Inspection and Adjustment
	INSPECTION AFTER REMOVAL
	Lining Thickness Inspection
	Drum Inner Diameter Inspection
	Other Inspections

	ADJUSTMENT AFTER INSTALLATION



	SERVICE DATA AND SPECIFICATIONS (SDS)
	SERVICE DATA AND SPECIFICATIONS (SDS)
	Parking Drum Brake
	Parking Brake Control





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <FEFFd5a5c0c1b41c0020c778c1c40020d488c9c8c7440020c5bbae300020c704d5740020ace0d574c0c1b3c4c7580020c774bbf8c9c0b97c0020c0acc6a9d558c5ec00200050004400460020bb38c11cb97c0020b9ccb4e4b824ba740020c7740020c124c815c7440020c0acc6a9d558c2edc2dcc624002e0020c7740020c124c815c7440020c0acc6a9d558c5ec0020b9ccb4e000200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee563d09ad8625353708d2891cf30028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f003002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c4fbf65bc63d066075217537054c18cea3002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f3002>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


