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07GAF - PH70100
07GAG - SD4010A or
07GAG - SD40100
07GAG - SD4020A or
07GAG - S040200

*07JGG - 00r 010A
07MAC - 5100200
OTNAD - SR3O2OA
07NAG - SR3090A or
07NAG - SR30900
07RAK - 5040110
07RAK - 5040121 or
07RAK - 5040t20
07406 - 0010004 or
07406 - 001000r
07725 - 0030000
07746 - 0010100
07746 - 0020100
07746 - 0030300
07749 - 0010000
07916 - SA50001
07965 - SA50500
07974 - SA5020A or
07974 - SA50200
07974 - SA50800

Pilot Collar
Piston Seal Ring Guide

Piston Seal Ring Sizing Tool

Belt Tension Gauge
Ball Joint Remover, 28 mm
Cylinder End Seal Bemover Attachment
Piston Seal Ring Sizing Tool

P/S Joint Adaptor (Pump)
P/S Joint Adaptor (Hose)

P/S Pressure Gauge

Universal Holder
Attachment,32 x 35 mm
Driver, 22 mm l.D.
Attachment, 30 mm l.D.
Driver
Locknut Wrench, 40 mm
Front Hub DiVAssembly Tool
Sleeve Seal Ring Sizing Tool

Bsll Joint Boot Clip Guide
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Component Locations

t lndex

Manual Steering

NOTE:
. lf an intact airbag assembly has been removed from a scrapped vehicle or has been found defective or damaged dur-

ing transit. storage or service, it should be deployed (see section 24)'

o Before removing the gearbox, remove the driver's airbag assembly and steering wheel

. After insta l l ing the gearbox, check the wheel alignmentand adjust if necessary

SRS components are located in this area. Review the SRS component locations, precautions, and procedures in the SRS

section 124) before performing repairs or service'

STEERING WHEEL
Removal/ lnstal lat ion, Page 17'35
Disassembly/FeassemblY, page 17-36
DRIVER'S AIRBAG ASSEMBLY
Removal/ lnstal lat ion, see section 24

STEERING COLUMN
Removal/ lnstal lat ion, Page 17-37
Inspection, page 17'38
CABLE REEL
Removal/ lnstal lat ion, see section 24
IGNTTION SWITCH
See section 23

STEERING GEARBOX
Rack Guide Adiustment, Page 17-5
Removai, page 17'5
Disassembly, Page 17_7
Reassembly, page 17_9
Instal lat ion, page 17 13 TIE.ROD END BALL JOINT

Ball  Joint Boot Replacement, page 17-68

J
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Inspection and Adjustment

Steering Operation

Steering Wheel Rotational Play
Place the front wheels in a straight ahead position and
measure the distance the steering wheel can be turned
without moving the front wheels.

ROTATIONAL PLAY: 0 - 10 mm (0 - 0.4 in)

lf the play exceeds the service l imit, perform rack guide
adjustment (see page lT-5).
lf the play is sti l l  excessive after rack guide adjustment,
inspect the steering l inkage and gearbox as descrjbed
Detow.

Steering Linkage and Gearbox

TIE.ROO LOCKNUT
Check for loose locknut.

BOOT
Inspect  for  damage and deter iorat ion.

STEERING JOINTS
Check for loose joint

END BALL JOINT
Inspect  for  faul ty movement
ano oamage.

GEABBOX MOUNTING
Inspect f  or deteriorat ion.
GEABBOX ASSEMBLY

Ste€ring Effort Check
Raise the front wheels off the ground.
Turn the steering wheel with a spring scale and check its
reaorng,

Standard: 15 N (1.5 kgf, 3.3 lbll maximum

l f  i t  reads  more .  per fo rm rack  gu ide  ad jus tment  (see
page 17-5) .

COLUMN
Inspect for loose column
mounting bolts and nuts.

PINION SHAFT GROMMET
for damage and deteriorat ion.

BALL JOINT BOOT
Inspect for damage and deteriorat ion.
See pago 17-68 tor replacement.

a o -
\ - - - - - - - - - U
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Inspect  for  loose mount ing bol ts.



Steering Gearbox

l . r

Rack Guide Adjustment

NOTE:  Per fo rm the  rack  gu ide  ad jus tment  w i th  the
wheels in the straight ahead position.

1. Loosen the rack guide screw locknut with the spe-
cial tool, then loosen the rack guide screw.

LOCKNUT WRENCH, 40 mm
07916 - SA5000r

Tighten the rack guide screw until i t compresses the
spring and seats against the rack guide, then loosen
rt.

Retighten the rack guide screw to 4 N'm (0.4 kgf m,
2.9 lbf.ft), then back it off to specified angle.

Specilied Return Angle: 30' max.

T igh ten  the  locknut  wh i le  ho ld ing  the  rack  gu ide

Check for t ight or loose steering through the com-
plete turning travel.

Recheck steering effort (see page 17-4).

4 .

RACK GUIDE SCREW

l , z

Removal

NOTE: Using solvent and a brush, to wash any oil and
dirt off the gearbox. Blow dry with compressed air.

1. Raise the front of vehicle, and support it on satety
stands in the proper locations (see section I ).

2. Remove the front wheels.

3. Remove the steering wheel (see page 17-35).

4. Remove the steering loint cover

Remove the steering joint lower bolt, and discon-
nect the steering joint by moving the joint toward
the  co lumn.

(cont 'd)

17-5

STEERING JOINT COVER

LOWER BOLT

STEERING JOINT



Steering Gearbox

Removal(cont'd)

Remove the cotter pin from the castle nut ('96 - '97

models) or nut ('98 - '00 models) and remove the nut.

Installthe 10 mm hex nut on the ball joint.
Be sure that the 10 mm hex nut is flush with the ball
joint pin end, or the threaded section of the ball joint
pin might be damaged by the ball joint remover.

NOTE: Remove the ball joint using the special tool,
Refer to section 18 for how to use tho ball joint
remover.

Separate the tie-rod ball joint and knuckle using the
specialtool.

CAUTION: Avoid damaging the ball ioint boot.

Remove the left t ie-rod end, then slide the rack all
the way to the right.

Separate the exhaust pipe A or TWC (see section g).

Disconnect the shift l inkage (see section 13 or sec-
t ion  14) .

Remove the stiffener plate.

7 .

'10.

1 1 .

12.

Replace.

17-6

13. Remove the mounting bracket,

Pull the steering gearbox all the way down to clear
th€ pinion shaft from the bulkhead, then remove the
pinion shaft grommet,

Move the steering gearbox to right so the left rack
end clears the rear beam, then ti l t the left side down
to remove it from the car.

t 5 .

STEENING GEARBOX

PINION SHAFT GROMMET



)
Disassembly
' 1 .

2.

Place the gearbox in a vise with a soft jaws, then
c lamp the  gearbox  a t  the  mount  b racket  o r  gear
hous ing .

CAUTION: Be carcful not to distort the gear hous-
in9 by clamping it too iight in the vise incorrectly.

Remove the tie-rod end and locknut.

Remove the boot bands and tie-rod clips. Pull the
bogts away from the ends of the gearbox.

/

TIE.ROD CLIP

4 .  H o l d  t h e  s t e e r i n g  r a c k  w i t h  o n e  w r e n c h ,  a n d
unscrew the rack end with another wrench.

CAUTION: Be caleful not to damagc the rack sur'
facs with the wrench.

STEERING RACK ENO

l ,

1 7 - 7

7 .

Push the right end of the rack back into the cylinder
housing so the smooth surface that rides against
the seal won't be damaged.

Loosen the  locknut ,  and remove the  rack  gu ide

screw.

Remove the  d isc  washer ,  spr ing  and rack  gu ide
from the gear housing.

RACK GUIOE

SPRING

8.

9.

LOCKNUT RACK GUIDE SCREW

Remove the pinion dust seal and the 35 mm snap
nng.

Hold the pinion shatt with a vise securely
Remove the pinion by tapping evenly around the

flanged section of the gearbox with a plastic ham-
met.

CAUTION: Do not tap on tho steering rack.

NOTE| Do not reuse the removed pinion.

9._
ViF=\_

PINION DUST SEAL
Replace.

SNAP RING,35 mm

STEERING PINION
Feplace.

DISC WASHER



Steering Gearbox

Disassembly (cont'dl

10. Slide the steering rack out of the cylinder housing.

CAUTION: Be carelul not to damage the bushing in
the cylinder housing.

11 .  Remove the  rack  end bush ing .

GEARBOX MOUNTING CUSHION

Inspect inner wall  tor wear or damage.

17-8

12. Replace the gearbox mounting cushion if necessary:

. To remove the cushion, use a sharp knife and make
a cut down the length of the cushion. Be careful not
to damage the paint on the outside of the cylinder
housing. Remove the old cushion.

. Apply weatherstrip adhesive to the inside of the
new cushion. Install the cushion onto the cylinder
housing and position it 20 - 22 mm (0.79 - 0.87 in)
from the end of the cylinder housing as shown.

NOTE:  A f te r  ins ta l l ing  the  cush ion ,  w ipe  o f f  any
excess  adhes ive  tha t  may have dr ipped in to  the
ins ide  o f  the  cy l inder  hous ing .

20 - 22 mm 10.79 - 0.87 in)



Reassembly

NOTE:
. Clean the disassembled parts with solvent, and dry them with compressed air. Do not dip the rubber parts in solvent.

. Alwavs replace the non reuseable parts with new ones before assembly

. Do not allow dust, dirt, or other foreign materials to enter the steering gearbox.

-6,1
PINION OUST SEAL
Replace.

RACK ENO BUSHING

\

^lr

r@
-6i

GEARBOX MOUNTING CUSHIONS

V."^pR,NG,3smm

t r

a /

^$'q0
\ 

")*o''o"'"'*

DISC WASHER

RACK GUIDE

(cont 'd)

17-9
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Steering Gearbox

Reassembly (cont'dl

L Apply a thin coat of grease to the inside surface of
the  rack  end bush ing .

Grease quantity: 1 - 3 S 10.04-0.1 ozl

CAUTION: Do not t i l l  the slots with greas€; th€y
must remain open to serve as air passages,

Ins ta l l  the  rack  end bush ing  by  a l ign ing  the  round
projection on the bushing with the hole in the cylin-
der  hous ing

4 .

Grease the steering rack teeth.

Ins ta l l  the  s teer ing  rack  in to  the  cy l inder  hous ing
carefully to avoid damaging the rack end bushing.

CYLINDER HOUSING

17-10

11. Adjust the rack guide screw (see page 17-5).

Drive in the steering pinion in the gear housing with
the soecial tools.

ORIVER.
22 mm l.D.
o7716-
qr20100 SNAP RING, 35 mm

PINION DUST
SEAL
Replace.

Vinyltape

STEERING
PINION

7.

Ins ta l l  the  35  mm snap r ing  secure ly  in  the  gear
housing groove.

Apply vinyl tape to the pinion shaft, then coat the
vinyltape with grease.

Install the pinion dust seal on the gear housing unti l
i t seats properly, then remove the tape.

Grease the  s l id ing  sur face  o f  the  rack  gu ide ,  and
install i t on to the gear housing.

Install the spring, disc washer and rack guide screw
on the gear housing.

NOTE: Install the disc washer with its convex side
facing in.

LOCKNUT

SPRING RACK GUTDE

RACK GUIOE SCREW

1 0 .

Dtsc w,

a(-\
\  l1  * l
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I t
12.

1 3 .

lns ta l l  the  new lock  washer  in  the  groove in  the

steering rack.
Installthe steering rack end into the rack

LOCK WASHER 
RACK END 54 N m ts.s kgf'm, 40 lbtft)

Replace.

TAB

( l * v
14 .

1 5 .

RACK END

Hold the steering rack with a wrench and tighten

the rack end with another.
CAUTION: Be careful not to damage the tack sur-

fac€ with the wrench.
After t ightening the rack ends, stake the four sec-

tions of the lock washer with a roll pin drift and a

mallet.
. Place the wood block on the press table. then set

the lock washer section of the rack end on the
wood block securelY.

. Be sure the tool is aligned with the flat sections

of the steering rack end before pressing
. Stake the lock washer in the center of the flat

section of the steering rack end.

ROLL PIN DnlFTl
(Commorci.lly .Yril.blol
Snap-On No. PPRS or oquival.nt

NOTE: This drift has a flat
tip, to prevent puncturing
of metal washer.

srEEatruG nlCr/rl,
WOODEN BLOCK

TIE.ROO CLIP

16. Apply grease around the outside ot the rack end
housing.

Apply a l ight coat of sil icone grease to the boot
grooves on the rack ends.

lnstall the boots in the rack end with the tie-rod

clips.

NOTE: Install the boot band with the rack in the

straight ahead position (right and left t ie-rods are

equal in length).

=-.
.r=-q!q!!.n
SILICONE GREASE

17.

(cont'd)

17-11

NOTE| WiPe grease off
the thread sectlon



Steering Gearbox

Reassembly (cont'd)

2 1 .

'19.

20.

Install the boot band so that the locking tabs of the
band (stake points) are in the range shown below.
{Tabs  shou ld  face  up  and s l igh t ly  fo rwaro . ,

Bend both sets of locking tabs.

Lightly tap on the doubled-over portions to reduce
the i r  he igh t .

CAUTION: Stake the band locking tabs firmly.

22 .  S l ide  the  rack  r igh t  and le f t  to  be  cer ta in  tha t  the
boots are not detormed or twisted.

Stake points

+ Fronr

Lett Boot Band
(Viewed from the left  side)

Right Boot Bend
(Viewed from the r ight side)

1 7 - 1 2



)
lnstallation

Slide the rack all the way to the righl

Install the pinion shaft grommet, and insert the pin
ion  shaf t  up  th rough the  bu lkhead.

NOTE| Align the notch in the pinion shaft grommet

wi th  the  tab  on  the  gear  hous ing .

1 .

2.

J 3. Install the mounting brackets with the two gearbox
mount ing  bo l ts  on  the  cush ion .

NOTE: The arrow on the bracket
point toward the front.

STEEBING GEARBOX

{4.0 kgt.m,29 lbf.ftl

J

4.  Ins ta l l  the  s t i f fener  p la te  w i th  the  two gearbox
mounting bolts and stiffener plate attaching bolts.
NOTEr  Ins ta l l  the  bo l ts  loose ly  f i rs t .  then t igh ten
them securely.

GEARBOX MOUNTING EOLTS
43 N.m {4.4 kgf.m, 32 lbf'ftl

5. Center the steering rack within its stroke
6. Slip the lower end ot the steering joint onto the pin

ion  shaf t  ( l ine  up  the  bo l t  ho le  w i th  the  groove

around the shaft), and tighten the lower bolt.
NOTE:
. Connect the steering shaft and pinion with the

steering wheel and steering rack centered
B e  s u r e  t h a t  t h e  l o w e r  s t e e r i n g  j o i n t  b o l t  i s
secure ly  in  the  groove in  the  s teer ing  gearbox
p in  ion .
lf the steering wheel and rack are not centered,
repos i t ion  the  ser ra t ions  a t  lower  end o f  the
steering ioint.

STEERING JOINT

STEERING JOINT
LOWER BOLT
22 N.m
{2.2 kgf.m, 16lbf ' f t} (cont'd)

I  t -  t 5

STIFFENER PLATE

ATTACHING BOLTS
38 N.m (3.9 kgf.m.28lbf.ftl



Steering Gearbox

Installation (cont'dl

Center the cable reel by first rotating it clockwise
unt i l  i t  s tops .  Then ro ta te  i t  counterc lockwise
(approximately two turns) unti l the arrow mark on
the label points straight up. Reinstall the steering
wheel (see page 17-35).

Install the steering joint cov€r with the clamps and
clrps.

7 .

STEERING JOINI COVER

17-14

9. Reconnsct the ti€-rod ends to the steering knuckles,
thon tightsn th€ castle nut ( '96 -'97 models) or nut
('98 -'00 models) to the specified torque, and install
new cotter pins.

NOTE: Before connecting the tie-rod ends, wipe off
a n y  g r e a s e  c o n t a m i n a t i o n  f r o m  t h e  b a l l  j o i n t
tapered section and threads.

CAUTION: Torque lhe ct3tle nut to thr lowsr torque
spocification, th€n tighton it only tar anough to
align the 3lot with tho pin hob. Do not align the
nut by loosening ('96 - '97 modcls onlyl.

TIE.ROD

COTTER PINS
R6plac6.
On rgassombly, b6nd

'96 - 37 model3:
cotter prn as shown.
'98 - '00 modol3:

NUT
4a N.m
(4.5 kgf.m,
33 lbr.ftl

CAST1T NUT
,O - ilt N'm
{4,0 - 4.8 kgf.m.
29 - 35 tbtftl

10. Installthe exhaust pipe A or TWC (see section 9).

Connect the shift linkage (see section 13 or section
14) .

Install the front wheels.

After installation, perform the following checks.

. Adjust the front toe (see section 18).

. Check the steering wheel spoke angle. Adjust by
turning the right and left tie-rods, if necessary.

NOTE: Turn the right and left t ie-rods equally.

l l .



Component Locations

I lndex

Power Steering:

NOTE:
. l i  an intact airbag assembly has been removed trom a scrapped vehicle or has been found defective or damaged dur-

ing transit. storage or service, it should be deployed (see section 24).
. Before removing the gearbox, remove the driver's airbag assembly and steering wheel.
. After install ing the gearbox, checkthewheel alignmentand adjust if necessary.

SRS components are located in this area. Review the SRS component locations. precautions, and procedures in the SRS

section {24} before performing repairs or service.

STEERING WHEEL
Removal/ lnstal lat ion, page 17-35
Disassembly/Feassembly, page 17-36
DRIVER'S AIRBAG ASSEMBLY
Removal/ lnstal lat ion, see section 24

STEERING GEAREOX
Rack Guide Adiustment, page 17'33

/

Removal, page 17 47
Disassembly, page 17-49
Reassembly, page 17-55
Instal lat ion, page 17-65
VALVE EODY UNIT
Overhaul, page 17 52

COLUMN
Femoval/ lnstal lat ion, page 17-37
Inspection, page 17-38
CASLE REEL
Removal/lnstallation, see section 24
IGNITION SWITCH
See section 23

POWEF STEERING PUMP
Pump Belt Inspection, page 11-32
Pump Belt Adiustmenl, page 11'32
Pump Pressure Check, page 17 34
Removal/ lnstal lat ion, page 17'40
Disassembly/Reassembly, page 17-41

TIE.ROD END BALL JOINT
BallJoint Boot Replacement, page 17-68

1 , ,
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System Description

Fluid Flow Diagram

The system is a compact rotary-valve-type power steering, connected to the steering gearbox. The fluid pressure is pro-
vided by a vane-type pump which is driven by the engine crank pulley. The amount of f luid and pressure is regulated by
the flow control valve built into the pump. The fluid pressure from the pump is delivered to the valve body unit around the
pinion of the steering gearbox. The valve inside the valve body unit controls the hydraulic pressure and changes the direc-
tion of the flow. The fluid then flows to the power cylinder. where rack thrust is generated. Fluid returning from the power
cylinder flows back to the reservoir, where the fluid is "fi l tered" and supplied to the pump again.

RESERVOIR

VALVE BOOY UNIT

SUB.VALVE

FLOW CONTROL VALVE STEERING GEARBOX

17-16
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Steering Pump

Construction

The pump is a vane-type incorporating a flow control valve (with an integrated relief valve) and is driven by a POLY-V-belt

from the crank pulley. The pump features 10 vanes. Each vane performs two intake/discharge operations for every rota-

tion of the rotor. This means that the hydraulic f luid pressure pulse becomes extremely small during discharge.

/
ROTOR VANE CAM RING

Operation

The belt-driven pulley rotates the rotor through the drive shaft. As the rotor rotates, the hydraulic pressure is applied to

the vane chamber of rhe rotor and the vanes wil l rotate while being pushed onto the inner circumference of the cam ring.

The inner circumference of the cam ring has an extended portion with respect to the center of the shaft, so the vanes

move downward in the axial direction as the rotor rotates. As a result of this roller movement. the internal volume of the

vane chamber wil l change, resulting in fluid intake and discharge

START OF FLUID INTAKE: FLUID INTAKE: FLUID MOVEMENT: FLUID DISCHARGE:

T h e  v a n e s  a r e  p u s h e d  o n t o
the inner c i rcumference ol  the
cam r ing,

l he  vo lume  o f t he  vane  cham-  The  sucked - i n  f l u i d  moves
ber increases so that f luid is toward the discharge port.
sucked in.

As  t he  vanes  re tu rn  t o  t he
the i r  o r i g i na l  Pos i t i on  on  t he
inner side, the volume of the
vane  chamber  dec reases  so
the  f l u i d  i s  d i scha rged  f r om
the discharge port.

(cont 'd)

a - t  4 -
I  I -  |  t

FLOW CONTROL VALVE
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System Description

Steering Pump (cont'dl

The flow control valve and sub-valve in the pump per-
forms the following steps @ through @ to control the
flow of f luid, that is to increase the discharge volume
when engine speed is low, and to decrease it when the
engine speed increases. The assistance thrust of the
s t e e r i n g  g e a r b o x  c h a n g e s  i n  c o m p l i a n c e  w i t h  t h e
change in the discharge volume.

When the engine starts, f luid discharged from the
discharge port starts to flow through oil passage A,
the fixed orif ice and the variable orif ice to the steer-
ing gearbox. When the engine speed is extremely
low, the return port is closed by the flow control

Fluid pressure discharged from the discharge port
is applied to the top of the sub-valve, and the fluid
pressure that passed through oil passage A is applied
to the bottom of the sub-valve. When this happens,
the pressure difference between the ends of oil pas-
sage A, which is caused by the resistance oil passage
A when the  f lu id  f lows th rough the  passage.  i s
applied to the sub-valve, However, the pressure dif-
ference applied to the sub-valve. that is the force
that pushes the sub-valve down, is too small to
overcome the spring force, and the variable orifice is
fully open when the engine speed is extremely low.

Because the fluid volume flowing through the fixed
orif ice and variable orif ice increases, a pressure dif-
terence is created between the ends of these ori-
f ices, and it increases in proportion to the engine
speed. As the fluid pressure that passed the fixed
orif ice and variable orif ice is directed to the bottom
of the flow control valve. a pressure difference is
created between the top and bottom of the valve,
wh ich  pushes  down the  f low cont ro l  va lve  and
opens the return port. As a result, pan of the fluid
discharged from the discharge port feturns to the
pump suction port, keeping the discharge volume
constant.
In this condition, the sub-valve does not move. and
the variable orif ice stays fully open.

l o

t r r
t r r
l o

3
J

o

PUMP R.P.M.

To STEERING GEARBOX
SUB.VALVE

To STEEnING GEARBOX

FLOW CURVE

!rs+/f/ffih\\

o,,-i^"l^tKzYt)9
1y ul3Yl

FLOW CONTNOL VALVE

su8-vALvE

ORIFICE

ToP
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t To STEERING GEARBOX

To STEERING GEAREOx

@ The fluid volume that f lows thorough oil passage A
and the pressure djfference applied to the sub-valve
increase in  p ropor t ion  to  the  eng ine  speed.  The

sub-valve lowers overcoming the spring force, and
it stans to close the variable orif ice to regulate the

discharge volume, When this happens, the fluid vol-

ume flowing to the steering gearbox decreases as

the engine speed increases. At the same time, the
flow control valve continues to control the fluid vol-
ume to the return Port,

@ As the engine speed increases funher, the pressure

difference at the sub-valve increases further as well.
The sub-valve then closes the variable orif ice com-
p le te ly ,  regu la t ing  the  d ischarge vo lume fu r ther .

When th is  happens,  the  f lu id  vo lume d ischarged
from the pump to the steering gearbox is regulated
and main ta ined a t  a  g iven leve l  un t i l  the  eng ine
speed reaches the high speed range The flow con-
trol valve functions continues to control the fluid
volume to the return Port.

Pressure Relief

Pressure  a t  the  d ischarge s ide  o f  the  f i xed  or i f i ce  i s
directed to the bottom of the flow control valve. When
the pressure builds up, the relief valve in the flow con-
trol valve opens to release the pressure at the bottom of
the  va lve .  Th is  a l lows the  f low cont ro l  va lve  to  be
pushed back by the pressure difference, and the fluid

volume to the pump return port increases.
As explained above. the system keeps the pump dis-
charge pressure  ( re l ie f  p ressure)  f rom exceed ing  the
given level by controll ing the volume of the fluid to the
pump relurn pon,

1 . , DAMPING ORIFICE
{Docreases excessiv€
vibration in the valv6.)
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SUB.VALVE

FLOW CONTROL VALVE
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System Description

Steering Gearbox

The rack-and-pinion type steering gearbox has a valve body unit incorporated with the pinion to control the steering fluid
pressure. Steering fluid from the pump is regulated by a rotary valve in the valve body unit and is sent through the cylin,
der l ine to the power cylinder, where hydraulic pressure is applied. The steering fluid in the other side of the power cylin,
der returns through the cylinder l ine and valve body unit to the reservoii.

VALVE EODY UNIT

CYLINDER LINE

To RESERVOm +-
From PUMP -;

POWER CYLINDER

Valve Body Unit

Inside the valve body unit is the valve, which is coaxial with the pinion shaft, and controls the steering fluid pressure. The
valve housing is connected with the fluid l ine from the pump, the return l ine to the reservoir, and the two cylinder l ines
from the respective power cylinder. The pinion shaft is double - structured with the input shaft connected to the pinion
gear, both of which are interconnected with the torsion bar.
The pin inserted in the valve and the pinion shaft groove engage; this allows the pinion shaft to rotate together with the
valve. Because of this construction, the difference in angle in the circumferential direction between the input shaft and the
valve becomes larger according to the torsional strength of the pinion or steering resistance. However, maximum torsion
between the shafts is regulated by the engaged splines of the shafts at the pin engagement section to hold the torsion bar
within the set value,
This allows the steering system to function as an ordinary rack-and-pinion type steering if the steering fluid is not pressur-
ized because of a faulty pump,

VALVE

Difforence in angle botwoon the
input shaft and pinion shsft

PINION SHAFT

l o

INPUT SHAFT

-l
a
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Pressure Control

Low assist at higher speeds:
W h e n s t e e r i n g r e s i s t a n c e I s I o w , s u c h a s w h e n d r i v i n g a t h i g h s p e e d s , o r w h e n d r i v i n g s t r a i g h t a h e a d , t h e i n p u t s h a f t i s
near or in the neutral position, so there is l i tt le or no fiow ro any of the power cylinder orif ices. Most oI the feed pressure

f r o m t h e p u m p i s b y p a s s e d t o t h e r e s e r v o i r . B e c a u s e o f t h i s , t h e p r e s s u r e s t a y s t h e s a m e i n b o t h s i d e s o f t h e p o w e r c y | | n -
der, resulting in low or no asslst

VALVE From PUMP

SECTION A-A

RETURN PASSAGE
lTo RESERVOIRI

POWER CYLINDER

STEERING GEARBOX

High assist at lower speeds:
When steering resistance is high. such as when driving at low speeds' or when turning the wheel wirh the vehicle

s t o p p e d , t h e d i f f e r e n c e | n a n g | e c r e a t e d b e t w e e n t h e i n p u t s h a f t a n d t h e V a | v e o p e n s t h e f | u i d p a s s a g e o n o n e s i d e , a n d
c | o s e s t h e f l u i d p a s s a g e o n t h e o t h e r s i d e , a t e a c h p a i r o f o r i f i c e s ' T h e f | u i d p r e s s u r e i n c r e a s e s i n t h e s i d e o | t h e p o w e r
cy | inder |edby the |arger f |u idpassage 'Th is increasedpressurepushesontherackp is ton ,a | low ing thes teer ingwhee| to
be turned with l ight effort. on the other side of the power cylinder, the return passage opens allowing the steering tluid to

r e t u r n t h r o U g h t h e i n p u t s h a f t t o t h e r e s e r v o i r ' T h e f | u i d p a s s a g e s t o t h e p o w e r c y | i n d e r a u t o m a t i c a | | y c h a n g e i n s | z e ,
increasing as the steering resrstance increases. In other words, the passages become larger and power assist increases

when the steering effort would normally be high, (for example' when parking or making low speed turns)' and the pas-

sagesbecomesma| |e randpowerass is tdecreaseswhenthes teer ingef fo r twou|dnorma| |ybe |ow, ( fo rexamp|e ,when
driving at high speeds or straight ahead).

FLUIO PASSAGE TO
POWER CYLINDER

/t=\
\a!-4,))

=YjJ

RESERVOIR

SECTION A-A

l ' {High fluid Pressure}



Troubleshooting

General Troubleshooting

Check the following before you begin:
. Has the suspension been modified in a way that would affect steering?
. Are tire sizes, t ire variety and air pressure correct?
. lsthe steering wheel original equipment or equivalent?
. lsthe powersteering pump belt properlyadiusted?
. ls steeringfluid reservoirfi l ledto proper level?
. ls the engine idle speed correct and steady?

Hard Steering (Check the powor assist. se€ page 17-3o. lfthe torce is over 29 N (3.0 kgf, 6.6lbo, Procede with this troubleshootinq.)

Abnormal
lluid pressure
{fluid pressure
is too high)

Faulty valve body unit

Relief pres-
sure too low

Abnormal

Faulty llow control valve
(Replace the pump es an
assembly)

Ch€ck  t he  f eed  snd  re tu rn  c i r cu i t  l i n€s  ano  nose
betw6€n the gearbox and pump for clogging and
d€lormation.

Normal l ine and hose

Check the pump f luid pressure
(soe page 17-34).
l /easure steady-state t luid pres-
s!re while idl ing with the both
valves tul ly open.
It should be 1.500 kPa (15 kgf/cmr,
213 psi) or below.

Normal

Check th€ flow control vslve (see page 17-42).
. Chock the valvo lor smooth movement in the hous-

ing.
. Check the reliefvalve for leaks.

Check the pump f luid pressure
{see page 17-34).
Measu re  pump  re l i e f  p ressu re
while idling with the pressure con-
trol valve Iully closed.
It should be 6,400 - 7,400 kPa (65 -
75 kgflcm,,920 - 1,070 psi)

Normal rel isf pressure

17-22

Go to page 17-23 Faulty pump assembly



I
Abnormal Deformed

Faulty cyl inder l ines

Adiustment OK

Faulty valve body unit

Normal

I
I

Compair the steering to another al ike
vehicle.

/

Check the force required to turn
the wheel (see Page 17 30i
Start the engine and measure the
force required to turn the wheel
to the r ight and left .  Dif ference of
t he  l o r ce  requ i red  t o  t u rn  t he
wheel to the r ight and to the Ieft
should be 2.9 N 10 3 kgf, 0.7 lbf)
or below.

Check for bent rack shaft

Check rack guide adiustment (see
page 17-33).

(cont'd)
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Troubleshooting

General Troubleshooting (cont'd)

Assist (excessively l ight steering) at
high speed.

Shock or vibrat ion when wheel is
turned to {ul l  lock.

Steer ing wheelwi l l  not  return
smoothly.

lf the problem is not corrected by
adiusting the rack guide, adjust
t he  f r on t  whee l  a l i gnmen t  l see
section 181.

Check the rack guide for proper
adiustment (see page 17 33).

Check the rack guide for proper
adjustment (see page 17-33).

Rack guide is adjusted properly.

l f the problem is not corrected by
adjusting the rack guide, replace
the gearbox.Check the belt for sl ippage and

ao lus t  as  necessa ry  { see  page
11 32).

A  and  B  cy l i nde r  l i nes  a re  no r -
mal, check wheel al ignment (see
section 18).

Whee l  a l i gnmen t  i s  abno rma l ,
adjust as needed.

Wheel al ignment is normal.
Check the steering wheel opera-
t ion and power assist check {see
page lT-30).

I t  the measurements are out of
spec i f i ca t i ons ,  ad jus t  t he  ra  ck
guide.

l f  the problem is not corrected by
adjusting the rack guide, replace
the gearbox.
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Uneven or rough steering

Steering wheel kicks back
during wide t!rns.

ll,

)

Adjust the rac* guide (see page 17-3).

l f  the problem is not corrected bY
adjusting the rack guide, replace
the gearbox.

Adiust the belt tension. Feplace the
belt, il necessary (see Page 17 32).

l f the engine stal ls when the wheel
is turned while car is stopped or
moving at low speed, adjust the
idle spe€d (see section 11)

ldle speed low or errat ic.

Check power sleering fluid level lf
the level is excessively low, check
lor leaks in the system. Add lluid
to the specified level.

Air in reservoir,  or check Power
steering I luid level.

l f  l tuid level is OK, check O-rings
and  sea l s  on  bo th  ends  o f  t he
pump  i n l e t  hose ,  and  t he  P /S
pump housing mating surfaces
and the pumP shaft oi l  seal for
suction leaks. RePlace Parts as
nocessary.

Adjust the belt tension (see Page
17 32)or replace belt.

Pump  be l t  s l iPP ing  on  PL r l l eY
(pump stops momentari lY)

Check if pump press{rre is normal
and the gauge needle travel is 500
kPa  (5  kg l / cm? ,  7 l  Ps i )  o r  l ess .
Chock the flow control valve if the
needle travel exceeds 500 kPa (5

kgflcm'�, 71 Psi). l{ the flow control
valve is normal, replace the PumP
as an assemoly.

Install the power steering pressure
gauge, Close the Pressure contrcl
valve fully and m6ssure the PumP
pressure {s€e page 17-34}.
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Troubleshooting

Noise and Vibration

NOTE; Pump noise in first 2 - 3 minutes after starting in cold weather is normal.

Humming

Ratt le or chattering

Humming due to pulsation of f luid is normal, part icularlv when the wheel is
turned with the vehicle stooDed.

lf equipped with automatic trans-
mission, the hum could be the
torque conveater or pump noise.

Confirm by temporarily removing
the pump belt.

High-pressure l ine touching the
frame. Reposition the line.

Loose steering shaft connector,
t ie-rod. or bal l joint.

Check  and  t i gh ten ,  o r  r ep lace
paats as necessary.

Column shaft wobbling. Replace the column assembly.

Check the rack guide tor proper
adjustment (see page 17,33). Adiusi, if necess€ry.

Ratt l ing sound and feel ing when turning the steering wheel raght and left  with the
engine OFF is normal.

Pump noise, though not loud. trom the valve body unit can be heard whon turn-
ing the steering wheel r ight or left .  This is normat.

CAUTION: When imp€sting, do not hold the steering wheet a[ the way to
the right or the left.
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Pump noase
Grating noise
from pump

Pump gear nois€

Check the t luid level.
l f  l ow ,  f i l l  t he  rese rvo i r  t o  t he
proper level, and check lor leaks.
Tighten or replace as nocessary.

Cavitation caused bY air bubbles
in the f luid.

Check lor a crushed suction hose
or a loose hose clamp al lowing
air into the suction side of the
sy$em.
Tighton or roplace as necossary.

NOTE: Pump noise uP to 2 - 3
m inu tes  a l t e r  s ta r t i ng  i n  co ld
weather is normal
Compare pumP noise at operating
temperature to simular vehicle.

l f  pump nois€ is abnormallY loud,
remove and inspect the PUmP for
w6ar and damage (see Page 17-
41 ) .

l z /
Rattle or chattgring

17-27

Tighten or replace the Pulley.
l f  sha t t  i s  l oose ,  r eP lace  t he
pump.
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Troubleshooting

Fluid Leaks

Check the gearbox assembly for oil leaks carefully. Oil can leak out of various points. depending on location of the
faulty oil seals/seal rings. Check the following before removing the gearbox from the frame_

Steering Gearbox Leaking from the oi l  seal on the
top of the valve housing.

Replace the valve oi l  seal from
the valve housing.

Leaking from cyl inder end into
left tie rod boot.

Replace the valve oi l  seal trom
the pinion shaft.

Replace the cyl inder end seal on
the gear housing side.

Leaking lrom cyl inder end into
right tie-rod boot.

Replace the cyl inder end seal on
the cylinder end side.

Leaking lrom the shaft upper end
sectron or pin engagement sec,
t ion ol the pinion shaft.

Replace the valve body unit.

Tighten the connector. l f  i t 's st i l l
leakinO, replace the I ine, cyl inder
or valve housing unit.

Leaking from cyl inder l ine A or B
connections {at tlare nut}.

Leak ing  caused  by  a  damaged
cyl inde.l ine A or B. Replace cvl jnder l ine A or B.

Leaking from feed l ine and return
l ine ioint f i t t ing on the valve body
unit (at f lare nut).

Tighten the connector. ll it's still
leaking, replace the l ine,,oint f i t ,
t ing or valv6 housing.
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Pump outlet l ine
(high pressure,

/
Pump inlet I ine
(low-pressure)

Replace the housing O-rings
lf  the housing st i l l  leaks, rePlace
the pumP.

Reservoir is overfilled
Pull  off  the hose and drain the
reservoit to the Proper level.

Air leak in suction side ofthe sys'
tem (reservoir,  inlet hose, tront
pump seal).

Tighten the fifting. lI it's still leak-
ing, replace the O-ring or feed line.Leaking at  the threaded f i t t ing

Leaking at the swagged joint.

Leaking because ol damage, dete_
riorat ion, or imProPer assemblY.

Reolace or rePair as necessarY.

t J
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Inspection and Adjustment

Steering Operation

Place the front wheels in the straight ahead position,
and measure the distance the steering wheel can be
turned without moving the front wheels.

ROTATIONAL PLAY: 0 - 10 mm l0 - 0.39 inl

lf the play exceeds the service l imit. perform rack guide
adjustment (see page 17-33).
lf the play is sti l l  excessive after rack guide adjustment.
inspect the steering l inkage and gearbox as described
on the nel(t pag€.

ROTATIONAL PLAY

17-30

Power Assist Gheck with
Vehicle Parked

1. Check the power steering fluid level (see page 17-
33) and pump belt tension (see page 17-32).

2. Start the engine, allow it to idle. and turn the steer-
ing wheel from lock-tolock several t imes to warm
up the fluid.

3. Attach a spring scale to the steering wheel. With the
engine idling and the vehicle on a clean, dry floor,
pull the scale as shown and read it as soon as the
tires begin to turn.

The scale should read no more than 29 N (3.0 kgf.
6.6 lbf). lf i t reads more, check the gearbox and
pump,

D 0



I Steering Linkage and Gearbox

TIE-ROD END BALL JOINT
Inspect for faulty movement
and damage.

STEERING COLUMN
Inspect for loose column
mounting bolts and nuts

BOOT
Inspect damage and deteriorataon

STEERING GEARBOX
lnspect for loose mounting bolts.
GEARBOX MOUNTING CUSHIONS
Inspect f  or deteriorat ion

STEERING JOINTS
Check for loose joint bolts.

l . /
TIE-ROD LOCKNUT

for loose locknut

BALL JOINT BOOT
Inspect for damage and deteriorataon'
See page 17-68lor replacement.

SHAFT GROMMET
Inspect  for  damage and deter iorataon.

l r z
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Inspection and Adjustment

Pump Belt

NOTE: When using a new belt, f irst adjust the deflection
or tension to the values for the new belt, then readjust
the deflection or tension to the values for the used belt
after running engine for f ive minutes.

Inspection

Attach the special tool to the belt and measure the ten-
sion of the belt.
Tension:
'99 -'00 mod€ls: B1642 Engin. Type only
Used Bsh: 390 - 540 N lao - 55 kgt.88 - 120 tbf)
New Belt: 740 - 880 N {75 - 90 kgf, 170 - 200 tbt}'96 - '00 models: Other Engine Types
Used Beh: 340 - 490 N (35 - 50 kgf, 77 - ilO tbfl
New Belt: 640 - 780 N 165 - 80 ksf, 1& - 176 tbf)
NOTE:
. lf there are cracks or any damage evident on the belt,

reDlace it with a new one.
. Follow the manufacturer's instructions for the tension

gauge.
BELT TENSION GAUGE
07JGG _ 001010A

Inspect the pump belt for cracks or any damage.
Replace the belt with a new one if necessary.

Measuremont without Beh Tension Gauga:
Apply a force of 98 N (10 kgt,22 lbfl and measure the
deflection between the power steering pump and the
crankshaft pulleys.
Dsflectior:
'99 -'00 model3: 816A2 Engine Typ€ onty
Used Beh: 7.5 - 11.0 mm t0.30 - 0.43 inl
New Beh: 5.0 - 7.0 mm (0.20 - 0.28 in)
'96 - '00 models: Othor Engine Typos
Used Behi 10.5 - 14.0 mm (0.ial - 0.59 inl
Now Beh: 7.5 - 10.0 mm (0.30 - 0.39 inl

POWER STEERING PULUY

CRANKSHAFT PULLEY
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Adiustment

1. Loosen the power steering pump mounting bolts.

2. Adjust the belt tension.

'99 - '00 mod€ls: 816A2 Engin€ Typo only

. Turn the adjusting bolt by hand to get the proper belt
tension, then retighten the mounting bolts,

ADJUSNNG BOLT

PUMP MOUNNNG BOLTS
24 N.m (2.4 kgf'm, 17 tbtftl

POWER STEERING
PUMP

'96 -'00 modek: Othcr Engins Typos

. Pry power steering pump away from the engine with
a wrench to get the proper belt tension, then retight-
en the mounting bolts.

PUMP MOUNTING BOLT
24 N.m (2,4 kgf.m, 17 lbl.ftl

PUMP MOUNTING BOLT
24 N.m {2.a kgt m, 17 tbtftl

Start the engine and turn the steering wheel from
lock-to-lock several t imes, then stop the engine and
recheck the deflection of the belt,



I Rack Guide Adjustment

NOTE: Perform rack guide adjustment with the wheels

in the straight ahead Position.

1. Loosen the rack guide screw locknut with the

c ia l too l .

'96 - '97 models:
Loosen the rack guide screw

'98 - '00 models:
Remove the rack guide screw and remove the old

sealant off of the threaded section.
Apply new sealant all around the threads. Loosely

installthe rack guide screw

Tighten the rack guide screw to 25 N'm (2.5 kgf'm.

18 lbf.ft), then loosen it.

Retighten the rack guide screw to 3 9 N'm (0.4 kgim,

2.9 lbf.ft), then back it off to specified angle.

Specified Return Angle: 20" max.

T igh ten  the  locknut  wh i le  ho ld ing  the  rack  gu ide

screw.

Check for t ight or loose steering through the com-
plete turning travel.

Perform following insPections:

. Steering operation (see page 17-30).

. Power assist with vehicle parked.

4 .

LOCKNUT WRENCH, 40 mm

l r
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Fluid Replacement

Check the reservoir at regular intervals, and add fluid as

necessary.
CAUTION: Always us€ Genuine Honda Power Stearing

Fluid-V or S. Using any other type of power sto€ring

t lu id  o r  au tomat ic  t ransmiss ion  l lu id  can cause

increased wear and poor steering in cold weathor.

SYSTEM CAPACITY:
0.85 l iter 10.90 US' qt,0.75 lmp'qt)
at disassembly

RESERVOIR CAPACITY:
0.4 liter (0.42 US. qt, 0.35 lmP.qt)

LEVEL LINE

LOWER LEVEL LINE

1. Raise the reservoir, then disconnect the return nose.

2. Connect a hose of suitable diameter to the discon-
nected return hose, and put the hose end in a suit-
able container.
CAUTION: Take care not to spil l tho fluid on the

body and parts. Wipe off any spill€d fluid at oncs'

3. Start the engine, let it run at idle, and turn the steer-

ing wheel from lock-to-lock several t imes When

f lu id  s tops  runn ing  ou t  o f  the  hose,  shut  o f f  the

engine, Discard the fluid.
4. Reinstall the return hose on the reservoir'
5. Fil l  the reservoir to the upper level l ine.
6. Start the engine and run it at fast idle, then turn the

steering trom lock-to-lock several t imes to bleed air

trom the system.
7. Recheck the fluid level and add some it necessary.

CAUTION: Do not f i l l  the reservoir beYond the
upper l€vel line.

HOSE



lnspection and Adjustment

Pump Pressure Check

C h e c k  t h e  f l u i d  p r e s s u r e  a s  f o l l o w s  t o  d e t e r m i n e
whether the trouble is in the pump or gearbox.

NOTE: First check the power steering fluid level and
pump belt tension.

CAUTION: Disconnect the high pr$sure hos€ with care
so as not lo spill the power sieering tluid on tha frame
and other parts.

1. Disconnect the outlet l ine from the Dumo outlet f it-
t ing, then installthe P/S joint adaptor (pump) on the
Dumo outlet.

2. Connect the P/S joint adaptor (hose) to the power
steering pressure gauge, then connect the outlet
hose to the adaptor.

3. Install the power steering pressure gauge to the P/S
joint adaptor (pump) as shown.

ourlEr HosE FnrNo ,t"ll lrilu"ott

P/S JOINT ADAPTOB IHOSEI
07RAK - S0i10l2r

ol
07RAK- 50{{)120

P/S PRESSURE GAUGE
07406 - 001000A

or
07406 - 0010001

4. Open the shut-off valve fully.
5. Open the pressure control valve fully.
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(Pa.t of tooll
11 N.m
11.1 kgt m, 8 lbf.ftl

PRESSURE
CONTROL VALVE

SHUT.OFF
VALVE

PUMP OUTLET
FITTING

6 x 1.0 mm BOLT
lPart of tool)
11 N.m
11.1 kgf m, 8 lbtf t l

7.

Start the engine and let it idle.

Turn the steering wheel from lock-to-lock several
times to warm the fluid to operating temperature.

Measure steady-state fluid pressure while idling. If
the  pump is  in  good cond i t ion ,  the  gauge shou ld
read less than 1500 kPa (15 kgf/cmr, 213 psi).
lf i t reads high, check the outlet l ine or valve body
unit (see General Troubleshooting 17-22).

C lose  the  pressure  cont ro l  va lve ,  then c lose  the
shut-off valve gradually unti l the pressure gauge
needle is stable. Read the oressure.

lmmediately open the pressure control valve fully.

GAUTION: Do not keep lhe prossure control valve
clos€d more then 5 soconds or the pump could be
damagod by over-heating.

lf the pump is in good condition, the gauge should
read at least 6,400 - 7,400 kPa (65 - 75 kgflcm,, 920 -
1,070 psi). A low reading means pump output is too
low for full assist. Repair or replace the pump,

9 .

P/S PBESSURE GAUGE
07{16 -@1@OA

oi

SI{UT.OFF VALVE



Steering Wheel

l , /

Removal

SRS components  a re  loca ted  in  th is  a rea  Rev iew the

SRS component locations, precautions, and procedures

in the SRS section (24) before performing repairs or ser-
vice.

NOTE:  Before  remov ing  the  s teer ing  whee l .  a l ign  the

front wheels straight ahead.

1 .  Remove the  dr iver ' s  a i rbag assembly  f rom the

steering wheel (see section 24)

2. Disconnect the horn connector and cruise control
switches connector.

CRUISE
SWITCHES CONNECTOR

3. Remove the steering wheel nut

STEERING WHEEL NUT
Replace.

Remove the steering wheel by rocking it sl ightly from

side-to-side as you pull steadily with both hands.

ag N.m {5.0 kgt rn, 36lbfft)

1 . ,

17-35

lnstallation

CAUTION: Do not tap on the steering wheel or steering

column shaft when installing the stsering wheel.

NOTE:  Before  ins ta l l ing  the  s teer ing  whee l ,  a l ign  the

front wheels straight ahead.

1 .  Before  ins ta l l ing  the  s teer ing  whee l ,  cen ter  the

cable reel, Do this by first rotating the cable reel

clockwise unti l i t stops. Then rotate it counterclock-
wise approximately two turns The arrow mark on

the cable reel label should points straight up.

Install the steering wheel with the steering wheel

nut.

NOTE: Be sure the steering wheel shaft engages

the cable reel and canceling sleeve.

Attach the cruise control switches connector io the

steering wheel cliP,

Connect the horn connector.

Ins ta l l  the  dr iver ' s  a i rbag assembly ,  and conf i rm
proper system operation (see section 24).

Check  the  horn  and c ru ise  cont ro l  sw i tches  fo r
proper operatrons.

CAELE REEL



Steering Wheel

Disassembly/Reassembly

STEERING WHEEL

*@*&*W

@,

17-36



Steering Column

I Removal/lnstallation

SRS components  a re  loca ted  in  th is  a rea .  Rev iew the
SRS component locations, precautions, and proceclures
in  the  SRS sec t ron  (24)  be fore  per to rming  repa i rs  o r  ser -
v ice .
NOTE:  Before  remov ing  the  s teer ing  co lumn fo r  SRS,
remove the driver's airbag assembly and cable reel lsee
sec t ion  24) .
1 .  Remove the  s teer ing  whee l  (see  page 17  35) .
2 .  Remove the  dr iver ' s  dashboard  lower  cover  and

driver's knee bolster (see section 20).
3. Remove the combination switch assembly from the

s teer ing  co lumn sha{ t  by  d isconnect ing  the  connec-
tors.

4. Disconnect the ignition switch connectors.
5 .  Remove the  s teer ing  jo in t  cover .
6 .  Bemove the  s teer ing  jo in t  bo l l s .
7 .  D isconnect  the  s teer ing  io in t  by  mov ing  the  jo in t

toward the column, and remove it from the column
shaft.

8 .  R e m o v e  t h e  s t e e r i n g  c o l u m n  b y  r e m o v i n g  t h e
at tach ing  nu ts  and bo l t .

UPPER

RETAINING COLLAB
NOTE: Take care not to let the
retaining col lar fal l  out of
posit ion during instal lat ion.

STEERING JOINT BOLTS
22 N.m {2.2 kgf.m, 16lbtft}

9. Installation is the reverse of the removal procedure

NOTE:
. Make sure the steering joint is connected as follows:

a. Insert the upper end of the steering ioint onto the
steering shaft (l ine up the bolt hole with the flat on
the shait), and loosely install the upper joint bolt.

b .  S l ip  the  lower  end o f  the  s teer ing  jo in t  on to  the
pinion shaft (l ine up the bolt hole with the groove

around the  shaf t ) ,  and loose ly  ins ta l l  the  lower
joint bolt.
Be sure that the lowei joint bolt is securely in the
groove in the pinion shaft.

c .  Pu l l  on  the  s teer ing  jo in t  to  make sure  tha t  the
steering joint js fully seated. Then tighten the ioint
bo l ts .

. 8e sure the wires are not caught or pinched by any
parts when install ing the column

. Make sure the wire harness is routed and fastened
properly.

. Make sure the connectors are properly connected.

STEERING COLUMN

COMBINATION SWITCH
ASSEMBLY

FLANGE NUT
13 N.m {1.3 kgl.m.9 lbf f t)

COLUMN COVER

FLANGE BOLTS
22Nm12.2kgl 'm,
16 tbt.tr)

UPPER JOINT BOLT
Bolt musl l ine up

on shaf t .

Groove.

LOWER JOINT BOLT
8oh must l ine up wrth
groove around on shaft.

CLIP

J

JOINT COVER
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Steering Column

Inspection

NOTE: The ti l t steering column type is shown; the con-
vent iona l  s teer ing  co lumn is  s im i la r  except  fo r  the  t i l t
mechantsm.

Check the steering column ball bearing and the steer-
ing joint bearings for play and proper movement. lf
there is noise or if there is excessive play, replace the
steering column as an assembly.
Check the retaining collar for damage. lf i t is dam-
aged, replace the retaining collar.
Check the absorbing plates, absorbing plate
and sliding capsules for distonion or breakage.
Replace the steering column as an assembly
are distorted or broken.

COLUMN BALL

ABSORBING PLATE GUIDES

gu ides

if they

SLIDING

BEARINGS

TILT LOCK BOLT
Tighten the lock bol t  wi th
the t i l t  lever raised.

This part is attachod
to the column bracket
with the plast ic inject ions.

1 . Move the ti l t lever from the loose position to lock
position 3 to 5 times; then measure the ti l t lever
preload l0 mm {0.4 in) from the end ofthe ti l t lever.

Preload: 70 - 90 N (7 - 9 kgf. 15 - 20 lbf)

l f  the  measurement  i s  ou t  o f  the  spec i f i ca t ion ,
adjust the pfeload using the following procedures.

a. Loosen the ti l t lever, and set the steering column
in the neutral position.

b. Remove the 6 mm lock bolt and remove the stop.
c. Adjust the preload by turning the ti l t lock bolt left

or f lgnr.
d. Pull up the ti l t lever to the uppermost position and

install the stop. Check the preload again. lf the
measurement is sti l l  out of specification, repeat
the above procedures "a" through "c" to adjust.

CAUTION: Be caretul not to loosen tho ti l t lever
when install ing the stop or t ightening the 6 mm
lock bolt.

1 7  3 a

10 mm (0.4 inl

9.8 N.m (1.0 kgl.m,7 lbf. f t)



Power Steering Hoses, Lines

Fluid Leakage Inspection

HOSES and LINES
.  Inspec t  hoses  fo r  damage,  leaks ,  in te r fe rence or

twisting.
. Inspect t luid l ines for damage, rusting and leakage.
. Inspect for leaks at hose and line joints and connec-

tions.
POWER STEERING swtTcH
12 N.m {1.2 kgt.m,9lbt.f t}

CYLINDER HOUSING-to.CYLINDER LINES
28 N.m (2.7 kgf.m, 20 lbf.ft)

VALVE BODY UNIT-to-CYLINDER LINES
'17 N.m {1.7 12 tbl.ftl

VALVE BODY UNIT-Io-FEED/RETURN LINES
Feed l ine: 14 x '1.5 mm l lare nut
37 N.m {3.8 kgJ.m, 27 lbf'tt)
Return Line Joint 16 x 1.5 mm flare nut
28 N m 12.7 kgf.m,20 lbtf t)

HOSE CLAMP:
. Position the hose clamps at the points indicated (b) in

the drawing above.
. Slide the hose over the l ine unti l i t contacts the stop.

8()07
Check for leaks.

OUTLET HOSE
11 N.m

G€AR8OX and VALVE BODY UNIT
Check for leaks at the mating surface
and flare nut connections,

tbt
(Double Ring Typei

CAUTION: Check all clamps for deterioration or delor-
mation; replace with the clamps new ones il necessary.

( 1 .1  kg f .m ,8

PUMP ASSEMBLY
Check for leaks at the pump
seal, inlet and outlet f i f t ings.

Replacement

NOTE:
. Connect each hose to the corresponding pipe securely

until i t contacts the stop on the l ine. Install the clamp
or adiustable clamp at the specified distance from the
hose end as shown.

. Add the power steering fluid to the specified level on
the reservoir and check for leaks.

ADJUSTABLE HOSE CLAMP:
.  Pos i t ion  the  ad ius tab le  hose c lamps a t  the  po in ts

indicated (a) in the drawing above.
. Slide the hose over the l ine unti l i t contacts the stop.

2.5 - 5.5 mm
{0.01 - 0.22 in)

2.0 - 4.0 mm
(0.08 - 0.16 in)

2.5 - 5.5 mm
(0.01- 0.22 in)1 . ,
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Power Steering Pump

RemovaUlnstallation

NOTE: Eefore disconnecting the hoses from the pump,
Dlace a suitable container under the vehicle.

1. Remove the belt by loosening the pump mounting
bo l ts  and ad jus t ing  bo l t  ( '99  - '00  mode ls :  81642
Engine Type only).

OUTLET LINE 11 N.m {1.1 kgf 'm,
8

L

PUMP MOUNTING BOLT
24 N.m (2.4 kgl.m, 17 lbf ft)

2. Cover the Ay'C compressor with several shop towels
to protect it from spil led power steering fluid.

3. Disconnect the inlet hose and the outlet l ine from
the pump, and plug them.

NOTE: Take care not to spil l the fluid on the body
or parts, Wipe off any spil led fluid at once.

4 .  Remove the  pump mount ing  bo l ts  and ad jus t ing
bo l t  ( '99  - '00  mode ls :  816A2 Eng ine  Type on ly ) ,
then remove the pump.

NOTE:
. Do not turn the steering wheel with the pump

removeo.
. Wrap the opening of the pump with a piece of

tape to prevent foreign material from entering
the  pump.

17-40

1 .

8.

Connect the inlet hose and the outlet l ine. Tiqhten
the pump fitt ings securely.

Loosely install the pump in the pump bracket with
mounting bolts and adjusting bolt ( '99 -'00 models:
81642 Engine Type only).

Installthe pump belt.

CAUTION:
. Make sure that the power steering belt is prop-

orly positioned on the pulleys.
. Do not get power stoering tluid or grease in the

power steering bsh or pulley faces. Clean off any
fluid or grease before installrtion.

Adjust the pump belt (see page 17-32).

Fil l  the reservoir to the upper level l ine (see page



Disassembly

CAUTION: The power steering components are made of aluminum. Avoid damaging the components during assembly.

NOTE:
. Ctean the disassembled parts with a solvent, and dry them with compressed air. Do not dip the rubber parts in a sol-

vent.
. Alwavs replace the O-rings and rubber seals with new ones before assembly.
. Apply recommended power steering fluid to the parts indicated in the assembly procedures'

. Do not allow dust, dirt, or other foreign materials to enter the power steering system.

. Replace the pump as an assembly ifthe parts indicated with asterisk (*) are worn or damaged'

FLANGE BOLTS
20 N.m {2.0 kgf.m,
14 rbf ft)

5 mm ROLLER

4.5 mm ROLLER

*OUTER SIOE PLATE

*SUB-VALVE

.PUMP NOTOR

}SIDE PLATE

l , /
SNAP RING 13 x 1.9 mm O-RING

Replace.

15.2 x 2.4 mm O-RING
Replace.

INLET JOINT

51 x 2.4 mm O-RING
Replace.

FLANGE BOLTS
11 N m 11.1 kgf.m,
8 rbf.ftl

PUMP SEAL
Replace.

PUMP SEAL SPAC€R

.PUMP DRIVE SHAFT

BALL BEARING
lnspection and RePlacement,
see page 17-43

10 mm CIRCLIP

*FLOW CONTROI- VALVE
Inspection and Overhaul,
se[ pase tt.tz g

4 --{;'rX!;'
seatuc/ $

mm O-RING
PULLEY NUT
6il N.m {6.5 kgf.m,
47 tbf.frlFI-OW CONTROL VALV€ CAP

49 N.m {5.0 kgt m,
36 rb{.ft)

(cont'd)
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Power Steering Pump

Disassembly (cont'dl

2 .

' t . Drain the fluid from the pump.

Hold the steering pump in a vise with soft jaws,
hold the pulley with the special tool, and remove
the pulley nut and pulley.

CAUTION: Be careful not to damage the pump
housing with the iaws of the vise and extension bar.

UNIVERSAL HOLDER

Loosen the flow control valve cap with a hex wrench
and remove it.

4. Remove the O-ring, f low control valve and spring.

5. Remove the inlet joint and O-ring.

6. Remove the pump cover and pump cover seal.

7. Remove the outer side plate, pump cam ring, pump
rotor, pump vanes, side plate and O-rings.

8. Remove the snap ring, then remove the sub-valve
from the pump housing.

9. Remove the circlip, then remove the pump drive
shaft by tapping the shaft end with the plastic ham-
mer .

10. Remove the pump seal spacer and pump seal.
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Inspection

Flow Control Valve:

1. Check the tlow control valve for wear. burrs, and
other damage to the edges of the grooves in the
vatve,

FLOW
CONTROL VALVE

Check for
damage to edges.

Inspect the bore the flow control valve for scratches
or wear.

Slip the valve back in the pump, and check that it
moves in and out smoothly.

lf OK, go on step 4; if not, replace the pump as an
assembly. The flow control valve is not available
separately.

Attach a hose to the end of the valve as shown.

FLOW CONTROL VALVE TIOSE

4 .



I
5, Submerge the valve in a container of power steer-

ing fluid or solvent. and blow in the hose. lf air bub-
b les  leak  th rough the  va lve  a t  less  than 98  kPa
(1.0 kgf/cm'�, 14.2 psi), repair it as follows.

, AIR PRESSURE
?

i-- POWER STEERTNG
FLUID or SOLVENT

Hold the bottom end of the valve with a open end
wrench.

Unscrew the seat in the top end of the valve. and
remove any shims, the relief check ball. relief valve
and relief valve spring.

7 .

l . /
RELIEF CHECK BALL

1 . ,

SEAT
9 N.m
{0.9 kgf'm, 6.5 lbt'ftl

RELIEF VALVE
SPRING

Clamp this end in
a open end wrench,

8. Clean all the parts in solvent, dry them off, then
reassemble and retest the valve. lf the flow control
valve tests OK, reinstall i t in the pump. lf the flow
control valve sti l l  leaks air, replace the pump as an
assembly. The flow control valve is not available
separatelY.

NOTE: 11 necessary, relief pressure is adjusted at
the factorv by adding shims under the check ball
seat. lf you found shims in your valve, be sure you

reinstall as many as You took out.

RELIEF VALVE

{W-*"'

FLOW CONTROL VALVE

17-43

Ball Bearing:

1. Inspect the ball bearing by rotating the outer race
slowly. lf any play or roughness is felt, replace the
ball bearing.

Remove and discard the ball bearing using a press

as snown.

Installthe new ball bearing using a press as shown.

Ball Boaring Rsplaccmont:

lnsta l lwi th the
red shie lded s ide
facing down.

NOTE: Support the inner race
with the tool securely.

BALL BEARING

Prcrt



Power Steering Pump

Reassembly

1 . Align the pin of the sub-valve with the oil passage
in pump housing. and push down the sub-valve.
Installthe snap ring properly.

OIL PASSAGE
Align the pin of

the oi l  passage.

PUMP HOUSING
SNAP RING

Install the new pump seal in the pump housing by
hand, then installthe pump seal spacer.

NOTE: Insert the pump seal with its grooved side
facing in.

Position the pump drive shaft in the pump housing,
then drive it in using a special tool as shown.

Install the 40 mm circlip with its radiused side fac-
ing out,

ATTACHMENT, 30 mm

BALL BEARING

40 mm CIRCLIP

d
gf'uMP 

oRrvE sHAFr

/ffi\
f.\'vj

H 
PUMP SEAL SPACER

n , /
/:K
/ZA\.-- PUMP SEAL
V Reptace.
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ROLl.ERS

Coat the pump cover seal and the cover bushing
with the power steering fluid, then install the pump
cover seal into the groove in the pump cover.

lnstall the outer side olate over the two rollers.

ROL1IR

OUTER SIDE PLATE

4.5 mm ROLLER

5 mm ROLLER

PUMP COVER BUSHING

Set the pump cam ring over the two rollers with the
" o " mark on the cam ring upward.

7 .

ROI,IIR SET HO'"ES

PUMP CAM RING



I
8.

9 .

Assemble pump rotor to the pump cover with the
" " " marks on the rotor facing down.

Set the 10 vanes in the grooves in the rotor.

NOTE: Be sure that the round ends ot the vanes are
in contact with the sliding surface of the cam ring.

Coat  the  O- r ing  w i th  power  s teer ing  f lu id ,  and
install i t into the grooves in the side plate.

Install the side plate on the cam ring by aligning the
roller set holes in the side plate with the rollers.

mm O-RING

ROLIIR SET HOTT

SET HOI.^E

0 E

g n

10.

1 1 .

r

E
15.2 x 2,1
Replace.

PUMP ROTOR

SIDE PLATE

ROI.I.ERSl ,

' t2. Coat the O-ring with power steering fluid. and posi

tion it into the pump housing.

Install the pump cover assembly in the pump hous-
tng .

FI.ANGE EOLTS
20 N.m (2.0 kgf.m,
14 tbf.ft)

PUMP COVER
ASSEMBLY

51 x 2.4 mm
Replace.

Coat  the  f low cont ro l  va lve  w i th  power  s teer lng
fluid.

15 .  l ns ta l l  t he  f l ow  con t ro l  va l ve  and  sp r i ng  on  t he

pump housing.

Coat  the  O- r ing  w i th  power  s teer ing  f lu id ,  and

install i t on the Jlow control valve cap.

Install the flow control valve cap on the pump hous-

't 4.

1 6 .

1 7 .
ing, and t ighten i t .

{cont'd)
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FLOW CONTROL
VALVE CAP
49 N.m (5.0 kgj m,
36 tbf.ft)



Power Steering Pump

Reassembly (cont'dl

Coat  the  O- r ing  w i th  power  s teer ing  f lu id ,  and
install i t into the grooves in the inlet joint.

Install the inlet joint on the pump housing.

'11 N.m (1.1 kgt.m,
8 |bnft)

Ins ta l l  the  pu l ley  as  shown be low,  then loose ly
install the pulley nut. Hold the steering pump in a
vise with soft jaws.

CAUTION: Be car€ful not io damage the pump hous-
ing with the jaws ot the vise.

15.2 x 2.4
Replace.
-
EI
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21. Hold the pulley with the specialtool, and tighten the
pulley nut.

UNIVERSAL HOLDER
PULLEY NUT
64 N.m {6.5 kgf.m,

Check that the pump turns smoothly by turning the
pulley by hand.



Steering Gearbox

)
Removal

NOTE: Using solvent and a brush, wash any oil and dirt

off the valve body unit its l ines. and the end if the gear-

box. Blow dry with comPressed air.

1. Drain the power steering fluid as described on page

2. Raise the front of vehicle, and support it on safety

stands in the proper locations (see section 11.

3, Remove the front wheels.

4. Remove the driver's airbag assembly, and steering

wheel (see page 17-35)

5. Bemove the steering joint cover.

6. Remove the steering joint lower bolt, and loosen
the steering joint upper bolt. Disconnect the steer-
ing joint by moving the ioint toward the column

t J
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TIE.ROD END

7. Remove the cotter pin from the castle nut {'96 -'97

models) or nut ('98 - '00 modslsl and remove the nut.

BALL JOINT REMOVER.
28 mm
07MAC - SLqI2|X)

'98 - '00 mod.b:
NUT

8.

COTTER PINS
Repl6ce.

lnstall the t0 mm hex nut on the ball joint.

Be sure that the 10 mm hex nut is f lush with the ball
joint pin end, or the threaded section of the ball
joint pin might be damaged by the special tool.

NOTE: Remove the ball joint using the special tool.

Refer to section 18 for how to use ths ball joint

remover.

Seoarate the tie-rod ball joint and knuckle using the
specialtool.

CAUnON: Avoid damaging tho ball ioint boot.

Remove the left tie-rod end, then slide the rack all the
way to the right.

Separate the exhaust pipe A or TWC (see section 9).

Disconnect the shift linkage (see section 13 or section
14) .

(cont'd)

9 .

1 0 .

1 1 .

12.



Steering Gearbox

Removal {cont'dl

Loosen the 14 mm flare nut and disconnect the feed
l ine .

Loosen the adjustable hose clamp and disconnect
the return hose.

Loosen the 16 mm flare nut and remove the return
hose joint trom the valve body unit.

CAUTION: After disconnecting lhe hos6 and lin6.
plug or seal the hose and line with a pioca ol tapa
or equivalent to prevenl foreign matorials trom
entsring the valve body unit.

NOTE:  Do no t  loosen the  cv l inder  l ine  A and
between the valve body unit and cylinder.

ADJUSTABLE HOSE
CLAMP

Remove the stiffener Dlate.

NOTE: Some stiffener plate attaching bolts are also
used as gearbox mounting bolts. The gearbox wil l
t i l t to side when these bolts are removed.

13.

14.

t 9 .

1 6 .

17-48,

17. Remove the mounting brackets.

Pull the steering gearbox all the way down to clear
the pinion shaft from the bulkhead. then remove the
pinion shaft grommet.

Move the steering gesrbox to right so the left rack
end clears the rear beam, then ti l t the left side down
to remove it from the vehicle,

CAUTION: Be careful not io bend or damage the
fagd ling and cylindsr l in99 whgn rgmoving thg
ggarbox,

18 .

STEERING GEANEOX



)
Disassembly

t )

Steering Rack DisassemblY

NOTE:
r Before disassemble the gearbox, wash it off with sol

vent and a brush.
. Do not dip seals and O-rings in solvent.

1. Remove the steering gearbox (see page 17-47]..

2. Remove the tie-rod end and locknut.

3. Remove air tube and cliPs.

Remove the boot bands and tie-rod clips Pull the

boots away from the ends of the gearbox.

BOOT

( | - , TIE.ROD CLIP

Hold the steering rack with a wrench ('98 -'00 mod-

els: left end only), and unscrew the rack end with
another wrench.

CAUTION: Be caroful not to damage the rack 3ur-

faco whh the wrench.

NOTE: '96 -'97 models is shown.

STEERING RACK END

STEERING RACK

Loosen the locknut, then remove the rack guide

screw and O-ring ('96 -'97 models only)

Remove the spring and the rack guide from the gear

housing.
7 .

{cont'd}
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LOCK WASHER



Steering Gearbox

Disassembly (cont'd)

8. Remove cylinder l ines A and B from the gearbox.

CYLINDER LINE g CYLINOCR LINE A

Drain the fluid from the cylinder fitt ings by slowly
moving the steering rack back and forth,

Remove the two flange bolts, then remove the valve
body unit from the gearbox. (See page 17-52 for
valve body unit disassembly.)

VALVE BOOY UNIT FLANGE BOLT

1 0 .

'96 - '97 mod.ls:
32 mm SHIMS
98 - '00 modok:
WAVE WASHER
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13. Loosen and remove the cvlinder end.

11. Dril l  a 3 mm (0.12 in) diameter hole approximatety
2.5 - 3.0 mm (0.10 - 0.12 in) in depth in the staked
point on the cylinder.

cAunoN:
o Do nol allow metal shavings to onter the cylin.

der housing.
. After romoying iha cylinder end, remova any

bur6 at the staksd point.

Dcpthi 2,5 - 3.0 mm {0.10 - 0.12 in}

CYUNDER

12.  Ho ld  the  s teer ing
snown.

gearbox  us ing  a  C-c lamp as



t

t 5 .

1 6 .

14. Assemble a 12 x 1.25 mm flange nut onto a 12 x 175

mm grade 10 flange bolt as shown.

NOTE:  Wrap the  t lange por t ion  o f  the  bo l t  w i th

vinyl tape to protect the cylinder.

12, mm FLANGE
BOLT

12 mm FLANGE NUTVINYL TAPG {p/N 90i77 - SLo - 000}

Install the flange bolt into the end of the steering

rack  un t i l  i t  bo t toms in  the  ho le ,  then back  the

flange bolt out ' l l4 turn. Hold the flange bolt, and

tighten the flange nut against the rack by hand.

Install the bearing separator on the gearbox housing

a5 snown.

FLANGE BOLT

BEARING SEPARATOR
0 - 1112" I
lCommercially availablo)

STEERING RACK

CYLINDER END SEAL

Set the gearbox in a press so the gear housing point

upward, then press the cylinder end seal and steer-

ing rack out of the gearbox

NOTE: Hold the steering rack to keep it from fall ing

when pressed clear.

CAUTION:
. Be carsful not damage to inn6l surface ot the

cylinder housing with the flange bolt.
. Do not place your l ingers under th€ ste€ring

rack.

t . /

1 7 .

12 x 175 mm Ptess

1 . ,

the spe-
srcle.
securely

Replace. 
J__--'- ,----)t'

| ,-----'" ,-,-'-'
| fiN\\ ----'

| .Wl'----
I t -'4a
| ^--.'--4
A ooY----- \
Q) 

* srerhtnc nact
20. lnsert a 24" long,3E" drive extension and

cial tool into the cylinder from the gearbox

NOTE: Make sure that the special tool is
positioned on the backup ring edges'

18, Remove the 12 mm bolt and nut from the steering

rack,
19 .  Remove the  cy l inder  end sea l  f rom the  s teer ing

racK.
CYLINDER HOUSING

CAUTION: Be caroful not damago to inner surfaco

of the cylinder housing with the specisl tool'

21. Set the gearbox in a press, then press out the cYlin-

der end seal and backup ring from the gearbox,

GAUTION:
. Keep the tool sttaight to avoid damaging the cylin'

der wall. Check th€ tool angls, and corr€st it if nec-

€ssary, whon rsmoving the cylinder snd seal.
. Uss a pross to removs tho cylinder end seal. Do

not try to removo ths seal by striking the tool h

will br€ak the backup ring. and the cylinder snd

s€al will lemain in tho gearbox.

BACKUP RING

CYLINDER END SEAL

CYLINDER END SEAL
REMOVER ATTACHMENT
07NAD - SR3020A

(cont'd)
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Steering Gearbox

Disassembly (cont'dl

22. Carelully pry the piston seal ring and O-ring off the
prslon rack.

CAUTION| Be caletul not to damage the inside of
seal ring groove and piston edges when removing
the seal rin9,

Replace.
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Valve Body Unii Disassembly

23. Eefore removing the valve housing, apply vinyl tape
to splines of the pinion shaft.

24. Separate the valve housing from the pinion shaft/
valve using a press.

VALVE HOUSING

Vinylt .pe

PINION SHAFT

Check the inner wall of the valve housing where the
seal ring slides with your finger. lf there is a step in
the  wa l l ,  the  va lve  hous ing  is  worn .  Rep lace  the
valve housing.

NOTE:
There  may be  the  s l id ing  marks  f rom the  sea l
r ing  on  the  wa l l  o f  the  va lve  hous ing .  Rep lace
the valve housing only if the wall is stepped.
When the valve housing is replaced, jnstall new
shim(s) on the bearing surface of the housing to
adjust the thickness.

Check the inside of  valve housing
whether the wall is stepped.



I

l . /

26.  Check  fo r  wear .  bur rs  and o ther  damage to  the

edges of the grooves in the sleeve'

NOTE: The pinion shaft and sleeve are a precision

matched se t  l f  e i ther  the  p in ion  shaf t  o r  s leeve

must be replaced, replace both parts as a set'

SLEEVE SEAL RINGS
Check for Peel off  or
damage.

27. Remove the circliP and Pi
pinion shaft.

nion shaft sleeve from the

1 . ,
-r t rt .<
l  r  - 9 9

28. Using a cutter or an equivalent tool, cut and remove

the lour seal rings from the sleeve'

CAUTION: Be careful not to damage the edges of

the slgevs grooves and outer surface whsn lemov-

ing the seal rings.

29. Using a cutter or an equivalent tool, cut the valve

seal i ing and O-ring at the groove the pinion shaft '

Remove the valve seal ring and O-ring'

CAUTION: Be careful not to damage the edges oI

the pinion shaft gloove and outer surface when

removing the valve seal ling and O-ring'

VALVE SEAL RING
Replace.

(cont'd)

SLEEVE

Cutt ing s lot  Posrt lon.



Steering Gearbox

Disassembly (cont'd)

30. Bemove the valve oil seal and backup ring {'96 -'97
models) or wave washer ('98 -'00 models) from the
oinion shaft.

NOTE:
. Inspect the ball bearing by rotating the outer race

slowly. lf there is any excessive play, replace the
pinion shaft and sleeve as an assembly.

. The pinion shaft and sleeve are a precise fit; do
not  in te rmix  o ld  and new p in ion  shaf ts  and
steeves.

'98 - '(x) mod.lr:
WAVE WASHER Replace.

3 1 . Press the valve oil seal and roller bearing {'96 -,97
mode ls l  o r  bush ing  ( '98  - '00  mode ls l  ou t  o f  the
valve housing using a hydraulic press and special
tool shown below.

NOTE: Do not use a hammer; it wil l damage the
specialtool.

'96 - '97 modob:
PILOT COLLAR
07GAF - PH70100

VAI.VE OIL SEAL
Replace.

BOI.I"ER BEARING
Replace.

PILOT COLLAR
07GAF - PHtoroo

VALVE OII. SEAL
Replace.

BUSHING
Beplace.

BALL BEARING

'96 - '00 mod.b:
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Reassembly

NOTE:
. clean the disassembled parts wrth a solvent, and dry them with compressed air. Do not dip the rubber parts in a sol-

vent.
. Always replace the O-rings and rubber seals with new ones before assembly'

. Apply the recommended power steering fluid to the parts+ndicated in the assembly procedures'

o Do not a||ow dust, dirt, or other foreign materials to enter the power steering system.

a Use the appropriate special tools where necessary'

FLANGE BOLTS
20 N.m (2.0 kgt'm, 14lbf ftl

CYLINDER LINE B

VALVE HOUSING
FLARE NUTS
28 N.m (2.7 ksf m,20 lbf ftl

VALVE OIL SEAL
Replace.

CYLINDER END SEAL
Replace.

f itllTllli".",'r'o,.n,ft 
''*^'*-1$*€-/s6-,,mode,3:

EUSHING
Replace 'P'\-- BEARING

SLEEVE SEAL RINGS ..-------......�� 
SS 

.---- 

",a"a,,

*--- 
--,

Replace. lss-, Replace.

Xll,Y5"l'. "o. --r...- gY------..r.u,
,-f-..-S: _ 

,96 _,9? models:

--€l€--------=- 
ircriip'ii.rt'-l . / BACKUP

Replace.

I
,

wAvE wAsHER 
d 

-.-.-r_ 
i"pru"".

CYLINDER HOUSING // -\-
, AJ 

-\ 
O.RING

/ ,S-'..- ReDtace.
_ j GEAR HouslNG l.g 

--'\-
\- t F \ntonsrnrr.,_-\ \ s

- 'oo ,,iod"t., -s-'--------- vALvE SEAL R'NG

S_.<---,tj- 
97 models onlY:

CYLINDER END SEAL

)@OOD m\ n"prac".

/'\N,."._
nrNG I 

'98 - 'oo - 
RACK GUIDE

\ 
models:

:scREw I
O.RING
Replace.

.98 - '00 models:

CYLINDER END
69 N.m {?.0 kgt'm,51 lbl'ft)

(cont'd)
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Steering Gearbox

Reassembly (cont'd)

Valve Body Unit Reassembly

1. Apply vinyl tape to the stepped portion of the pin-
ion shaft, and coat the surface of the vinyl taoe with
the power steering fluid.

2. Install the backup ring ('96 -'97 models) or wave
washer ('98 -'00 models) with its tapered side as
shown below.

3. Coat the inside surface of the new valve oil seal
with power steering fluid.

4. Slide the valve oil seal over the pinion shaft, being
careful not to damage the sealing l ip.

Vinyl t.po
{Stepped ponion}

Tap6red position.

BACKUP Groove side.

sure the spring is
seatod in the oil seal.

'98 - '00 mod.b:

CAUTION: InstEll ihe valve oil seal whh its groov.d
3ide tacing opposite tho boaring.

Apply vinyl tape to the splines and stepped portion
of the shaft, and coat the surface of the vinyl tape
with the power steering fluid.
Fit the new O-ring in the groove of the pinion shaft.
Then slide the new valve seal ring over the shaft
and the groove in on the pinion shaft.
Remove the vinyl tape from the pinion shaft,

'96 - '97 models:

l ip

7.

VALVE SEAL RIiIG
Replace.
Do not over-expand.
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8. Apply power steering fluid to the surface of the
va lve  sea l  r ing  tha t  was  ins ta l led  on  the  p in ion
shaft.

9. Apply power steering fluid to the inside of the spe-
cial tool. Set the larger diameter end of the special
tool over the valve seal ring.

10. Move the special tool up and down several t imes to
make the valve seal ring fit in the pinion shaft.

11, Remove the soecial tool.
12. Turn the special tool over, and set the smaller diam-

eter end of the special tool over the valve seal ring.
Move the special tool up and down several t imes to
make the  va lve  sea l  r ing  f i t  snug ly  in  the  p in ion
shaft.

PISTON SEAL BING
SIZING TOOL
07NAG - SR:togoA

ol
07NAG - SR3|X)00

(g(m
Use the larger diameter
end of the special
tool first to make
the valve seal ring
fi t  in the pinion
shaft.

Make the valve seal r ing
fi t  snugly in the pinion
shaft using the other end
(smaller diameter end) of
the specialtool.



I

14.

Apply power steering fluid to the surface of the spe-

cial tool. Set the new seal rings over the special tool

f rom the  smal le r  d iameter  end o f  the  too l ,  and

expand the seal rings. Do two rings at a time from

each end of the sleeve.

NOTE;
. Do not over-expand the seal ring. Installthe resin

seal rings with care so as not to damage them'

After installation, be sure to contract the seal

rings using the specialtool (sizing tool).
. There are two types of sleeve seal rings: black

and brown. Do not mix the different types of

sleeve seal rings as they are not compatible

Set the special tool in the grooves in the sleeve, and

set each ring in each groove securely.

NOTE: After installation, compress the seal rings

with your fingers temPorarilY

BALL JOINT BOOI CLIP GUIDE
07S7,1- SA50800

SLEEVE

15. Apply power steering fluid to the seal rings on the

sleeve, and to the entire inside surface of the spe-

cial tool.
16. lnsert the sleeve into the specialtool slowly'

17 .  Move the  s leeve each d i rec t ion  severa l  t imes to

make the seal rings snugly fit in the sleeve'

NOTE: Be sure rings are not turned uP.

SITEVE SEAL RING
SIZING TOOL
0797a - SA5020A or
07974 - SA50200

that the seal

fr

J
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18. Apply power steering fluid to the surface o{ the pin-

ion shaft. Assemble the sleeve over the pinion shaft

by  a l ign ing  the  loca t ing  p in  on  the  ins ide  o f  the

sleeve with the cutout in the shaft. Then install the

new circlip securely in the pinion shaft groove'

NOTE:
Be care fu l  no t  to  damage the  va lve  sea l  r ing

when inserting the sleeve.
Installthe circlip with its radiused side toward the

sleeve.

Apply power steering fluid to the seal ring l ip of the

valve oil seal. then install the seal in the valve hous-

ing  us ing  a  hydrau l i c  p ress  and spec ia l  too ls  as

shown.

CAUTION: Install the valve oil seal with its grooved

side facing the tool.

'19.

ATTACHMENT.
3 2 x 3 5 m m
0774.6 - q)101(x)

Pre3s

I
DRIVER
07749 - 0010000

VALVE OIL SEAL
Replace.
Make sure the
spring is in the
oi l  seal. (cont 'd)



Steering Gearbox

Reassembly (cont'd)

SLEEVE SEAL RINGS
Replace.
8e sure that the
seal nngs are not
turned up, then
insta l l .

21. Apply vinyl tape to the pinion shaft. then coat the
vinyltape with power steering fluid.

Sealing lip face.
VALVE OIL SEAL

VALVE HOUSING

Press the new bearing ('96 - '97 models) or new
bushing ('98 -'00 models) into the valve housing
using a hydraulic press and special tool as shown,

NOTE: Place the roller bearing ('96 -'97 models) on
the valve housing with the stamped letter facing up
towards the valve side.

DRIVER
077itg-001tXlOO

22. Insert the pinion shaft into the valve housino.

CAUTION: Be careful noi to damage th€ valve seal
rings.

23. Remove the vinyltape from the pinion shaft.

20.

Pr033

+ 3 : I x35mm
07746 - 0010,t(x)

'96 - '97 models:
ROLLER BEARING
Letter stamped tace
upward.

ATTACHMENT,

'98 - '00 modob:

?/_vusHrNG
['---v-lt
\4)

PINION

E

17-5A

24.  Press  the  p in ion  shaf t /s leeve us ing  a  hydrau l i c
press as shown.

NOTE:  Check  tha t  the  p in ion  shafvs leeve tu rns
smoothly by turning the pinion shaft.



)

Steering Rack Reassembly

25. Coat the piston seal ring guide with power steering

fluid, then slide it onto the rack, big end first '

26. Position the new O-ring and new piston seal rlng on

the special tool, then slide them down toward the

big end of the tool

NOTE:
. Do not over expand the resin seal rings lnstali

the resin ;eal rings with care so as not to dam-

age them. After installation, be sure to contract

the seal ring using the specialtool (sizing tool)

. Replace the piston's O-ring and seal ring as a set'

27. Pull the O-ring off into the piston groove, then pull

the piston seal ring off into the piston groove on top

ol the O-ring

PISTON SEAL RING
GUIDE
07GAG - SD4O10A ol
07GAG - SD,ol(xt

Coat the piston seal ring and the inside of the spe-

cial toolwith power steering fluid.

Carefully slide the tool onto the rack and over the

piston seal ring.

Move the special tool back and forth several t imes

to make the piston seal ring fit snugly in the piston'

PISTON
Replace.

E

PISTON

31. Wrap vinyl tape around the rack teeth and rack end

edges, then coat the surface of the tape with the

power steering fluid
NOTE: Make sure that the vinyl tape is wrapped

carefully so that there is no stepped portion

Coat the inside surface of the new cylinder end seal

with power steering fluid.
Install the cylinder end seal onto the steering rack

with its grooved side toward the piston.

CAUTION: When install ing the cylinder end seal,

be caieful not damage the sealing l ip face of tho

seal with the edgss or teeth of th€ ste€ring rack'

CYLINDER END SEAL

Make sure the
sPr ing is  in the cyl inder
end soal

Remove the vinyl tape from the steering rack

NOTE: Remove any residue oftape adhesive
(cont'dl
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Steering Gearbox

Reassembly {cont'd)

35.  Ins ta l l  the  new backup r ing  on  the  s teer ing  rack ,
then place the cylinder end seal to piston.

Grease the steering rack teeth, then Insen the steer-
ing .ack into the gear housing.

CAUTION: Be careful not to damage to inner sur-
face of the cylindsr housing with the rack edges.

36.

BACKUP RING

17-60

37. Install the flange bolt into the end of the steerino
rack  un t i l  i t  bo t toms in  the  ho le ,  then back  th l
f lange bo l t  ou t  1 /4  tu rn .  Ho ld  the  f lange bo l t  and
tighten the flange nut against the rack by hand.

38. Install the cylinder end seal into the bottom of the
cy l inder  by  p ress ing  on  the  bo l t  w i th  a  p ress  as
shown.

CAUTION: Do not push on the boh with excessive
force as it may damage tho cylinder end seal.

12 x 175 mm FLANGE BOLT
{P/N 90177 - SLo - 000}

12 mm FLANGE NUT

?q Remove the  f lange bo l t .  and center  the  s teer ing
rack.

Wrap v iny l  tape around the  rack  end edges.  and
coat the surface of the tape with the power steering
fluid.

NOTE: Make sure that the vinyl tape rs wrapped
carefully so that there is no stepped portion.

Preas
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4 1 . Coat the inside surface of the new cylinder end seal

with power steering fluid.

Install the cylinder end seal onto the steering rack

with its grooved side toward the piston'

Push in the cylinder end seal with your finger'

CAUTION: When install ing the cylinder end sesl'

be carelul not damage the sealing face ot the seal

with the threads and burrs at the staked position oI

the cylinder housing.

tr CYLINDES END SEAL
Replace.
Make sure the sPring
is in the cyl incler end seal

CYLINDER END
SEAL

Remove the vinyl tape from the steering rack'

NOTE: Remove any residue oftape adhesive

Hold the steering gearbox using a C-clamp as shown'

GEARBOX

C-CLAMP:

l - ,

46.

47 .

Coat  the  ins ide  sur face  o f  the  cy l inder  end w i th

power steering fluid, then installthe cylinder end by

screwing it into the cylinder housang.

Remove the C-clamp from the steering gearbox'

After t ightening the cylinder end' stake the point of

the  cy l inder  hous ing  shown be low For '98  - '00

models go to step 51.

NOTE: Stake the cylinder in the position opposite

from where the stake was removed during disas-

semoly.

Be careful not to damage
the bushing when insert ing
the cyl inder end.

49. Select the 32 mm shim(s) ( '96 -'97 model only)'

NOTE:  On ly  re ins ta l l  the  or ig ina l  32  mm sh im(s)

when the steering gearbox is reassembled without

replacing the pinion shatt, valve housing, and gear

box housing with new ones.
l f  the  p in ion  shaf t ,  va lve  hous ing ,  and gearbox

housing are replaced, select the new shim{s) as fol-

lows.

Shim selection:
a. Set the four 32 mm shims on the bearing surface of

the  gearbox  hous ing .  To ta l  th ickness  o f  the  four

shims should equal no more than 0 70 mm'

Shim set: four 32 mm shims (Thickness: 010 mm'

0.15 mm, 0.20 mm, 0.25 mm respectivelyl

CAUTION: Th€ four 32 mm shims do not have

thickness identification marks Measure the thick-

ness of each shim using a micrometsr, and mark

the shim lor identification.

(cont'd)
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Stake point. Depth: 1 0 mm (0.04 in)



Steering Gearbox

Reassembly (cont'd)

b.  Ins ta l l  the  va lve  body  un i t  on  the  gearbox ,  and
tighten the flange bolts to the specified torque.

VALVE BODY UNTT FLANGE BOLT
20 N.m {2.0 ksl.m, 14lbI.ftl

Measure the clearance between the gearbox and
valve body unit using a feeler gauge as shown.

NOTE: Measure the clearance at the point midway
between the two mounting bolts.

Determine the  requ i red  th ickness  o f  the  32  mm
shims by subtracting the clearance obtained in the
step "c" from the total thickness of the four shims.
(Tota l  th ickness  o f  the  4  sh ims)  -  (C learance)  =
Required thickness of the shims

NOTE: Select the shims so that the total thickness
is close to. but less than, the required thickness,

17-62

54.

Example:
Measurement is 0.28 mm (0.011 in):
0.70 - O.28 = 0.42 mm (0.028 - 0.011 = O.Ot7 inl

The selected shims should be 0.28 mm lO.OtO in) and
0.15 mm {0.006 in} in thickness.

lf the r€quired shim thickness is 0.10 mm or less, no
shims are necessarv.

50. Sot the selected 32 mm shims (,96 - ,97 models
only) on the bearing surface ofthe gearbox housing.

FLANGE BOLT
20 N.m 12.0 ksf.m, 1l lbtftl

VALVE BODY UNIT

'96 - 37 modsl3 only:
32 mm SHIMS
{S.loctod numb.r of
3him!l

Coat ths new O-ring with grease, and carefully fit it
on the valve housing.

Apply grease to the needle bearing in the gearbox
housing.

Install the valve body unit on the gearbox housing
by engaging the g€ars.

NOTE: Note the valve body unit installation posi-
tion (direction of l ine connection).

Tighten the flange bolts to the specified torque.

O-RING
Replace.

-A-l

NEEDLE BEARING

-R1

5 1 .

EA
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55. Installthe cylinder l ines A and B.

NOTE:
.  C lean the  jo in ts  o f  the  cy l inder  l ines  A and B

thoroughly. The joints must be free of foreign

materlal.
. Install the cylinder l ines A and B by tighting the

flare nuts by hand first, then tighten the flare

nuts to the specified torque.

56.

57 .

Grease the sliding surface of the rack guide, and

install i t onto the gear housing

36 - '97 models:
Apply a thin coat of grease to the new O-ring, and

install i t on the rack guide screw.
38 - '00 models:
Remove the old sealant off of the threaded section,

then apply new sealant all around the threads

Install the spring, rack guide screw and locknut on

the gear housing.
Adjust the rack guide screw (see page 17-33)'

NOTE: After adjusting, check that the rack moves

smoothly by sliding the rack right and left '

' 1  l : .
r 1

58.

-Gl
O.BING
Replace.

17 N.m {1.7 kgt'm, 12 lbl.ft)

28 N.m (2.7 kgf m,20 lbf ftl

CYLINDER LINE 8 CYLINDER LINE A

l / LOCKNUTS

60,  lns ta l l  the  new lockwasher  in  the  groove in  the

steering rack.
61. Screw each rack ends into the rack'

62. Hold the steering rack with a wrench ('98 -'00 mod-

els: left end onlY), and tighten the rack ends'

CAUTION: Bo cateful nol to damage ihe rack sur-

face with the wranch.
NOTE: '96 -'97 model is shown.

STEERING RACK END
54 N'm t5 5 kgt m' 40 lbl'ft)

STEERING RACK

After t ightening the rack ends, stake the four sec-

tions of lock washer with a drift and a mallet.

Place the wood block on the press table. then set

the lock washer section of the rack end on the

wood block securelY.
Be sure the tool is aligned with the flst sections

of the steering rack end belore pressing.

Stake the lock washer in the center ot the flat

section of the steering rack end.

LOCK WASHER

NOTE: This dri f t  has a f lat,
to prevent puncturing

WOODEN BLOCK

{cont'd}
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Steering Gearbox

Reassembly (cont'dl

64. Apply grease to the circumference of the rack end
hous ing .

RACK END GROOVE
=^.

#-q!:s!!H
SILICONE GREASE

Apply  a  l igh t  coa t  o f  s i l i cone grease to  the  boot
grooves on the rack ends.

lnstall the boots in the rack end with the tie-rod
clips.

NOTE: Install the boots with the rack in the straight
ahead position (right and left t ie-rods are equal in
length).

66.

RACK END

NOTE: Wipe the grease off
the thread section.
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TIE.ROD CLIP

67. Adjust the air hose fitt ing position of the boots bv
turning it as shown below.

LEFT BOOT
(Viewed from the
left side)

RIGHT BOOT
{Viewed from the
right side)

AIR HOSE FITTING

Install new boot bands on the boot, and bend both
sets of locking tabs.

CAUTION: Stlke ths band locking tabs firmly.

Lightly tap on the doubled-over portions to reduce
their height.

Slide the rack right and left to be certain that the
boots are not deformed or twisted.



7 1 . Connect  the  a i r  tube be tween the  r igh t  and le f t

boot.

lnstall the clips on the cylinder l ines' then clamp the

air tube with the cliPs.

l . /

CYLINDER LINE A

CLIP

l - ,

lnstallation

CAUTION: Be carelul not to bend or damage the feed

line and cylinder lines when installing the gearbox'

1, Before install ing the gearbox, slide the rack all the

way to right.

2. Install the mounting cushion on the steering gear-

DOX.

Install the pinion shaft grommet, then insert the pin-

ion shaft up through the bulkhead.

NOTE: Align the notch in the pinion shaft grommet

with the tab on the valve housing.

Ins ta l l  the  mount ing  bracket  over  the  mount tng

cushion, then installtwo gearbox mounting bolts'

MOUNTING BRACKET

cusHroN

39 N.m
(4.0 kgj m, 29 lbtftl

NOTE: Instal l  the bracket
with the arrow Pornl lng
toward the front. (cont'd)

1 7 - 6 5



Steering Gearbox

Installation (cont'dl

5.  Ins ta l l  the  s t i f fener  p la te  w i th  the  two gearbox
mounting bolts and stiffener plate aftaching bolts.

CAUTION: Be sure the air tube is not caught or
pinched by stiffener plate,

NOTE:  Ins ta l l  the  bo l ts  loose ly  f i rs t ,  then t igh ten
them securely.

7 .

8.

6. Install the return hose joint by tightening the l6 mm
f la re  nu t .

Connect the relurn hose securely, and tighten the
ad jus tab le  hose c lamp f rom the  eng ine  compar t -
ment.

Connect  the  feed l ine  and t igh ten  the  14  mm f la re
nut .

NOTE:  Make sure  tha t  there  is  no  in te r fe rence
between the fluid l ines, the rear beam or any other
parts.

ADJUSTABLE HOSE
CLAMP
(see page 17-39)

16 mm FLARE NUT
28 N.m {2.9 ksl.m. 20 lbf.ft)

RETURN

1a mm FLARE NUT
37 N.m (3.8 kg{.m, 27 lbt.ftl

ATTACHING AOLTS
38 N.m 13.9 kgf.m, 28 lbf.ftl

MOUNTING BOLTS
(} N.m (4.a kgt m, 32 lbf.ftl
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9. Center the steering rack within its stroke.

Slip the lower end of the steering joint onto the pin-
ion  shaf t  ( l ine  up  the  bo l t  ho le  w i th  the  groove
around the shaft), and tighten the upper and lower
steering joint bolt.

NOTE:
. Connect the steering shaft and pinion with the

cable reel and steering rack centered.
. Be sure that the lower steering joint bolt is securely

in the groove in the steering gearbox pinion.
. lf the steering wheel and rack are not centered,

repos i t ion  the  ser ra t ions  a t  lower  end o f  the
steering joint.

1 0 .

STEERING JOINT
UPPER BOLT
22 N.m (2.2 kgf.m,
16 tbt.ftl

PINION SHAFT

Groove,

STEERING JOINT
LOWER BOLT
22 N.m (2.2 kgt.m, 16lbttt l

1 1 .Center the cable reel by first rotating it clockwise
u n t i l  i t  s t o p s .  T h e n  r o t a t e  i t  c o u n t e r c l o c k w i s e
(approximately two turns) unti l the arrow mark on
the label points straight up. Reinstall the steering
wheel (see page 17 35).
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1 ?

12, Install the steering joint cover with the clamps and a

c l rp .

Reconnect the tie-rod ends to the steering knuckles,

tighten the castle nut ( '96 -'97 models) or nut ( '98 -
'OO models) to the specified torque, and install new

cotter plns.

NOTE: Before connecting the tie-rod ends, wipe off

any grease contamination from the ball joint tapered

section and threads.

CAUTION: Torquo the castle nut to the lower torque

sp€cification, then tighten it only tar enough to align

the slot with the pin hole. Do not align the nut by

loosening {,96 -'97 models only).

COTTER PINS
Replace.
On reassembly, bend

\ the cotter Pin 6s shown.
'96 -'97 models:

'98 -'00 mod€ls:

t r

CASTLE NUT
40 - a8 N'm
(4.0 - 4.8 kgf'm,
29 - 35 lbf.ftl

NUT
&l N.m
{a.5 kgf'm, 33 lbl'ftl

NE-ROD END

( l - ,
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14.

1 5 .

16 .

1 7 .

1 8 .

Install the exhaust pipe A or TWC (see section 9).

Connect the shift l inkage (see section 13 or section

14) .

lnstall the front wheels

Fil l the system with power steering fluid, and bleed

air from the system (see page 17-331

After installation, perform the following checks
.  S tar t  the  eng ine ,  a l low i t  to  id le ,  and tu rn  the

steering wheel from lock-tolock several t imes to

warm up the fluid. Check the gearbox for leaks
(see page 17-39).

. Adjust the front toe (see section 18).

. Check the steering wheel spoke angle. Adjust by

turning the right and left t ie-rods, if necessary.

NOTE: Turn the right and left t ie-rods equallv



Ball joint Boot Replacement
'96 - '97 models:

1. Remove the boot set ring and the boot.

CAUTION: Do not contaminate the boot installa.
tion section with grsase.

2. Pack the interior of the boot and lip with grease.

3. Wipe the grease off the sliding surface of the ball
pin, then pack the lower area with fresh grease.

CAUTION:
. Keep grease off the boot installation seciion and

the tapered s€ction ot the ball pin.
. Do not allow dust, dirt, or oth6r foreign materi-

als to 6nt8r the boot.

LIP EALL PIN TAPERED
SECTION
Wipe off the grease.

INSTALLATION

SECTION
Wipe off the grease.

Install the boot in the groove of the boot installation
section securely, then bleed the air from the boot.

-6lr
BOOT
SECTION
Wipe off the grease

4.

ADJUSTING BOLT
Adjust the depth
by turning the bolt.

SET RING

Adjust the special tool with the adjusting bolt unti l
the end of the tool aligns with the groove on the
boot. Slide the set ring over the tool and into posi-
U O n .

CAUTION: After installing the boot, qhsck the ball
pin tapered section for grease contamination and
wipe it it necGsary.
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'98 - '00 models:

CAUTION: Do not contaminato the boot installation sec-
tion with grease.

1. Remove the boot from the tie-rod end, and wiDe the
old grease off the ball pin.

2. Pack the lower area ofthe ball pin with fresh grease.

3. Pack the interior of the new boot and liD with fresh
grease.

CAUTION:
. Keop groasc ott tho boot installalion sestion and

th. iapored s.ction if th€ ball pin.
. Do not allow dust. dirt, or other foreign materials

to entor tho boot.

BOOT INSTALLA
SECTION
Wipe off the gr€ase,

Install the new boot using the special tool as shown
below.

NOTE: The boot must not be a gap atthe boot instal
lation sections.

LtP .6r

J_/ru

CAUTION: Aftor installing the boot, chock the batl
pin tapgred section tor grgase cortamination. and
wipe it it n€ces3ary.

FRONT HUB
DIS/ASSEMBLY TOOL
07965 - SA5o500




