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Doors

Front Door lndex

,ID:

WEATHERSTRIP

POWER WINDOW
swtTcH

ffitr6-
fud-@a,

\tEf

Adjustment, page
20-23

DOOR
PROTECTOR

OOOR POCKET

r^r f\ i'
I  I  \ )  t \ '
\ t  \ - !
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GLASS
Replacement,
page 20 6
Adiustment,
page 20-20 GLASS RUN

CHANNEL

CENTER LOWER
CHANNEL

e CYLINDER
PBOTECTOR

REGULATOR
Replacement,
page 20-6

LOCK ROD
PROTECTOR

STRIKER \ '
Adjustment, \  l l
page 20-23

\ tt t[
#-l|r&

/ h )
/ Y <

cYLTNoER ,/
ROD ,/

LATCH
Replacement,
20-6

LOCK
CYLINOER

RETAINER
CLIP

^o
?'2'

ourER HANoLE \necuLaron
HANOLE

POWER DOOR
LOCK SwlTCH
(driver 's only)

Replacement, page 20-5

INNEN HANDLE ROD

LATCH
PROIECTOR

- )  
/s /

*Nqd'
/ 

-"-/

t t \

.  \  ' \

I t
INNER
HANDLE

20-3



Doors

Door Panel Replacement

NOTE; Take care not to scratch the door panel and other
pans.

1 .  Remove:
. Inner handle (see page 20-3)
. Mirror mount cover panel (see page 20-24)

2. lf applicable, remove the regulator handle by pull ing

HANOLE

3. Remove the door grip cover and speaker cover, then
remove the screws.

>: Screw locations, 5
POWER WTNOOW
swtTct{

the clip out with a wire hook.

20-4

4. Release the clips that hold the door panel. Remove
the door panel by pull ing it upward.

NOTE: Remove the door panel with as l itt le bending
as possible to avoid creasing or breaking it.

95 mm {3.74 in.)

.L
12 mm
(0.47 in.) fTRIM PAD

REMOVER
(Commercial ly
avai lablel
Snap-on
#A'177, o.
equivalenl

l m m
(0.04 in.l

r_
rr-l

45 mm
(1.77 in. l

>i Clip loc.tions, 5

l u - i
J$- I
:fe i

cL,P /\ IREMovERi l  I

_ _t/

Dasconnect the
;peaker connector,

5. lnstal lat ion is the reverse of the removal procedure.



\ : Outer Handle Replacement

NOTE: Raise the glass fully.

'1. Remove:
. Door panel
. Plastic cover (see page 2o-21

2. Pull out the retainer cliP.

6 x 1 . o m m  I
i.e N.. tr.o rgf.-, I
7.2 rbr.fi) 

,2

C 3.

CYLINDER PROTECTOR

LOCK CYLINDEB

RETAINER
CLIP

Remove the bolts, then remove the cylinder protec-

tor, lock cylinder and outer handle.

>: Bolt locaiions,2

CYLINDER

LOCK CYLINDER

CYLINDER ROD

20-5

4. Pull out the outer handle. Pry the outer handle rod

out of its joint using diagonal cutters

NOTE:
a To ease reassembly, note location @ of the outer

handle rod on the joint before disconnecting it.
. Take care not to bend the outer handle rod.
o Use a shop towel to protect the opening in the

ooor.
OUTER HANDLE
ROD

DIAGONAL
CUTTERS

SHOP
TOWEL

lnstallation is the reverse of the removal procedure

NOTE: Make sure the door locks and opens properly.

BUSHING
Replace.

\,w.

5.

i4'



Doors

Latch Replacement

NOTE: Baise the glass fully.

1. Remove:
. Door panel (see page 20-4)
. Plastic cover (see page 20-2)
. Outer handle (see page 20-5)

Remove the bolt, then move the center lower channel
forwa rd.

Disconnect the connector, and detach the harness
clip from the door. Bemove the latch through the
hole in the door.

NOTE: Take care not to bend the inner handle rod,
outer handle rod, cylinder rod and lock rod.

>: Screw locations, 3

6 x 't.0 mm
8 N.m (0.8 kgt m,
6 tbf.ftl

4. Installation is the reverse of the removal procedure.

NOTE:
. Make sure the inner handle rod and connector

are connected properly.
. Make sure the door locks and opens properly.

LOCK ROO

20-6

' 1 .

Glass/Regulator Replacement

Removel
o Door panel (see page 20-4)
. Plastic cover (see page 20-2l,

Carefully move the glass unti l you can see the bolts,
then remove them.  Care fu l l y  pu l l  the  g lass  ou t
through the window slot.

NOTE: Take care not to drop the glass inside the door.

>i Bolt loc.tions,2

f i  s ' r .o- .  i
Clb9.8 N.m 11.0 kst m,l

_-l't!!t ,/

GLASS

REGULATOR



\ L

3. Disconnect the connector, and detach the harness
clip, then remove the regulator through the hole in
the door,

>: Bolt locations

a > , 4

t t t * ,  

)

6 x 1 . 0 m m
8 N.m {0.8 kgl m,

B > , 3

ar Nul locations, 3

I t

6 x 1 . 0 m m
8 N.m 10.8 kgf m,
6 rbt.ftl
Loosen.

REGULATOR
{Manua l t ype )

REGULATOR

4. Grease all the sliding surfaces of the regulator where
snown.

REGULATOR
MOTOR

lnstallation is the reverse of the removal procedure.

NOTE: Rollthe glass up and down to see if i t moves
freely without binding. Also make sure that there is
no clearance between the glass and glass run chan-
nel when the glass is closed. Adjusr the position of
the glass as necessary (see page 20-20).

20-7



Doors

Rear Door Index

,[D:

OUTER
WEATHERSTRIP

INNER
WEATHERSTRIP

DOOR
Adjustment,
page 20-23

INNER MOLDING

fu4 ffir",
M
R*

/ -
HINGEPOWER WTNDOW \a-

sw[cH 
\ \

\ € \
\ ; \

€ -*r'*e€
(=__:\ \:-? \

/ \

/ \
/ DooR

/ GRIP
DOOn
GRIP
COVER

o(x)R
PROTECTOR

t\
\ \

PLASTIC
COVER

20-8



\ L

lJ\

\fl
REAR CHANNEL\ 

N\
\  \ , \

\  \ r \
\ i \

I l l
ld 1l

6P l l l
REo" c"AN"..: | 1lcoLLAR 

\ J I
)€) \ IJ

6/ 
\3-

REGULATOR
HANOLE

:& fr\
\ t r  \  l l l'Al l  criss lLl
l'A\ sroeeen lll

W-*d
t a)" u\
*)u*ro* \
Repracement, pase 20 ,tt 

l5[1tf
CHANNEL

OUTER HANDLE
Replacement, Page 20-11

STRIKER
Adjustment,
page 20'23

I
I
%grc

POWER WINDOW
MOTOR

LOCK ROD
PROTECTOR

LATCH
PROTECTORReplacement,

page 20-12

POWER OOOR
LOCK ACTUATOE

t

20-9



Doors

Door Panel Replacement

NOTE: Take care not to scratch the door panel and other
parts.

1 .  Remove:
. Inner handle (see page 20-9)
. Regulator handle (see page 20-4)

2. Remove the door grip cover, then remove the screws.

>: Screw location3.2

20-10

3. Release the clips that hold the door panel. Remove
the  door  pane l  by  pu l l ing  i t  upward .

NOTE: Remove the door panel with as l itt le bend-
ang as possible to avoid creasing or breaking it.

,L
12 mm
(0.47 in.) T-TRIM PAD

REMOVER
(Commercial ly
avai lable)
Snap-on
#4177, or
equival€nt

4
l N l

rRrM PAD---_Jl i
REMOVER .I+ ]

F /

rt{-
lmm l - - -4  ,nu"
(o.o1in.l 1 f- -l

45 mm '

11.77 in. l

> rC l i p  l oca t i ons ,  T

4. Installation is the reverse of the removal Drocedure.



t Outer Handle Replacement

NOTE: Raise the glass fullY.

1 .  Remove:
.  Door  pane l
. Plastic cover (see page 20-8)

2. Remove the screws.

>: Screw locations, 3

6 x 1 . 0 m m
6 N.m {0.6 kgf m,
4 tbf.ftl

a\

3. Move the latch down, and remove the bolts.

>: Bolt locations,2

6 x 1 . 0 m m
9.8 N,m )
11.O kst.n,7.2lbiftl //

4. Pull out the outer handle. Pry the outer handle rod

out of its joint using diagonal cutters.

NOTE:
. To ease reassembly, note location O of the outer

handle rod on the joint before disconnecting it.
. Take care not to bend the outer handle rod.
. Use a shop towel to protect the opening in the

door .

BUSHING
Replace.

OUTER
HANDLE
ROD

5.

o
DIAGONAL \:"'* ,w,

lnstallation is the reverse of the removal procedure

NOTE: N4ake sure the door locks and opens properly.

SHOP TOWEL

20-11



Doors

Latch Replacement

NOTE: Raise the glass futty.

1. Remove:
. Door panel (see page 20-10)
. Plastic cover (see page 20-8)
. Outer handle (see page 2O-1 ,l

2. Remove the lock crank and clip.

>: Screw location, I >: Clip location, I

q n @ l  #  |
_ __)  _-__)

LOCK
ROO

LATCH

Remove the rear channel collar.

NOTE: Take care not to bend the lock rod and inner
handle rod.

Disconnect the
connector.

6 x 1 . 0 m m
8 N.m (0.8 kgt m,

5 .

6 tbtttl

Remove the latch through the hole in lne door.

lnstallation is the reverse of the removat proceoure.

NOTE: Make sure the door locks and opens properly.

20-12

,,<\ 8 N.m to.8 ksf.m, 6 tbt.ftt
IDF-IIID I

.)
-__, /

2.

L

p o ' r .o - ,n  I
@ 9.8 N.m {t.o kof.m. I
.- : 'zulnt 

- 
/

3 .  Care fu l l y  lower  the  g lass .  Remove the  bo l ts  and
screw from the rear channel, then remove the glass
from the rear channel.

NOTE: Take care not to drop the glass inside the door.
>: Bolt. screw locations
A, 1 , c, 1

Iq)h:iT(--n,,". i m
- - illt) '/ - )

Glass/Regulator Replacement

Remove:
. Door panel {see page 20-10)
. Plastic cover (see page 20,8)

Carefully move the glass unti l you can see the bolts,
then remove them.

NOTE: Take care notto drop the glass inside the door.

>: Eolt locations, 2

6 x 1 . 0 m m
B, 1



t}

4. Carefully remove the glass from the window slot.

c \

REAR
CHANNEL
COLLAR

Remove the outer molding, then
Ier grass.

remove the quar-5 .

\

6. Disconnect the connector, and detach the harness

clip, then remove the regulator through the hole in

the door.
>: Bol t  locataons

A > , 2  ]
6 x 1 . 0 m m  L

[l o t't.- to.a rsl -. j
fr e ttt ttt )- - - � . - - - . - , /

B  > , 2
6 x ' l .0 mm
I N.m {0.8 ksl'm,
6 tbf.ft)

I
)

OUARTER

\ t

20-13

7 .

CLIP

Grease al l  the sl iding surfaces of the regulator where

shown.

NOTE:
a lf necessary, remove the power window motor

from the regulator.
. Before removing the power window motor, scrloe

a line across the sector gear and regulator.

SECTOR GEAR REGULATOR

POWER WINDOW
MOTOR

>: Bolt locations,3
POWER
wTNDOW
MOTOR

l' 

 

-... er
A nicuuron

8. lnstallation is the reverse of the removal procedure.

NOTE: Rollthe glass up and down to see if i t moves
freely without binding. Also make sure that there is
no clearance between the glass and glass run chan-
nel when the glass is closed. Adjust the position of

the glass as necessary (see page 20-20).



Doors

Door Index

2DI3D:

OU?ER
WEATHERSIRIP

GLASS GUIDE
CLIP

I sAsH

€ * /

\ .u\\
\ Y \ Ie t '

SPEAKER COVER

INNER HANDLE

ii\ MTRROR MOUNT
<]<-- COVER PANEL

-it v

$=-!xtruce\rre
(sqjR5f"'
@." 

\s-l

h-P
\ 

-Qa,
\ (l+,

@

TRIM
(with power door locks)

\ eowen ooon

\ 
rocK swrrcH

\b
INNEF HANOLE
TRIM
{without power

dD 
door locks)

DOOR
Adjustment,
page 20-23

BRACKET

d l
h

W/
ARMREST
POCKET

;ril;"i-"-\ 9

J E

powen____-.-@
wtNDow 

.*\L'l

swrrcH 
t

- p

Q*-BsfL-,"ARMREST
POCKET
lwith power

PLASTIC
COVER

, " ,

S

dnJ.*-{
r-1*{
,P 

SPEAKER

20-14



?

GLASS
Replacement,
page 20-19
Adjustment,
page 20-20

GLASS RUN
CHANNEL

3ill,'^lri"*'"tt--.-.qq \,
\I\
\\II REGULATOR
\\\\ neptacement, page zo rs
\\'l\ \ 6

trq\\\\ v.

CYLINDER
PROTECTOR

tr
POWER
MOTOR

LATCH
Replacement,
page 20-18

STRIKER
Adjustment,
page 20-23

\
fitn\a
\.vqE

LOCK
CYLINDER

RETAINEB
CLIP

BOD PROTECTOR

INNER HANDLE ROD

LATCH
PROTECTOR

20-15



Doors

Door Panel Replacement

NOTE:  Take care  no t  to  sc ra tch  the  door  pane l  and
other pa rts.

'1. Remove:
.  Inner  hand le  t r im (see page 20-14)
. Mirror mount cover panel (see page 20-24)

2 .  l f  a p p l i c a b l e ,  r e m o v e  t h e  r e g u l a t o r  h a n d l e  b y
pu l l ing  the  c l ip  ou t  w i th  a  w i re  hook .

REGULATOR HANDLE

WIRE HOOK

Remove the  armres t  pocket ,  then d isconnect  the
power window switch connector.

ARMREST
POCKET

4. Remove the speaker cover, then remove lhe screws.

3 .

I 
>: Screw locations, 3

| 6b:a,'
L"_

COVER

20-16

TRIM PAD
REMOVER
(Commercial ly
avai lable)
Snap-on
#A'177, or
equivalent

1 m m
{0.04 in.)

5. Release the clips that hold the door panel. Remove
the door panel by pull ing it upward. Disconnect the
speaker connector.

NOTE: Remove the door panel with as l itt le bending
as possible to avoid creasing or breaking it.

.L
12 f im
(0.47 in.) T-

>: Clip locations,

l ^
J[
=l$

ll,\*
atr- 

,,)

REMoVER tl
- )

11.77 in.l

O) CONNECTOR

6. lnstal lat ion is the reverse of the removat oroceoure.

DOOR PANEL



b Outer Handle Replacement

NOTE: Raise the glass fully.

1. Remove:
. Door panel
. Plastic cover (see page 20-14)

2. Pull out the retainer clip.

3.e\

CYLINOER PROTECTOR

LOCK CYLINDER

RETAINER
CLIP

Remove the bolts, then remove the cylinder protec-
tor, lock cylinder and outer handle.

>: Bolt locations,2

6 x 1 . o m m  ]
9.8 N.m {1.0 kgf.m,
1.2tbl,ttl )

_, _-_-,/
CYLINDER
PROTECTOR

LOCK CYLINOER

CYLINOER ROD

20-17

4. Pull out the outer handle. Pry the outer handle rod
out of its joint using diagonal cutters.

NOTE:
. To ease reassembly, note location @ ot the outer

handle rod on the joint before disconnecting it.
. Take care not to bend the outer handle rod.
. Use a shop towel to protect the opening in the

door.

DIAGONAL
CUTTERS

SHOP
TOWEL

5. Installation is the reverse of the removal procedure.

NOTE: Make sure the door locks and opens properly.

EUSHING
Replace.

\,pr,



Doors

Latch Replacement

NOTE: Raise the glass fully.

1 .  Remove:
. Door panel (see page 20-16)
. Plastic cover (see page 20-14)
. Outer handle {see page 20-17}

2. Remove the rod protector.

LATCH

PROTECTOR

20-18

3. Remove the bolts and move the center lower channel.

NOTE: Take care not to bend the inner handle rod
and lock rods.

>: Screw locations

A > , 3 8 > , 3

q )

CENTER LOWEB
CHANNEI CBANK

HOLDER

Disconnect
the connector,

6 x 1 . 0 m m
8 N.m 10.8 kgt.m,
6 tbtft)

Remove the inner handle, then remove the latch
through the hole in the door.

lnstallation is the reverse of the removal procedure.

NOTE: Make sure the door locks and opens properly.

5 .

6 x 1 . 0 m m  l
ffu 6 N.m {0.6 kef.m,

_" 11111 )



L Glass/Regulator Replacement

2.

1 . Remove:
. Door panel (see page 20-'16)
. Plastic cover (see page 20-14)

Carefully move the glass unti l you can see the bolts,
then loosen them. Slide the guide rearward, remove
the  g lass  t rom the  gu ide ,  and care fu l l y  pu l l  the
glass out through the window slot.

NOTE: Take care not to drop the glass inside the door.

>: Bolt local ions,2

6 x 1 . 0 m m

E 9.8 N.m {1.0 kgtm, I
l* 7.2 tbrfil I
\3 Loosen ,/

Jt

GUIDE

3. Disconnect the connector, and detach the harness
clip, then remove the regulator through the hole in
the door.

NOTE: Scribe a l ine around the rear roller guide bolt
to show the original adjustment.

>: Bolt locations

a  > , 4

6 x L 0 m m
I

6 x 1 . o m m  I
I N.m {0.8 kgt.m,
6lbrft  

]Loosen. 
, /

B  > , 2

8 N.m (0.8 kgt m, i'-1 )
ROLLER REGULATOR

BOLTS

(cont'd)

20-19



Doors

Glass/Regulator Replacement (cont'dl

Grease all the sliding surfaces of the regulator where
shown.

NOTE:
. lf necessary, remove the power window motor

from the regulator.
. Before removing the power window motor, scribe

a line across the sector gear and regulator.

REGULATOR

5. Installation is the reverse of the removal orocedure.

NOTE: Roll the glass up and down to see if i t moves
freely without binding. Also make sure that there is
no clearance between the glass and glass run chan-
nel when the glass is closed. Adjust the position of
the glass as necessary.

SECTOR GEAR

20-20

Glass Adjustment

NOTE:
. Place the vehicle on a firm, level surface when adjust-

ing the glass.
. Check the weatherstrips and glass run channel for dam-

age or deterioration, and replace them if necessary.

1. Remove:
. Door panel (see pages 20-4, 10, 16)
. Plastic cover (see pages 20-2,8, 14)

2. Adjust the glass.

4D:

Raise the glass fully.

Loosen the glass mounting bolts (front door)
and regulator mounting bolts.

Push the glass rearward (front door glass) or
iorward (rear door glass).

Tighten the glass mounting bolts (front door)
and regulator mounting bolts.

A >: Gl.3s mounting bolt
locations.

B >: Regulrtor mouting
bolt loc.tions.

Front:

a .

b.

d .

REGULATOR



b

GLASS

REGULATOR

+" +

J\
e. Loosen the front channel mounting bolts (front

d o o r )  o r  r e a r  c h a n n e l  m o u n t i n g  b o l t  l r e a r
ooor , ,

f. Lower the glass.

g .  Push the  f ron t  o r  rear  channe ls  aga ins t  the
glass, then tighten the mounting bolts.

>: Front and rear
channel  mount ing
bolt locations

Front:

\

Rear:

2DI3D:

b .

Raise the glass as far up as possible, and hold
it against the glass run channel.

Loosen the  ro l le r  gu ide  bo l ts ,  and ad jus t  the
glass so it is parallel with the glass run channel.

GLASS RUN
CHANNEL

ROLLER GUIDE BOLTS

(cont'd)

20-21



Doors

Glass Adjustment {cont'd)

c. Tighten the roller guide bolts.

d. Loosen the front channel bolts.

e. Lower the glass.

f. Push the front channel against the glass, then
tighten the mounting bolts.

MOUNTING
BOLT

3. Check that the glass moves smoothly.

4. Raise the glass fully and check for gaps.

5. Check the glass operation.

NOTE: Check that the glass contacts the glass run
channel evenly.

WEATHERSTRIP

GLASS

U
- \ ,

20-22

6. Check for water leaks.

Spray water over the roof and on the sealing area
as shown.

NOTE:
. Adjust the water pressure as shown.
. Do not squeeze the tip of the hose.

0.5 m {1.6ft)

HOSE

Attach the plastic cover, then install the door panel
(see pages 20 4, 10, 16).

Install the regulator handle so it points forward and
up at a 45 degree angle with the glass closed.

Forward -

1 .

HOSE

300 mm {11.8 in)



b Position Adjustment

NOTE: Place the vehicle on a firm, level surface when
adjusting the doors.

After install ing the door, check for a flush fit with the
body, then check for equal gaps between the front, rear,
and bo t tom door  edges  and the  body .  The door  and
body edges should also be parallel. Adjust at the hinges
as shown,

CAUTION: Place a shop towel on the iack to prevent
damage to the door when loosening the door and hinge
mounting bohs for adiustment.
DOOR MOUNTING BOLTS
8 x 1.25 mm
28 N.m {2.9 kgf.m.21 lbt'ft}
Loosen the door mounting bolts slightly
to move the door lN or OUT until
i t 's f lush with the body. lf necessary,
vou can installa shim behind one
hinge to make the door edges
PARALLEL wi th the body.

J

HINGE MOUNTING BOLTS
I x 1.25 mm
28 N.m (2.9 kgf.m,21 lbtf t)
Remove the inner fender,
loosen the hinge mounting
bolts, and move the door
BACKWARD or FORWARD,
UP or DOWN as necessary
to equalize the gaps.
Lower the glass.

\

The door and body edges should be paral le l -

ifF t

NOTE: Check for water leaks.

20-23

Striker Adjustment

lvlake sure the door latches securely without slamming.
lf i t needs adjustment:

NOTE; The striker nuts are fixed, but the striker can be
adjusted slightly up or down, and in or out.

'L Loosen the screws, then insert a shop towel between
the body and striker.

Insert a shop towel
between the body and

sc8Ews
8 x 1.25 mm
18 N.m (1.8 kgf.m,
13 tbtf t l

PLASTIC

2. Lightly t ighten the screws.

3. Wrap the striker with a shop towel, then adjust the
striker by tapping it with a plastic hammer.

CAUTION: Do not tap the striker too hard.

4. Loosen the screws. and remove the shop towel.

Lightly t ighten the screws.

H o l d  t h e  o u t e r  h a n d l e  o u t ,  a n d  p u s h  t h e  d o o r
against the body to be sure the striker allows a flush
fit. lf the door latches properly, tighten the screws and
recheck.

5.



Mirrors

Mirror Replacement

NOTE: Take care not to scratch the mirror. mirror base
cover and door.

l �  Lower  the  door  g lass .

2. Carelully pry out the mirror mount cover panel by
nano.

Power mirro.:

MIRROR MOUNT
COVEB PANEL

Manual mirror:

Remove the cap, screw and knob, then remove the
mirror mount cover panel.

MIRROR MOUNT

KNOB

20-24

3. Remove the mirror mounting nuts while supporting
the mirror.

a: Nut locations,3

€)CONNECTOR
(Nrirror side)

MIRROR

(Door harness
side)

CONNECTOR

Installation is the reverse of the removal procedure.

NOTE: Make sure the connector is connected prop-
erly.



|} Mirror Holder/Cover Replacement

CAUTION: Put on gloves to protecl your hands.

L  Care fu l l y  p ry  ou t  the  mi r ro r  ho lder  w i th  a  f la t  t ip
screwdriver as shown.

Installation is the reverse of the removal procedure.

NOTE: Apply grease to the locations indicated by
the arrows.

>: Sc.ew locations
A  > ,  3  s > , 2

Iry
To remove the screws,
pul l  the seal away.

PIVOT

-6rJOINT PIN

-G{

J

6)drD
)

I

SHOP TOWEL

Rearview Mirror Replacement

1. Remove the rubber damper.

2. Pry the cover off using the end of a flat t ip screw-
drivef.

CAUTION: When prying with a flat-tip screwdriver,
wrap it with a shop towel to prgvant damage.

3. Remove the screws, then remove the rearview mir-
ror,

4. Installation is the reverse of the removal procedure.

SCREW
5 x 0 . 8 m m
il N.m lo.a kgf.m,
3 lbf.ftl

SHOP TOWEL
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Windshield, Rear Window and Ouarter Glass

Index

NOTE: The numbers after the part names show the quantit ies of the parts used.

Windshield l2Dl3D/4D):

WINDSHIELD
Removal, page 20 28
Instal lat ion, page 20-29

Rear Window (2Dl4Dl:

UPPER RUBBER
DAM

FASTENER, 2
(Sell-adhesive type, glass side)

FASTENER, 2
lCl ip-type, body side)

FASTENER, 4
(Self-adhesive-type, glass side)

/ FASTENER,4

/ lSelf adhesive-type, body sidel

* , /
M

SPACER,

w

/>
@

20-26



b
Rear Window l3Dl:

SPACER,

I
| ,o"r.".". o

{ff*'*'YPe 

bod'side)

FASTENER,4
(Self-adhesive-type, glass side)

RUBBER DAM,2

t
I
I

SEAL A, 1

= @

SEAL B, 2

e
Ouarter Glass:

3D:

OUARTER GLASS
Removal, page 20-40
Instal lat ion, page 20 4l OUARTER

GLASS TRIM

LOWER CLIP
lSelf adhesive'type)

2D:

FASTENER
(Self-adhesive-type,
glass side)

FASTENER
(Self-adhesave type,
body side)

\
\
\)f\n,

$ (

\il]
LOWER RUBBER
DAM

LOWER CLIP
(Self adhesive-type)

J
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Windshield

Removal

CAUTION:
. Put on gloves to plotest your h8nds.
. Use seat covers to avoid damaging any surfaces.

1. To remove the windshield, f irst remove the:
. Rearview mirror (see page 20-25)
. Sunvisors and holders (see page 20-64)
. Front pil lar trim (see pages 20-59, 60, 61)
! Windshield wiper arms and cowl cover (see page

20-1131

Peel off the molding, and remove the glass brack-
ers.

NOTE: When molding removal is diff icult, cut the
molding with a knife.

WINDSHIELO

3. Pull down the front of the headliner (see page 20-
64) .

CAUTION: Take care not to bend the headlinet
excsssively.

MOLDING

20-24

4. Apply protective tape along the edge of the dash
board  and body  as  shown.  Us ing  an  awl ,  make a
ho le  th rough the  rubber  dam and adhes ive  f rom
i n s i d e  t h e  c a r .  P u s h  t h e  p i a n o  w i r e  t h r o u g h  t h e
hole, and wrap each end around a piece of wood-

PIANO WIRE PROTECTIVE

UPPER
RUBBER

| '1"
DAM

WINDSHIELO

AOHESIVE

RUBBER
DAM

With  a  he lper  on  the  ou ts ide ,  pu l l  the  p iano w i re
back and forth in a sawing motion, and carefully cut
th rough the  rubber  dam and adhes ive  around the
entire windshield.

CAUTION: Hold the piano wile as close to ihe wind-
shield as possible to prevent damage to the body
and dashboard.

WINDSHIELD

6. Carefully remove the windshield.



t
Installation

Using a knife, scrape the old adhesive smooth to a
thickness of about 2 mm (0.08 in.) on the bonding
surface around the entire windshield opening flange.

NOTE:
. Do not scrape down to the painted surface of the

body; damaged paint wil l interfere with proper
bond ing .

. Remove the rubber dams and tasteners from the
body.

. Mask off surrounding surfaces before painting.

Clean the body bonding surface with a sponge damp-
ened in alcohol.

NOTE: After cleaning, keep oil, grease and water
from getting on the surface.

lf the old windshield is to be reinstalled, use a putty
knife to scrape off all traces of old adhesive, then
c lean the  w indsh ie ld  sur face  w i th  a lcoho l  where
new adhesive is to be applied.

NOTE: Make sure the bonding surface is kept free
of water, oil and grease.

CAUTION: Avoid setting the windshield on its edges;
small chips may later deyelop into cracks.

NOTE:
. Clean the shadowed area.
o Clean area @ as shown.

lnside
&

' 1 .

2.

3.

Ct

a4)

)

WINDSHIELD

J
WINDSHIELD

20-29

Glue the  rubber  dam and fas teners  to  the  ins ide
face of the windshield as shown.

NOTE: Be careful not to touch the windshield where
adhesive wil l be applied.

ALIGNMENT
MABK

13.5 mm
(0.53 in.)

LOWER RUBBER
DAM

WINOSHI€LD

5. Al ign and glue the molding to the edge of the wind-
sh ie l d .

NOTE: Be caretul not to touch the windshield where

>: Faslener localions, 2

FASTENER
ALTGNMENT, \ -o
MARK

MOLOING WINDSHIELO

100 mm
{3.94 in. l

Apply primer (3M N'200, or equivalent) to edSe (cont 'd)
of the windshield.



Windshield

Installation (cont'd)

Installthe glass brackets and fasteners as shown.

NOTE: The numbers after the part names show the
quantit ies of the oarts used.

GLASS BRACKETS, 2

Set the windshield on the glass brackets, then cen-
ter it in the opening. Make alignment marks across
the windshield and body with a grease pencil at the
four points shown.

NOTE: Be careful not to touch the windshield where
adhesive wil l be aDolied.

7 .

8. Remove the windshield.

20-30

>: Fastoner locations, 2
FASTENER ̂ I

I

SCREW

9. With a sponge, apply a l ight coat of glass primer
around the edge of the windshield as shown. then
lightly wipe it off with gauze or cheesecloth.

NOTE:
. Do not apply body primer to the windshield. and

do not get body and glass primer sponges mixed
up.

. Never touch the primed surfaces with your hands.
lf you do. the adhesive may not bond to the wind-
shield properly, causing a leak after the windshield
is installed.

. Keep water. dust, and abrasrve
from the primed surface.

t/////,'/////l I Apply glass p.imer here.

materaals away
Apply glass primer
to the molding.

WINDSHIELD
10. With a sponge. apply a l ight coat of body primer to

the original adhesive remaining around the wind-
shield opening flange. Let the body primer dry for
at least 10 minutes.

NOTE:
. Do not apply glass primer to the body, and be care-

ful not to mix up glass and body primer sponges.
. Never touch the primed surfaces with your hands.
. Mask off the dashboard before painting the flange.

7////l
/////l I Apply body p mer hcre.

6 m m 1 6 m m  5 m m
(0.6:| in.) (0.2 in.l

16 mm
{0,63 in.}

/

MOLDING



3
1 1 . Thoroughly mix the adhesive and hardener together

on a glass or metal plate with a putty knife.

NOTE:
. Clean the plate with a sponge and alcohol before

mix ing .
. Follow the instructions that come with the adhe-

stve.

Before fi l l ing a cartridge. cut the end of the nozzle
as shown.

Cut nozzle end

tu

10 mm 10.39 in.)

7 mm (0.27 in. l

13. Pack adhesive into the cartridge without air pockets
to ensure continuous delivery. Put the cartridge in a
cau lk ing  gun,  and run  a  bead o f  adhes ive  around
the edge of the windshield as shown.

NOTE: Apply the adhesive within 30 minutes after
applying the glass primer.

12 mm (0.47 in.)

l_Z oo*.t,ut

8 mm 10.31 in. l

UPPER
RUBBER
DAM

Make a s l ight ly  th icker
bead at  each corner.

5 m m
(0.2 in )='+

A\uloto^o
. -.\\

/ w
WINDSHIELD

LOWEB
RUBBER
DAM

l m m
10.04 in. l

FASTENER

LOWER
RUBBER
DAM

)

MOLDING

WINDSHIELD

20-31

1 5 .

16 .

14 .  Use suc t ion  cups  to  ho ld  the  w indsh ie ld  over  the
opening, align it with the alignment marks made in
s tep  7 ,  and se t  i t  down on the  adhes ive .  L igh t ly
push on the windshield unti l i ts edge is fully seated
on the adhesive all the way around.

NOTE: Do not open or close the doors unti l adhesive
r i  v I  Y 

ALTGNMENT MARK

Scrape or wipe the excess adhesive off with a putty
knife or towel.

NOTE: To remove adhesive from a painted surface or
the windshield, wipe with a soft shop towel dampened
with alcohol.

Let the adhesive dry for at least one hour, then spray
water over the windshield and check for leaks. Mark
the leaking areas, let the windshield dry, then seal
with sealant.

NOTE:
. Let the car stand for at least four hours after wind-

shield installation. lf the car has to be used within
the first four hours, it must be driven slowly.

. Keep the windshield dry for the first hour after
installation.

. Check that the ends of the side molding are set
under the cowl cover.

Reinstall all remaining removed parts.

NOTE:
. Install the rearview mirror rubber damper after

the adhesive has dried thoroughl',.
. Advise the customer not to do the following things

for two to three days:
- Slam the doors with all the windows rolled

up.
-  Twis t  the  body  excess ive ly  (such as  when

going in and out of driveways at an angle or
driving over rough, uneven roads).

' t7.



Rear Window

Removal

2DllDl

CAUTION:
. Put on gloves to protect your hands.
. Uso ssat covers to avoid damaging any surlaces,
. Do not damage thg roar window dofogggr grid linss,

window antenna grid lines, and tsrminalg.

1. To remove the rear window, first remove the:
.  T runk  l id
. Rear seat cushion (see pages 20-79, 81)
. Rear seat side bolsters {4D, see page 20-79)
. Rear seat-back (2D, see page 20-81)
. Rear shelf {see pages 20-59, 61}
. Rear pil lar trim {4D, see page 20-59)
. Side trim panel (2D, see page 20-61)
. Ouarter trim panel (2D, see page 20-61)
. Rear roof trim (see page 20-65)

2, Disconnect the rear window defogger connector
from each side.

3. Peel off the molding.

NOTE: When molding removal is diff icult, cut the
molding with a knile.

F"*t,

MOLDING

ID_HESI.VE ---, ,/,/
REAR WINDOW

S
MOLDING

20-32

PIANO WIRE

4. Apply protective tape along the edge of the body as
shown.  Us ing  an  awl ,  make a  ho le  th rough the
adhesive from inside the car. Push the piano wire
th rough the  ho le ,  and wrap each end around a
piece of wood.

ADHESIVE

REAR WINDOW

PROTECTIVE
TAPE

TAPE

REAR WNDOW

PIANO WIRE

PROTECTIVE
TAPE

With a helper on the outside, pull the piano wire
back and forth in a sawing motion, and carefully cut
through the adhesive around the entire rear win-
dow.

CAUTION: Hold the piano wiro as close to the rear
window as possibls to prcyent damage to the body.

6. Carefullv remove the rear window.

ADHESIVE



I
lnstallation

Using a knife, scrape the old adhesive smooth to a
thickness of about 2 mm (0.08 in.) on the bonding
sur face  around the  en t i re  rear  w indow open ing
flange.

NOTE:
. Do not scrape down to the painted surface of the

body; damaged paint wil l interfere with proper
bond ing

o Mask off surrounding surfaces before painting.
.  Remove the  fas teners  and spacers  f rom the

oooy.

C lean the  body  bond ing  sur face  w i th  a  sponge
dampened in alcohol.

NOTE: After cleaning, keep oil. grease and water
from getting on the surface.

lf the old rear window is to be reinstalled, use a putty
knife to scrape off all traces of old adhesive and the
rubber dam, then clean the rear window surface with
alcohol where new adhesive is to be applied.

NOTE: Make sure the bonding surface is kept free
of water, oil and grease.

CAUTION: Avoid setting the rear window on its
edges; small chips may later develop into cracks.

NOTE: Clean the shadowed area.

1 .

2 .

)

)

REAR WINDOW

4. Apply the double-faced adhesive tape (NITTO 501,
or equivalent) to the edge of the rear window, then
install the molding around the edge of the rear win-
dow as shown.

NOTE:  Be care fu l  no t  to  touch the  rear  w indow
where adhesive wil l be applied.

ADHESIVE TAPE
867 mm 134. I in.)

5 m m
{0.2 in.}

ADHESIVE
TAPE
Thickness:
0.16 mm (0.006 in. l

GLASS

MOLDING

wtNoow

Glue the fasteners and spacers to the inside face of
the rear window as shown.

NOTE;  Be care fu l  no t  to  touch the  fear  w indow
where adhesive wil l be applied.

5 .

MOLDING
ALIGNMENT
MARK

T ALIGNMENT

!\raRKs
a  > , 2
Outside

>:Fa3l€ner, spacer
locations

A >, 4 FASTENER

(:r:^#-
ry

I liGrtrrrrertrr
\..!44llc-''' - -

SPACER

(cont'd)

20-33

ALIGNMENT MARK

REAR WINOOW

MOLOING



Rear Window

Installation (cont'dl

6. Glue the fasteners to the body as shown.

Fastener locations, 4

FASTENER

\ - . * l
-E4,7-- ,.--

7 ) , / l

4 Y l

7 .

F-L NGENY:,//

Set the rear window, then center it in the opening.
Make alignment marks across the rear window and
body with a grease pencll at the four points shown.

ALIGNMENT MARK

-\-.._s
-

8. Remove the rear window.

20-34

9.  Wi th  a  sponge,  app ly  a  l igh t  coa t  o {  g lass  pr imer
around the edge oI the rear window as shown, then
lightly wipe it off with gauze or cheesecloth.

NOTE:
.  Do no l  app ly  body  pr imer  to  the  rear  w indow.

and do not get body and glass primer sponges
mixed up.

. Never touch the primed surfaces with your hands.
lf you do, the adhesive may not bond to the rear
w indow proper ly ,  caus ing  a  leak  a t te r  the  .ear
window is installed.

. Keep water, dust, and abrasive materials away
from the primed surface.

'/fur1 
: lppty gtass primer here.

16 mm
(0.63 in. l

7 m m
{0.28 in.}

FASTENER

REAR WINDOW

10. With a sponge, apply a l ight coat of body primer to
the  or ig ina l  adhes ive  remain ing  around the  rear
window opening flange. Let the body primer dry for
at least 10 minutes.

NOTE:
. Do not apply glass primer to the body. and be care,

ful not to mix up glass and body primer sponges.
. Never touch the primed surfaces with your hands.

/fu/ : Apply boay primer here. 16  mm
(0.(I, in.l

MOI-DING

l
6 m m  r
{O.24 in.}



' 1 1 .Thoroughly mix the adhesive and hardener together
on a glass or metal plate wilh a putty knife.

NOTE:
. Clean the plate with a sponge and alcohol before

mix ing .
. Follow the instructions that came with the adhe-

sive.

Before fi l l ing a cartridge, cut the end of the nozzle
as  shown.

10  mm {0 .39  i n . )

7 mm (0.27 in.l

Pack adhesive into the cartridge without air pockets

to ensure continous delivery. Put the canridge in a
cau lk ing  gun,  and run  a  bead o l  adhes ive  around
the edge of the rear window as shown.

NOTE| Apply the adhesive within 30 minutes after
applying the glass primer.

12.

1 3 .

J

12 mm 10.,U in.)

[/ oo*r.,u.

8 mm (0.31 in.)

Make a sl ightly thicker
bead at each corner.

GLASS

FASTENER

SPACER

MOLDING

MOLDING

)
REAR WINDOW

FASTENER
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14. Use suction cups to hold the rear window over the
open ing ,  a l ign  i t  w i th  the  a l ignment  marks  made in

s tep  7 ,  and se t  i t  down on the  adhes ive .  L igh t ly
push on  the  rear  w indow unt i l  i t s  edges  are  {u l l y
seated on the adhesive all the way around.

NOTE: Do not open or close the doors unti l the adhe-
sive is dry.

SUCTION ALIGNMENT
CUPS MARK

Scrape or wipe the excess adhesive off with a putty

knife or towel.

NOTE: To remove adhesive from a painted surface
or the rear window, use a soft shop towel damp-
ened with alcohol.

Le t  the  adhes ive  dry  fo r  a t  leas t  one hour ,  then
spray  water  over  the  rear  w indow and check  fo r
leaks. Mark the leaking areas, let the rear window
dry, then seal with sealant.

NOTE: Let the car stand for at least four hours after
rear window installation. lf the car has to be used
within the Iirst tour hours, it must be driven slowly

Reinstall all remaining removed parts

NOTE: Advise the customer not to do the following
things for two to three days:

. Slam the doors with all the windows rolled up.

. Twist the body excessively (such as when going

in  and ou t  o f  d r iveways  a t  an  ang le  o r  d r iv ing
over rough. uneven roads).

1 6 .

1-7 .



Rear Window

Removal

3D:

CAUTION:
. Put on gloves to ptotect your hands.
. Us€ seat cove6 to avoid damaging any surfaces.
. Do not damage the rear window defogger grid lines.
. Take carg nol scratch the terr window molding.

'1. To remove the rear window, firsr remove the:
. Rear center shelf (see page 20-60)
.  Hatch  upper  t r im,  ha tch  t r im pane l  and ha tch

side trim (see page 20-63)

2.

. Rear window wiper arm (see page 2O-115)

. Hatch spoiler (see page 20 101)

Disconnect  the  rear  w indow defogger  connector
from each side.

Apply protective tape to the inner edge of the tail_
gate.

From inside the hatch, use a knife to cut through the
rear window adhesive all the way around.

NOTE:
. lf the rear window is to be reinstalled, take care

not to damage the molding.
. lf the molding is damaged, replace the rear win_

dow and molding as an assembly.

HATCH

ffi#

REAR WINOOW
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Upper portioni

TAPE

Side portion:

Lower portion;

Carefully remove the rear window.

NOTE; Check the molding for damage, and replace
the rear window if necessary.

GLASS

ADHESIVE



t lnstallation

' 1 .

3.

Using a knife, scrape the old adhesive smooth to a

thickness of about 2 mm (0.08 in.) on the bonding
sur face  around the  en t i re  rear  w indow open ing
flange.

NOTE:
. Do not scrape down to the painted surface ol the

body; damaged paint wil l interfere with proper

bond ing .
a Remove the rubber dams, spacers and fasteners

from the hatch.
.  Mask  o f f  sur round ing  sur faces  be fore  app ly ing

pr imer .

C lean the  ha tch  bond ing  sur face  w i th  a  sponge
dampened in  a lcoho l .

NOTE:  A f te r  c lean ing ,  keep o i l ,  g rease or  water

from getting on the surface.

l f  the  o ld  rear  w indow is  to  be  re ins ta l led ,  use  a
putty knife to scrape off all traces of old adhesive,
then c lean the  rear  w indow sur face  w i th  a lcoho l
where new adhesive is to be applied.

NOTE; Make sure the bonding surface is kept free of

water, oil and grease.

CAUTION: Avoid setting the rear window on its
edges; the molding can be permanently deformed.

NOTE: Clean the shadowed area

2 .

O

)

REAR WINDOW

4. Glue the rubber dams to the inside face of the rear
window, as shown, to contain the adhesive during
installation, and glue the fasteners, spacer and seals
as shown.

NOTE:
. Glue the rubber dams using the printed dots as a

g  u  ide .
. Be careful not to touch the rear window where

adhesive wil l be aPPlied

>r Fastener, spacor and seal
locations

A > , 4 B > ,  1

SPACER

D> ' 2  
'EAL  B'W
/ l

s i
o.\6fif,", j
ryt48rq _ _ ,,/

- \ l
19Pry/

FASTENER PRINTED DOTS

REAR WINDOW

MOLOING

(cont'd)
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FASTENER

"-*^1w
AL.IGNMENT ]
IIARKS _ _,/

C > , 2  S E A L  A



Rear Window

Installation (cont'd)

Install the fasteners to the hatch as snown.

>: Fastener locations, 4

Set the rear window upright on the hatch, then cen-
ter it in the opening. Make alignment marks across
the rear window and body with a grease pencil at
the four points shown.

NOTE: Be careful not to touch the rear window where
adhesive wil l be applied.

7. Remove the rear window.

20-38

8.  Wi th  a  sponge.  app ly  a  l igh t  coa t  o f  g lass  pr imer
around the  edge o f  the  rear  w indow,  then l igh t ly
wipe it off with gauze or cheesecloth.

NOTE:
. Do nol apply body primer to the rear window,

and do not get body and glass primer sponges
maxed up.

. Never touch the primed surfaces with your hands.
lf you do, the adhesive may not bond to the rear
w indow proper ly ,  caus ing  a  leak  a f te r  the  rear
window is installed.

. Keep water, dust, and abrasive materials away
from the primed surface.

RUBBER
DAM

15  mm
{0.59 in. l  MOLDING

V/////f , apety st,." o.imer here.

Ins ide I
---- - -t-
tUt I  15mm
| @- L 10.59 in.l
NJ-l t

r l l  \
, z N  \

GLASS \
SPACER

FASTENER

GLASS

REAR WINOOW



3

t

9. With a sponge, apply a l ight coat of body primer to
the  or ig ina l  adhes ive  remain ing  around the  rear

window opening flange. Let the body primer dry for
at least 10 minutes.

NOTE:
. Do not apply glass primer to the body, and be care-

ful not to mix up glass and body primer sponges.
. Never touch the primed surfaces with your hands.

//////// ' acoV boay primer here.

1 1 .

Thoroughly mix the adhesive and hardener together
on a glass or metal plate with a putty knife.

NOTE:
. Clean the plate with a sponge and alcohol before

mlx lng .
. Follow the instructions that came with the adhe-

sive.

Before fi l l ing a cartridge, cut the end oJ the nozzle
as shown.

Cut nozzle

1 0 .

I

10 mm {0.39 in.)

7 mm (0.27 in.)

12. Pack adhesive into the cartridge without air pockets

to ensure continuos delivery. Put the cartridge in a

cau lk ing  gun,  and run  a  bead o f  adhes ive  around
the edge of the rear window as shown.

NOTE: Apply the adhesive within 30 minutes after
applying the glass primer.

ffi;fr'L/:ADHEs'�vE
8 m m
{0 .31  i n . l

GLASS

MOLDING

GLASS ,R1---$

f\+,,","
ffi-f to.oa in.t

- .17
MoLD|NG / 

\

(cont'd)
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Rear Window Ouarter Glass

Installation {cont'd)

13. Use suction cups to hold the rear window over the
opening. align it with the alignment marks made in
slep 6. and set it down on the adhesive. Lightly push
on the rea. window until i ts edges are fully seated
on the adhesive allthe way around.

NOTE: Do not open or close the doors unti l the adhe_
sive is drv.

sucTtoN
CUPS

Scrape or wipe the excess adhesive off with a putty
knife or towel.

NOTE: To remove adhesive from a painted surface
or the rear window. use a soft shop towel damp-
ened with alcohol.

Le t  the  adhes ive  dry  fo r  a t  leas t  one hour .  then
spray water over the rear window and check for
leaks, Mark the leaking areas, let the rear window
dry, then seal with sealant.

NOTE: Let the car stand for at least four hours after
rear window installation. lf the car has to be used
within the first four hours, it must be driven slowly.

Reinstall all remaining removed parts.

NOTE: Advise the customer not to do the following
things for two to three days:

. Slam the doors with all the windows rolled up.

. Tr,vist the body excessively lsuch as when going
in and out of driveways at an angle or driving
over rough, uneven roads).

1 4 .

15 .

\
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Removal

3D:

CAUTION:
a Pul on gloves to protect your hands.
. Use seat covers to avoid damaging any surfaces,

1. To remove the quarter glass, f irst remove the:
. Rear seat-back and rear seat cushion (see page

20_80)
. Rear center shelf and rear side shelf lsee page

20_60)
.  Rear  t r im pane l  and s ide  t r im pane l  (see  page

20_60)
. Upper anchor bolts from the front and rear seat

belts {see pages 20-86. 89)
. Ouarter trim panel (see page20-60)

2, From inside the car, use a knife to cut through the
quarter glass adhesive all the way around.

NOTE:
. lf the clip on the rear edge is broken, the quarter

glass can be reinstalled using butyltape (see page
20-421.

. Apply protective tape along the edge of the entire
quarter glass opening flange.

OUARTER
GLASS



Uppcr portion:

Lower oortion:

PROTECTIVE
TAPE

l

ADHESIVE

Pil lar port ion:

Carefully remove the quarter glass

NOTE:  Check  the  quar te r  g lass  t r im and c l ips  fo r
damage, and replace them if necessary'

3 .

)

AOHESIVE

TAPE

CLIP

lnstallation

1 . Using a knife, scrape the old adhesive smooth to a

thickness of about 2 mm (0.08 in.) on the bonding

sur tace  around the  en t i re  quar te r  g lass  open ing
flange.

NOTE:
. Do not scrape down to the painted surface of the

body; damaged paint wil l interfere with proper

bond ing .
r Remove the rubber dams from the body.
. lf any of the clips are broken, remove them from

the body.
. Mask off surrounding surfaces before applying

pnmer .

Clean the body bonding surface with a sponge damp-

ened in alcohol.

NOTE: Afier cleaning, keep oil, grease and water

from getting on the surface.

lf the quarter glass is to be reinstalled, use a putty

knife to scrape off all traces of old adhesive. then

clean the quaner glass surface with alcohol where

adhesive is to be apPlied.

NOTE: Make sure the bonding surface is kept free

of water, oil and grease.

CAUTION: Avoid setting the quarter glass on its

edges; small chips may later devglop into cracks.

NOTE: Clean rhe shadowed area.

(cont'd)
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Quarter Glass

Installation (cont'd)

4. Glue the upper and lower rubber dams to the inside
Iace of the quaner glass, as shown, to contain the
adhes ive  dur ing  ins ta l la t ion .

NOTE:  Be care fu l  no t  to  touch the  quar te r  g lass
where adhesive wil l be applied.

>: Alignment mark
locat ions

GLASS
UPPER
RUBBER DAM

LOWER
RUBEER DAM

Install the quarter glass trim on the quarter glass,
then glue the upper and lower clips as shown.

NOTE:  Be care fu l  no t  to  touch the  quar te r  g lass
where adhesive wil l be applied.

OUARTER
GLASS TRIM

OUARTER
GLASS

GLASS TRIM

NOTE: Contact  the c l jps against  the
quarter  g lass t r im at  the areas
Indicated by the arrows.

UPPER
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6. lf the old quarter glass is to be reinstalled (and the
c l ip  on  the  rear  edge is  b roken o f f ) ,  app ly  a  l igh t
coat of primer (3I/ C-100, or equivalent), then apply
butyl tape to the quarter glass, as shown. and seal
the body hole with piece of urethane tape.

NOTE:
. Be careful not to touch the quaner glass where

adhesive wil l be applied,
. Do not peel the separator offthe butyltape.

//////// '. 8�u'Jt tape tocarions t3M 8628, or equivetenrl' Thickness:3.2 mm lo.t3 in.l
Width: 6.4 mm {0.25 in.)

BUTYL 13 mm
TAPE (0.5 in. l

\
\ l

,7r--/r4--;*--T-
.. GLASS

UPPER
RUEBER
DAM



t

l

7. With a sponge, apply a l ight coat of glass primer to
the inside face of the quarter glass, as shown, then
lightly wipe it off with gauze or cheesecloth.

NOTE:
. Do not apply body primer to the quarter glass,

and do not get body and glass primer sponges
mixed up .

. Never touch the primed surfaces with your hands.
lf you do, the adhesive may not bond to the quar

ter glass properly, causing a leak after the quar-

ter glass is installed.
. Keep water, dust, and abrasive materials away

from the primed surface.

////////l : ̂ pptv stass primer he.e.

21  mm 15  mm
{0.83 in.) (0.59 in.)

UPPER
RUBBER
DAM

BUBBEB
DAM

OUARTER GLASS

15  mm
10.59 in. l

30 mm
(r.2 in.)

)

8. With a sponge, apply a l ight coat of body primer to
the original adhesive remaining around the quarter
glass opening flange. Let the body primer dry for at
least 10 minutes.

NOTE:
. Do not apply glass primer lo the body, and be

care fu l  no t  to  mix  up  g lass  and body  pr imer

sponges.
. Never touch the primed surfaces wilh your hands.
. Mask off the rear side trim panel before painting

the  f lange.

///////// | apetl body erimer he,e. 16 mm
{0.63 in. l

Thoroughly mix the adhesive and hardener together
on a glass or metal plate with a pufty knife.

NOTE:
. Clean the plate with a sponge and alcohol before

m rx lng .
. Follow the instructions that came with the adhe-

s ive .

Before f i l l ing a cartr idge, cut the end of the nozzle

as shown.

Cut nozzle end

10 mm (0.39 in. l

(cont 'd)

9.

1 0 .

7 mm (0.27 in.)
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Ouarter Glass

Installation (cont'd)

11. Pack adhesive into the cartridge without air pockets
to ensure continuous delivery. put the canridge in a
cau lk ing  gun,  and run  a  bead o f  adhes ive  around
the edge of the quarter glass as shown.

NOTE:
. lf the old quarter glass is to be reinstalled, peel

the separator off the butyl tape after applying the
adhesive.

. Apply the adhesive within 30 minutes after apply_
ing the glass primer.

i :.8i".,1/:ADHES,'E

8 rnm
(0.31 in. l

OUARIER
GLASS TRIM

OUARTER
GLASS TFIM

BUTYI.
TAPE

OUARTER GLASS

[-4m,^,
GLASS 

\

32 mm
{1 .3  i n . )' ' = ' I

'"r"\
/ drt".

GLASS TAPE
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12. Use suction cups to hold the quarter glass over the
opening, align the clips, and set it down on the adhe-
sive. Lightly push on the quaner glass unti l i ts edges
are fully seated on the adhesive all the way around.

NOTE:  Do no t  open or  c lose  the  doors  un t i l  the
adhesive is drv.

Scrape or wipe the excess adhesive off with a putty
knife or towel.

NOTE: To remove adhesive from a painted surface
or the quarter glass, wipe with a soft shop towel
dampened with alcohol.

Le t  the  adhes ive  dry  fo r  a t  leas t  one hour ,  then
spray water over the quarter glass and check for
leaks. Mark the leaking areas, let the quarter glass
dry, then seal with sealant.

NOTE: Let the car stand for at least four hours after
quarter glass installation. lf the car has to be used
within the first four hours, it must be driven slowly.

Reinstall all remaining removed parts.

NOTE: Advise the customer not to do the following
things for two to three days:

. Slam the doors with all the windows rolled up.

. Twist the body excessively (such as when going
an and ou t  o f  d r iveways  a t  an  ang le  o r  d r iv ing
over rough, uneven roads).

1 5 .

14 .

CLIP



Removal

2Oi

CAUTION:
. Put on gloves to protect your hands.
. Use seat covers to avoid damaging any surfaces.

1. To remove the quarter glass, f irst remove the:
. Rear seat-back and rear seat cushion (see page

20_81)
o Slde trim panel (see page 20-611
. Rear shelf (see page 20-61)
o Upper anchor bolt from the front seat belt (see

page 20-86)
. Ouarter trim panel (see page 20-6'l)

2. From inside the car. use a knife to cut through the
quarter glass adhesive allthe way around.

NOTE:
. lf the quarter glass is to be reinstalled, take care

not to damage the molding.
. Apply protective tape along the edge ofthe entire

quaner  g lass  oPen ing  f lange

D

I

GLASS

Upper portion:

ADHESIVE

PROTECTIVE
TAPE

Rear edge portion:

Pillar portion:

Carefully remove the quarter glass.

NOTE: Check the molding for damage, and replace
it if necessary.

3.

TAPE
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Ouarter Glass

1 .

Installation

Using a knife, scrape the old adhesive smooth to a
thickness of about 2 mm (0.08 in.) on the bonding
sur face  around the  en t i re  quar te r  g lass  open ing
flange.

NOTE:
. Do not scrape down to the painted surface of the

body; damaged paint wil l interfere with proper

a
a

bonding.
Remove the fastener from the body.
lf any of the clips are broken, remove lhem from
the body.
Mask off surrounding surfaces before applying
pnmer.

Clean the body bonding surface with a sponge damp
ened in alcohol.

NOTE: After cleaning, keep oil, grease and water
from getting on the surface.

lf the quarter glass is to be reinstalled, use a putty
knife to scrape off all traces of old adhesive. then
clean the quarter glass surface with alcohol where
adhesive is to be applied.

NOTE: Make sure the bonding surface is kept free
of water. oil and grease.

CAUTION: Avoid setting the quarter glass on its
odges; small chips may later develop into cracks,

NOTE: Clean the shadowed area.
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4. Install the molding around the edge of the quarter
glass as shown.

NOTE:
. lf the old molding is to be reinstalled, scrape off

the  o ld  adhes ive  tape f rom the  mold ing ,  and
c lean the  mold ing  sur face  w i th  a lcoho l  where
new adhesive tape is to be applied. Apply the
double-faced adhesive tape to the molding and
quarter glass as shown.

. Be careful not to touch the quarter glass where
adhesive wil l be aoDlied.

Adhesiv€ tspe A (3M 4215, or equivalent)
Thicknsss: o.il mm (0.02 in.l
Widih: 5 mm {0.2 in.}
Length: /140 mm {17.3 in.)

Adhesive tap6 I (NITTO 501, or equivatontl
Thickness: 0.16 mm {0.006 in.)
Width: I mm {0.3 in.}
Longlh: 4it0 mm (17.3 in.)

Adhosiv€ tape C (3M /P13. or equivalentl
Thickness: 0.8 mm (0.03 in.l
Width: 5 mm (0.2 in.)
Length: 30 mm (1.2 in.)

ADHESIVE



t

\ b

5. lf the old quarter glass is to be reinstalled, glue the
upper and lower clips and fastener as shown

NOTE:  Be care fu l  no t  to  touch the  quar te r  g lass
where adhesive wil l be applied.

>: Clip, fastener locations
A > , 2  B > ,  1

2.5 mm
(0.m in.)

Glue the fastener to the body as shown.

>: Fastener location, 1

6 .

)

ALIGNMENT

7. With a sponge, apply a l ight coat of glass primer to

the inside face of the quaner glass, as shown, then
lightly wipe it off with gauze or cheesecloth

NOTE:
. Do not apply body primer to the quarter glass,

and do not get body and glass primer sponges
mixed up.

. Never touch the primed surfaces with your hands.
lf you do, the adhesive may not bond to the quar

ter glass properly, causing a leak after the quar-

ter glass is installed.
. Keep water, dust, and abrasive materials away

from the Primed surface

t///////7, , aootv a"av crimer here'

MOLDING
15.5 mm 10 mm
10.61 in. l  {0.39 in. l

(cont'dl
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Ouarter Glass

Installation (cont'dl

8. With a sponge, apply a l ight coat of body primer to
the original adhesive remaining around the quarter
glass opening flange. Let the body primer dry for at
least l0 minutes.

NOTE:
. Do not apply glass primer to the body, and be

care fu l  no t  to  mix  up  g lass  and body  pr imer
sponges.

. Never louch the primed surfaces with your hands.

. Mask off the rear side trim panel before painting
the flange.

///ffi : Appty aoay primer here.

16  mm
10.63 in. l

Thoroughly mix the adhesive and hardener togeth-
er on a glass or metal plate with a putty knife.

NOTE:
. Clean the plate with a sponge and alcohol before

mix ing .
. Follow the instructions that came with the adhe-

sive.

Before fi l l ing a cartridge, cut the end of the nozzle
as shown.

Cul nozzle end

10 mrn (0.39 in.)

9.

10 .

20-4A

7 mm 10.27 in.)

l '1. Pack adhesive into the canridge without air pockets
to ensure continuous delivery. Put the cartrige in a
cau lk ing  gun,  and run  a  bead o f  adhes ive  around
the edge of the quarter glass as shown.

NOTE:
. lf the old quarter glass is to be reinstalled, peel

the separator off the butyl tape after applying the
adhesive.

. Peel the separator off the adhesive tape after
applying the adhesive.

. Apply the adhesive within 30 minutes after apply
ing the glass primer.

1 2 m m  1 1
lo.tt tn.l I l:ADHESIVE

8 m m
{0.31 in.)

CLIP

MOLDING
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12. Use suction cups to hold the quarter glass over the
open ing ,  a l ign  the  c l ips ,  and se t  i t  down on the
adhesive. Lightly push on the quarter glass unti l i ts
edges are fully seated on the adhesive all the way
around.

NOTE:  Do no t  open or  c lose  the  doo.s  un t i l  the
adhesive is dry.

Scrape or wipe the excess adhesive off with a putty

knife or towel,

NOTE: To remove adhesive from a painted surface
or the quaner glass, wipe with a soft shop towel
dampened with alcohol.

Le t  the  adhes ive  dry  fo r  a t  leas t  one hour ,  then
spray water over the quarter glass and check for
leaks. Mark the leaking areas, let the quarter glass

dry, then seal with sealant.

NOTE: Let the car stand for at least four hours after
quarter glass installation. lf the car has to be used
within the first four hours, it must be driven slowly

Reinstall all remaining removed parts-

NOTE: Advise the customer not to do the following
things for two to three days:

. Slam the doors with all the windows rolled up.

. Twist the body excessively (such as when going
in  and ou t  o f  d r iveways  a t  an  ang le  o r  d r iv ing
over rough, uneven roadsl.

1 3 .

14 .

)

CLIP

a
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Moonroof

SWITCH PLATE
Adjustment, page 20 56

REAR DRAIN
TUBE

Y<
/ \ ?'''�

u 8 E  l l  /L f P  l l  I
U 6

./w

FRONT ORAIN TUBE

CABLE ASSEMBLY
Replacement, page 2O-55

Index

SUNSHADE
Replacement, page 20-52

RAIL HOLDER B

RAIL HOLDER A

REAR DRAIN
VALVE

--:=::

0 \
g TNNER CAELE
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Troubleshooting

Symptom Probable Cause

Water leaks 1.  C logged dra in  tube.
2. Gap between glass weatherstrjp and roof panel.
3. Defective or improperly installed glass weatherstrip.
4. Gap between drain seal and roof panel.

Wind noise '1. Excessive clearance between glass weatherstrip and roof panel.

Motor noise 1. Loose motor.
2. Worn gear or bearing.
3. Cable assembly deformed.

Glass does not move, but motor turns '1. Clutch out of adjustment.
2. Foreign matter stuck between guide rail and slider.
3. lnner cable loose.
4. Cable assembly not attached properly.

Glass does not move and motor does not turn
{glass can be moved with moonroof wrench)

1. Blown fuse,
2. Faulty switch.
3. Battery run down.
4. Defective motor.
5. Faulty relay.

D

Glass Height Adjustment

The roof panel should be even with the glass weather-
s t r ip ,  to  w i th in  1 .7  : l r3  mm (0 .07  :3 :31  in . )  a l l  the  way
around. lf not, open the giass fully, and:

GLASS WEATHERSTRIP

1. Remove the bracket cover.

Loosen the nuts, and install the shims between the
glass frame and glass bracket as shown.

Shim thickness: Front max.3 mm 10,12 in.l
Rear max. 2 mm 10.08 in.)

Repeat on opposite side i{ necessary.

)

5 x 1 . 0 m m
9.8 N.m 11.0 kgf m,
7.2 rbtft)

SRACKET
COVEB

----------1>

6 x 1 . 0 m m
9.8 N.m {1.0 kgtm,
7.2 tbf.ft)

1.7 tl.8 mm
{0.07 :3 3i in.}
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Moonroof

Glass, Glass Bracket and Sunshade Replacement

l .  Close the glass fully.

2. Slide the sunshade all the way back.

3. Remove both bracket covers.

Forward
_--____->

4. Remove the nuts from both glass brackets.

6 x 1 . 0 m m
9.8 N.m (1.0 kgf.m,7.2lbt.ft l

Remove the glass by l ift ing up and pull ing forward
as shown.

NOTE: Do not damage the roof panet.

ERACKET COVER

GLASS EBACKET

GLASS

\
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DRAIN CHANNEL

6. Remove the drain channel.

7 .  Remove the  ho lder  cover .  then remove the
ho lder  B .

NUT
6 x 1 . 0 m m
9 N.m {0.9 kgf.m.
? tbtftl

{i;t'm

RAIL HOLDER B

Using the moonroof wrench, move the glass bracket
to the position where the moonroof normally pivots
down, and remove the screws.

scREws



b

D

9. Remove the rail holder A.

GLASS BRACKET

DRAIN CHANNEL ROO STOP
Rotate as shown to remove i t  from the guide rai l .

10. Remove the drain channel rod sl ider by moving the
cable sl ider forward using the moonroof wrench.

'11. Detach the drain channel rod stop from the cutout
of the guide rai l  as shown.

DRAIN CHANNEL
R O D

I

NUT
6 x 1 . 0 m m
I N.m (0.9 kgf.m,

SUNSHAOE

\

'14.

12. Slide the sunshade forward, then remove it.

Installation is the reverse of the removal procedure.

NOTE: Check the glass height (see page 20-51).

Check for water leaks,

NOTE: Do not use high-pressure water.
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Moonroof

Motor, Drain Tube and Frame Replacement

CAUTION:
. Put on gloves to protecl your hands.
. Be careful not to damage the seats, dashboard and other interior trim.

'1. Remove the headliner {see page 20-64).

2. Disconnect the motor connector and glass position switch connector.

NOTE: When removing the motor, detach the connector from the frame, remove the bolts and nuts, then remove the
motor.

3. Remove the glass {see page 20-52).

4. Disconnect the drain tubes, and detach the ceil ing l ight harness.

5. Remove the frame mounting bolts.

NOTE;
. An assistant is helpful when removing the bolts.
. Remove the front bolts last.

6. Detach the rear hooks by moving the frame forward, then remove the frame.

BOLT
6 x 1 . 0 m m
9.8 N.m {1.0 kgt m,
7.2 tht.hl

6 x 1 . 0 m m
9.8 N m (1.0 kgl.m, 7.2 lbtf t)
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7. Pull the drain tubes out the front and rear pil lars.

NOTE: Before pull ing out the drain tube, t ie a string
to the end of it so it can be reinstalled.

Installation is the reverse of the removal procedure.

NOTE:
. Before install jng the frame, clear the drain tubes

and drain valves by using compressed air.
. Check the frame seal.
. Clean the surface of the frame.
. When install ing the frame, first attach the rear

hooks into the body holes.
. When connecting the drain tube, slide it over the

frame nozzle at least 10 mm (0.39 in.).
. Install the tube clip as shown.

Upward
I

I
I

TUBE CLIP

Check for water leaks.

NOTE: Do not use high-pressure water.

DRAIN TUBE

I t y
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Guide Rails/Cable Assembly
Replacement

CAUTION: Put on gloves to protect your hands,

1. Remove the frame.

Remove the motor and glass bracket (see page 20-52).

Remove the nuts, and lift off each guide rail, then
remove the cable assembly with sliders attached.

NOTE: Take care not to bend the cable tubes and
guide rails.

Installation is the reverse of the removal procedure.

NOTE:
. Oamaged parts should be replaced.
. Grease the sliding portion with Super High Temp

Urea Grease, P/N 08758 - 9002.
. Fil l the groove in each grommet with sealant.

a
a

Install the frame seal securely.
Before install ing the motor. make sure both slid-
ers are parallel.
Before install ing the motor. install the frame and
glass, then check the opening drag (see page 20-

GROMMET



Moonroof

1 .

2 .

Switch Plate Adjustment (Fully Closed Positionl

3.

4 .

5 .

Remove the headliner {see page 20-64).

Using the moonroof wrench, close the glass fully.

NOTE: Check the glass fit to the rool panel.

Using an open-end wrench, loosen the switch plate mounting bolts.

Adjust position of the switch plate (switch cam) as shown.

Check the operation of the glass (from ti lt-up position to fully closed position, from the fully open position to the fully

closed position) by operating the moonroof switch.

NOTE: Check the glass height (see page 20-51).
SWITCH PLATE

GUIDE
PLATE

SWITCH CAM

Whi le moving the swi tch plate
plate at  the posi t ion where the
a (a fa int  c l ick is  heard).

INNER CABLE END

l i t t le  bv l i t t le ,  secure the swi tch
switch cam contacts the swi tch

Close the glass ful ly, and check for water leaks.

NOTE: Do not use high-pressure water.

CAELE BRACKET
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Opening Drag Check
{Motor Removed)

Before install ing the motor, measure lhe effort required
to open the glass using a spring scale as shown.

CAUTION: When using a spring scale, pfotest the lead-
ing edge ol the glass with a shop towel.

lf load is over 40 N (4 kgf,9 lbf), check the side clearance
and g lass  he igh t  (see  page 20-51) .

SHOP TOWEL

l , e

20-57

Closing Force Check
(Motor Installedl
' 1 .  A f te r  ins ta l l ing  a l l  removed par ts ,  have a  he lper

hold the switch to close the glass while you mea-
sure the force required to stop it. Attach a spring
scale as shown. Read the force as soon as the glass
stops moving, then immediately release the switch
and spring scale.

CAUTION: When using a spring scale, protect the
lerding edge ol the glass with a shop towel.

Closing Force: 200 - 290 N
(20 - 30 kst, 44 - 66 lbfl

l f the torce in not within specification, install a new
lock washer, adjust the tension by turnang the motor
c lu tch  ad jus t ing  nu t ,  and bend the  lock  washer
against the motor clutch adjusting nut.

LOCK
WASHER
Replace.

COUNTER.
cLocKwrsE
To decrease

SCALE



Interior

Component Location Index

SRS comDonents are located jn the parts areas marked with an asterisk (*). Review the SRS component locations, precau

tions, and procedures in the SRS section {24) before performing repairs or service.

2Dl3Dl4Dl

CENTER PILLAR
UPPER TRIM
{see page 20 591

FRONT PILLAR
TRIM
{see  pages  20  59 ,60 ,61 )

REAR PILLAR
TRIM

TRUNK
TRIM
(see page 20-62)

SEAT
SIDE TRIM
{see page 20-59)

{see page 20 59}

CENTER PILLAR
LOWER TRIM PANEL
(see page 20-59)

REAR ROOF TRIM
(see page 20-65)

:

OUARTER
TRIM PANEL
{see page 20'61)

HEADLINER
Replacement, Page 20'64

*OASHBOARO
Component Removal/ lnstal lat ion,
page 20 68

REAR
lsee page 20 59)

REAR TRIM PANEL
lsee page 20-62)

Removal, page 20-70

*CARPET
Replacement, page 20 66

PANEL
Replacement, page 20-67

3D:

REAR SIDE
SHEI-F
(see page 20-60)

OUARTER
TRIM PANEL
(see page 20-60)

SIDE TRIM PANEL
(see page 20-6' l)

2Dl

HATCH
SIDE TRIM
(see pase 20 63)

REAR ROOF TRIM
(see page 20 65)

REAR ROOF
TFIM
(see page 20'65)

HATCH
UPPER
TRIM
lsee page 20 63)

CENTER
SHELF
lsee page 20 60)

REAR
PANEL
lsee page 20 60)

SIDE TRIM
{see page 20 60) REAR

PANEL
(see page 20 62)

1
HATCH
TRIM PANEL
(see page 20-63)

SIDE TRIM
PANEL
(see page 20-60)
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Interior Trim

t Replacement

CAUTION:
. Put on gloves to protect your hands.
o When prying with a flat-tip screwdriver, wrap it with protective tape to prevent damage.

NOTE: Take care not to bend or scratch the trim and panels.

4D:

>: Clip locations
a > , 2 c  > ,2 ' l o  > , 2 E  > , 2

r*'" n t-lt't

\wi, i
' \ t l  l l /

_tr* @,
CENTER PILLAR
UPPER TRIM REAR PILLAR

TRIM

LOCK CYLINDER TRIM

t l '
I

E ' v
BELT UPPER
ANCHOR
(see page 20-85)

Disconnect the
high mount brake
lrght connector.

T SIDE TRIM
Remove the rear seat cushion and rear
seat side bolster lsee page 20-19] ' .

)

lnstallation is the reverse of the removal procedure.

NOTE:
. lf necessary, replace any damaged clips.
. Before install ing the front seat belt upper anchor

and rear shelf. make sure there are no twists or
kinks in the seat belts.

(cont'd)

B > , 6

REAR SHELF

k"si
fEFT KICK
PANEL
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lnterior Trim

Replacement (cont'dl

3D:

>: Clip locations
A > , 2

CLIP

N;nt-.l I'"'\R\ I")!
F >,  l i l

TRIM

B > , 3

G  > , 2 H > , 2

t

FRONT SEAT
BELT UPPEB
ANCHOR
lsee page 20 86)

SIDE TRIM PANEL
PROTECTOR

LEFT KICK
PANEL

c  > , 8 o > , 3

PIVOT BRACKET
{see page 20-80)

lnstallation is the reverse of the removal procedure

NOTE:
. lf necessary, replace any damaged clips'
. Before install ing the anchor bolts, make sure there

are no tlvists or kinks in the seat belts'

E  > , 8
>: Screw, bolt locations
A > , 3  8 > , 6

^ l  l - l E F \

#,  A@ Y *"0
c > ,  1

I "4"

\ s

o  > , 2

l @ @
\ - - -

s,4, ff i ;T
FRONT PILLAR

B
e V

REAR SIDE
SHELF

SIDE TRIM
PANEL
Remove the rear seat-back and
rear seat cushion (see Page 20_80)
Disconnect the rear speaker
connector (both sides,
for some models).

REAR TRIM
PANEL

q
RIGHT KICK
PANEL

"x-
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I l
2Di

>: Cl ip locations
a > , 2 8 > , 3

CLIP

G > , 4 H  > , 2

D  > , 3
>i Screw location3.4

REAR SHELF

SIOE TRIM PANEL
Remove the rear seat-back and
rear seat cushaon (see page
20-a1l.

\ t ,

Disconnect the high
mount brake l ight

SEAT BELT

€ '

/ > "
RIGHT KICK
PANEL

)

TRIM

n J'.'rI\ZI

1\f-
F > , 8

N  4 ' d r

SIDE TRIM

LOWER ANCHOR
(see page 20-86)

c > ,  1 4 E > , 2

Installation is the reverse of the removal procedure.

NOTE:
. lf necessary, replace any damaged clips.
. Before install ing the anchor bolts and rear shelf,

make sure there are no twists or kinks in the seat
belts.

FRONT PILLAR

FRONT SEAT
BELT UPPER
ANCHOR

v

. h ,'t6d
\ r \

LEFT KICK
PANEL
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Trunk Trim

Replacement

CAUTION:
. Put on gloves to proteci your hands.
. When prying with a flat-tip screwdriver, wrap it with protestive tap€ lo prevent damage.

NOTE:
. Take care not to bend or scratch the trim and panels.
. When removing the trunk side trim or trunk trim panel, fold the seat-back forward.

Japan-produced:

4D: RIGHT TRUNK
SIDE TRIM

TRUNK MAT

1
B

REAR TRIM
PANEL

>: Clip locations
a > , 6

a : - )  , 2

I g cLlP 
^

l#srq-'
|  

'  |NNER
\\- crLP

B  > , 6

NOTE: Do not push
the inner cl ip in too far.

I J
L T r o
i ) :Hook locations

A i--) , r

' 2D:
TRUNK TRIM

Installation is the reverse of the removal procedure.

NOTE:
. lf necessary. replace any damaged clips.
. To install the A clips. pull the inner clip up. install

the clip, then push the inner clip unti l i t 's f lush.

(

, -  - -
/ ' /  \ - -

/  - -
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Hatch Trim

>:Cl ip locat ions
a > , 2
NOTE: Do not push th
l n n e r  c l i p  i n  t o o  f a r .

& ct-tp.

54d-g + - \
2.  INNF

I jy . \ \  "  
\.V  f t  -s - - -

- k-"i-t-;-a-

Replacement

CAUTION:
. Put on gloves to protect your hands.
. When prying with a flat-tip screwdrivel, wrap it with protestive tape to prevent damage.

NOTE: Take care not to bend or scratch the trim and panel.

LEFT HATCH
SIDE TRIM

HATCH
UPPER TRIM

Installation is the reverse of the removal procedure.

NOTE:
. lf necessary, replace any damaged clips.
.  To ins ta l l theAc l ips ,pu l l the innerc l ipup . ins ta l l thec l ip , thenpushthe innerc l ipun t i l  i t ' s f lush

a

I
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Headliner

Replacement

CAUTION: When prying with a flat-t ip screwdriver,
wrap it with proioctiva tap€ to prevsnt damage.

NOTE:
. Take care not to bend and scratch the headliner.
.  Be  care fu l  no t  to  damage the  dashboard  and o ther

in te r io r  t r im.

'1. Remove:

4D:
. Front pil lar trim (both sides. see page 20-59)
. Center pil lar lower trim panel (both sides, see page

20 59)
Upper anchor bolt from the front seat belt (both
sides, see page 20-85)
Center pil lar outer trim and center pil lar upper trim
(both sides, see page 20-59)
Ceil ing l ight (see section 23)
Rearview mirror (see page 20-25)

a
a

a

a
a

3D:
. Front pil lar trim (both sides, see page 20-60)
. Right rear seat-back and rear seat cushion (see

page 20-80)
. Rear center shelf (see page 20-60)
.  Rear  s ide  she l f  and s ide  t r im pane l  ( r igh t  s ide ,

see page 20-60)
. Upper anchor bolts from the front and rear seat

belts (right side. see pages 20-86, 89)
. Ouarter trim panel (right side, see page 20-60)
.  Ce i l ing  l igh t  (see  sec t ion  23)
. Rearview mirror (see page 20-25)

2Dl
. Front pil lar trim (both sides, see page 20-51)
. Right rear seat-back and rear seat cushion (see

page 20-81)
Side trim panel (right side, see page 20-61)
Upper anchor bolt from the front seat belt (right
side, see page 20-86)
Ouarter trim panel (right side, see page 20-6'l)
Ceil ing l ight (see section 23)
Rearview mirror (see page 20-25)
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2. Remove the sunvisor and holder from each side.

>: Screw locations,4

-A-,-

3. Remove the grab handles and coat hanger.

scREws

ACCESS
Lto

COAT HANGER
BRACKET

ACCESS
LID

COAT HANGER
t2D/3Dl

SCBEW

1 ^



4. Remove the rear roof tr im and cl ips, and remove

the roof tr im and socket plug (moonroof model).

>: Clip locations
A> 2DllD,7 B > With moonroof, 'l

3D.5 Without moonroof,3

[ i l ' , f E l
t% .l €E .l':: =,/ _._- ,/

2D l3D l4Dl

REAR ROOF
TRIM

3D:

t

REAR ROOF

TRIM

2D:

5.

7 .

OUARTER
IRIM PANEL

4D: Lower the rear pil lar trim on both sides
3D: Remove the upper anchor bolts from the front
and rear seat belts (see pages 20-86, 89), then lower
the quarter trim panel on left side.
2D:  Remove the  upper  anchor  bo l t  f rom the  f ron t
seat belt (see page 20-86), then lower the quaner

trim panel on left side.

Lower the headliner.

Carefully remove the headliner through the passen-
ger's door opening (2Dl4D) or hatch opening (3D).

Installation is the reverse of the removal procedure.

NOTE:
. When inserting the headliner through the open-

ing, be careful not to fold or bend it. Also, be care-
ful not to scratch the bodY.

.  C h e c k  t h a t  b o t h  s i d e s  o f  t h e  h e a d l i n e r  a r e
securely attached to the trim.

.  When ins ta l l ing  the  roo f  t r im,  ins ta l l  the  jo in t

toward the right side (moonroot model)

6 .

8 .
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Carpet

Replacement

SRS components are located in this area. Review the SRS
component locations, precautions, and procedures in the
SRS section {24} before performing repairs or service.

1 .  Remove:
. Front seat (see page 2O-7 4l
. Rear seat cushion (see pages 20 79, 80, 81)
o Kick panel (see pages 20-59, 60, 61)
o Center pil lar lowertrim panel i4D, see page 20-59)
. Front seat belt iower anchor (2Dl3D, see page 20-

86)
. Side trim (see pages 20-59, 60,61)
o Front and rear consoles
.  Conso le  pane l

Remove the SRS unit covers.

Cut areas @ and @ in the carpet, then pull i t back as
snown.

>: Cl ip locat ions,2

2.

3.

-lM- I
lMt l

ry-l
LEFT SRS
UNIT COVER
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4. Remove the tootrest and parking brake lever mount-
ing bolts, and detach the clips, then remove the car
pet.

>:Clip local ions,

:ft
\ / l

2D l3D l4D:

3 >: Bolt locations
A > . 2  A > , 2

3  l 6 x 1 0 m m
e2 Y 9.8 N.m r1.o kgr'm,

H ) E / 7.2tbtrtl
::a /

5.

2D I3D:

Installation is the reverse of the removal procedure.

NOTE:
. Take care not to damage. wrinkle or twist the car-

pet.
. Make sure the wire harnesses are routed correctly.
. lf necessary, replace any damaged clips.
. Slip the carpet under the seat side trim (4D) or

side trim panel (2Dl3D) on each side properly.
. Reattach the cut areas @ and @ in the carpet

with wire ties.

FOOTREST

SIOE TBIM



Consoles/Console Panel

Replacement

NoTE:Takecarenot toscra tch the f ron tandrea lconso |es , f ron tseatandre |a tedpar ts .

Disassemble in numbered sequence

>: Screw locations
a > , 8  B > , 4

>: Clip locations
A > , 2  B > . 2

' nnffir

:__) 

"=) 

:)

::r_l REAB CONSoLE
(with armrest)

lnstallation is the reverse of the removal procedure

NOTE:
. lf necessary, replace any damaged clips.
. Make sure the wire harnesses are not pinched.

. Make sure the connector is connected properly.

€] FRONT CONSOLE
Remove the shi f t  lever knob (M/T)

{ .

I
I
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Dashboard

Component RemovaUlnstallation

CAUTION: When prying with a flat-t ip screwdriver,
wrap it with protoctivo tape, and apply protective tape
around tho r6lat6d parts, to prevent damag6.

NOTE: Take care not to scratch the dashboard and related
pans.

Instrument Danel removal:

1 . Lower the steering column.

Remove the screws, and detach the clips, then care-
fully remove the instrument panel.

3. Installation is the reverse of the removal procedure.

>: Clip locations, 2

. i l  |
P i

t)_ _ ,/

>: Screw locations,2

^ l
@ s l

:)

PANEL
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Driver's dashboard lower cover and knee bolster removal:

SRS components are located in this area. Review the SRS
component locations, precautions. and procedures in the
SRS section (24) before performing repairs or service.

'1 .  Remove the  screws,  and de tach the  c l ips ,  then
remove the  dr iver ' s  dashboard  lower  cover .  l f
equipped with power mirrors and moonroof, discon-
nect the connectors.

>: Screw, boh loc.tions
A > . 3 B > , 2

_-rr i  I  /a_6x1.0mm*\Y 
@{[) s 8 N'm tt o rst'm,

_-_- J _ 
\J- 7 2_rbtftl 

-_
>: Clip locations
A > . 2  B  > ,  1

tu

DRIVER'S DASHBOARD
LOWER COVER

Remove the bolts, then remove the knee bolster.

Installation is the reverse of the removal procedure.



Glove box removal:

Remove the bolts, then remove the glove box.

>: Bol t  locat ions,2

Installation is the reverse of the removal proceoure

Side air vent/Side defogger trim removal:

SIOE DEFOGGER TRIM
SHOP
TOWET_

Careful ly  PrY r t  at  the
then remove i t ,

s ide edge,

SIDE AIR VENT
Remove the driver 's dashboard lower
cover, or oPen the glove Dox,

HOOKS

then push the c l iPs f rom each

opening by hand, and Pul l  i t

out .  Disconnect  the connedors
(driver 's side).

HOOKS

DASH LIGHTS
BRIGHTNESS
CONTROLLER
CONNECTOR
{for some models)

CFUISE CONTROL
MASTER SWITCH
CONNECTOR
(for some models)

Center dashboard lower covel:

1. Remove:
. Driver's dashboard lower cover
. Glove box

2. Remove the screws and bolt, then remove the cen-

ter dashboard lower cover. Disconnect the accesso-

ry socket connector'

>i Boh, screw locations
a > ,  1  B > ' 5

A s*o.e-- I  A
@;*;ry'-1'-.J _e)

3. Installation is the reverse of the removal proceoure'

(cont'd)
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Dashboard

Gomponent Removal/lnstallation
(cont'd)

Center panel removal:

1 .  Remove:
. Center dashboard lower cover (see page 20-69)
. Radio {see section 23)

2. Remove the rear window defogger switch and haz-
ard warning switch, then disconnect the connectors.

>: Screw locations, 5 >: Clip locations
A > , 4  B > , 3

fii*
- )

CENTER
PANEI.

rt-xR.

W
I

HAZARD
WARNING
swlTcH

r44 "

F.IZv l

I
I

REAR
wtNoow
OEFOGGER
swtrcH

Mtx
CONTNOL
CABLE

3. Disconnect the air mix control cable, and remove the
screws, then pull out the center panel.

4. Disconnect the connectors from the heater control
u  n i t .

5. Installation is the reverse of the removal procedure.

NOTE:
. Make sure the connectors are connected properly.
. Adjust the air mix control cable (see section 21).
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Removal

SRS components  a re  loca ted  in  th is  a rea .  Rev iew the
SRS component locations, precautions, and procedures
in the SRS section (24) before preforming repairs or ser-
vice.

NOTE:
. An assistant is helpful when removing and install ing

the dashboard.
.  Take care  no t  to  sc ra tch  the  dashboard ,  body  and

related parts.

1 .  Remove:
o Front and rear consoles (see page 20-67)
. Console panel (see page 2O 67),
. Driver's dashboard lower cover and knee bolster

(see page 20-68)
. Glove box (see page 20-69)
. Center dashboard lower cover (see page 20-69i

2. Lower the steering column (see section 17).

@ To avoid accidental deplovment and
possible injury, always disconnect the driver's
airbag connector belore lowering the steering col-
umn lsee section 241.

NOTE: To prevent damage to the steering column,
wrap it with a shop towel.

3. Disconnect the dashboard wire harness connectors,
remove the nuts, then move the under-dash fuse/
relay box. Disconnect the antenna lead and moon-
roof relay connectors.

DASHBOARD cltPs

CONNECTORS
( for  some models)

MOONROOF
RELAY

ANTENNA
LEAO

FRAME
SRS MAIN
HARNESS

9.8 N.m (1.0 kgf m,
7.2lbt.ltl

DATA
CONNECTOR WIRE HARNESS
Detach. CONNECTORS



Remove the following parts Irom the dashboard'
. Driver's dashboard side cover
o Passenger's dashboard lower cover
. Dashboard center l id

Disconnect the connectors and air mix control cable'

6 x 1 . 0 m m
9.8 N.m 11.0 kgl.m,

D > ,  1

@
7 2'orftl 

- ---// _._J

, { n i l  L l l  ,  , " o  
Ift#5 L //Hl W

l j % u | 5  i / / W t  q T

W 7 2 - t 1 1  7 ' : : - - J

>: Clip locations
A > ,  1  B > ,  1

Loosen the bol t .

DASHBOARD

AIR MIX CONTROL

CONNECTORS

FRONT PASSENGER'S
AIRBAG CONNECTOR

Remove the bolts, then l i f t  and remove the dashboard'

CAUTION: Use proteqtive plates on the bottom ot the front pillar trim'
(cont'd)
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M,::;:"lx3T:iJnif:3lilH:fl"*:1::f"*'il;ili"'" 
disconnect rhe front passeneer's airbas

>: Bolt, screw locaiions
A > , 7 B > ,  1

, i ( \  8 x 1 2 5 m m
(!,@ 22 N.m t2.2 kstm,-v, 

16 tbf.ftl

8 x l . 2 5 m m  I
22 N.m 12.2 kgt'm, I'"tt:___J

c > ,  1

@
c > , 6



Dashboard

Removal (cont'd)

7. lf necessary, remove the dashboard frame from the dashboard.

>: Screw localions
a > , 2 1  B > , 4

a: Nut locations, 3

>: Clip locations

l ^ 1 . / ' \

I Shl:' Olb'
t v Y / l

\ - ]1

ra 6 x '1.0 mm

Yi.!i[11"-"'".

DASHBOARD BRACKET
SIDE COVER

Installation is the reverse of the removal orocedure.

NOTE:
. Before tightening the bolts, make sure the dashboard wire harnesses are not pinched.
a Make sure the connectors, antenna lead and air mix control cable are connected properly.

FRONT PASSENGER'S

OASHBOARD
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Seats and Seat Belts

Component Location Index

2Dl3Dl1Dl
SHOULDER ANCHOR
ADJUSTER (4D)
(see Page 20-85i

FRONT SEAT BELT
Replacement, Pages 20 85,86
Inspection, Page 20-91

FRONT SEA
Removal, Page 20'74
Replacement, Page 20 75
Harness Wiring and Recl ine

Cable Locations, Page 20-77
Seat Cover RePlacemenl, Page 2O'77

3D:

BEAR SEAT BELT
Replacement, Page 20'89
Inspection, page 20-91

REAB SEAT BELT (2DI4DI
Replacement, page 20-88
lnspection, page 20-91

REAR SEAT EELT BUCKLE/
CENTER BELT TONGUE (2DI4DI
(see p6ge 20'90)

REAR SEAT t2Dl4Dl
Removal, pages 20-79, 8'l
Seat-back Latch Replacement, page 20-82

Seat Cover RePlacement, Page 20-83

FRONT SEAT
BELT BUCKLES
{see page 20-87)

REAR SEAT BELT BUCKLE/
CENTER BELT TONGUE
(see Page 20'90)

REAR SEAT
Removal, page 20 80
Seat back Latch Replacement, page 20-8?
Seat Cover RePlacement, Page 20_83
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Front Seat

Removal

CAUTION: When prying with a flat-tip screwdriver, wrap
it with protective tape lo prevent damage.

NOTE: Take care not to scratch the seat covers and body.

1. Remove the seat track end cover, then remove the
bolts.

SEAT TRACK
COVER

FRONT SEAT

)

SEAT TRACK
END COVER

BOLT
8 x'1.25 mft
22 N..n 12.2 kgl.m,
16 rbf.ft)

8 x 1.25 mm
22 N.rn 12,2 kgl.m,
16 tbtf t)

20-74

2. Lift the driver's front seat, then disconnect the seat
belt switch connector.

SEAT BELT
swtTcH
CONNECTOR

4.

Remove the headrest.

Care fu l l y  remove the  f ron t  sea t  th rough the  door
open ing .

Installation is the reverse ol the removal procedure.

NOTE: Make sure the connector is connected prop-
erry.

5 .



Replacement

CAUTION: When prying with a flat-tip screwdrivet, wrap it with protective tape to prevent damage'

NOTE:
. Take care not to scratch the seat covers and body
. Remove the front seat through the door openlng'

Driver's:

NOTE: Refer to page 2O-77 for the seat belt switch harness wiring location'

SEAT CUSHION

CENTER COVER

INNER SEAT
TBACK

PIVOT NUT
8 x 1.25 mm
22 N.m l.2.2
16 tbf.ft)

v
l

35 tbt.ft)

10  x  1 .25  mm
47 N.m {4.8 kgf m, 10 x 1.25 mm

47 N.m {i1.8 kgl m,
35 tbr.ft)

RECLINE ADJUSTER

LOW

d
ER CAP

l
RECLINE

CONNECTING WIRE
To connect, twist 180'

OUTER SEAT
TRACK

Installation is the reverse of the removal procedure'

NOTE:
.  Make sure  the  bush ing  and p ivo t  washer

installed ProPerly.
.  To  prevent  wr ink les  when ins ta l l ing  the  seat -

back cover, make sure the material is stretched

evenly over the Pad.
. Grease the sliding Portion

8 x 1.25 mm
20 N.m 12.0 kgf.m,
14 tbt.ft)

a r e

RECLINE
KNOB

(cont'd)
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10 x 1.25 mm
47 N.m {4.8 kgf'm,
35 tbtf t l



Front Seat

Replacement (cont'd)

Passenger's (with reclino cablel:

NOTE; Refer to page 20-77 for the recline cable location.

HEADREST

PIVOT
WASHER

LOWER
CAP

PIVOT NUT
8 x 1.25 mm
22 N.m 12,2 kgl.m,

tbt.ftt
SEAT CUSHION

CENTER COVER

10 x 1,25 mm
47 N.m (4.8 kgf.m,

10 x 1.25 mm
47 N.m {4.8 kgf.m,
3s tbt.ft)

INNER SEAT
TRACK

35 tbf.ftl

RECLINE ADJUSTEB

RECLINE
COVER

i 
LowER CAP

b
RECLINE
CABLE

x 1.25 mm
47 N'm (4.7 kgf.m,
35 tbtftl

SEAT

8 x 1.25 mm
20 N.m {2.0 kgf.m,
14 rbf.ft)

ruf, To connect, twist 180'.

lnstallation is the reverse of the removal procedure.

NOTE:
.  Make sure  the  bush ing  and p ivo t  washer  a re

installed properly.
. To prevent wrinkles when install ing the seat-back

cover, make sure the material is stretched evenly
over the pad.

. Adjust the recline cable.

. G.ease the sliding ponion.

SEAT-BACK
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Harness Wiring and Recline
Cable Locations

NOTE: When install ing the seat cushion, make sure the

seat belt switch harness, connector and recline cable are

fastened correctly on the seat cushion frame'

Driver's: >: Clip locations

Passenger's (with lecline cablel:

TRACK

Seat Cover RePlacement

CAUTION: Put on gloves to protest yout hands'

NOTE: Take care not to tear the seams or damage the

seat covers.

Seat-back cover removal:

1. Release the hook, and fold back the seat-back cover'

Release all inside springs, then fold back the seat-

back cover.

Remove the headrest.

Remove the headrest guide, then remove the seat-

back cover.

lnst;l lation is the reverse of the removal procedure'

NOTE: To prevent wrinkles when install ing a seat-

back cover, make sure the material is stretched evenly

over the pad before securing the inside springs and

hook.

3.

(cont'd)

20-77

HEADREST



Front Seat

2 .

1 .

3.

CUSHION
COVER

cover al l  the
remove the

Seat Cover Replacement (cont'd)

Seat cushion cover removal:

Remove the seat cushion {see pages 20,75,76).

Remove the clips from under the seat cushion, then
loosen the seat cushion cover.

>: Clip locataons

Pull back lhe edge of the seat cushion
way around, then release the clips, and
seat cushaon cover.

>: Clip locations

SEAT
CUSHION
COVER

1 - .  v  v  v l

20-7A

4. Installation is the reverse of the removal procedure.

NOTE:
. To prevent wrinkles when install ing a seat cush-

ion cover, make sure the material is stretched
evenly over the pad before securing the clips.

. Replace the released clips with new ones.

UPHOLSTERY RING PLIERS

NEW CLIP

SEAT FRAME



Rear Seat

Removal

NOTE: Take care not to scratch the seat covers and body.

4D:

>: Bol t  locat ions l _ ) : H o o k  l o c a t i o n s , 2

b,,***-,,.1*
D > '  

]  > m r;iffiP-"*'piii::#r-,'-, @t,
V 

. 
se-ri-cusxo" [-6*

v -
2u

2u

SEAT CUSHION

SEAT-BACK

Pivot boll conslruction:

SLITS

lnstallation is the reverse of the removal procedure
PIVOT BOLT ERACKET
8  x  1 .25  mm
22 N m (2.2 kgf m, 16lbtft l
Apply l iquid thread lock

NOTE:
. Before attaching the seat-back and seat cushion, make sure there are no twists or kinks in the rear seat belts and

center belt.
. When install ing the seat cushion, slip the seat belt buckles through the slits in the seat cushron'

. Make sure the seat-back locks securely.

. lf necessary, adiusr the seat-back latch (see page 20-82) and seat-back (cont'd)

c > , 1

6 x 1 . o m m  l 1 Q -  e  " r . o - -
s.a ru.- tr.o rer-. I s.i N.- ir.o lgr.,i
7.2 lbf.ft) 

) E 
7.2 'tJrftl

:- 
'/

>: Clip locations, 14

"@rz, \
EE
E S /

_  _ o t  /

RIGHT SEAT
SIDE EOLSTER

CENTEB
PIVOT
BRACKET
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Rear Seat

Removal (cont'dl

3D:

>: Bolt locations
A > , 6

':^2
STRIKER
Remove the side t. im
panel (see page 20-60).

c > , 1

STBIKER

,.:) :  Hook locations, 2 >: Cl ip locations, 14

SEAT CUSHION

STRIKER

6 x 1 . 0 m m
9.8 N.m (1.0 kgI.m,
7.2 tbf.ft)

V

RIGHT
SEAT-BACK

Pivot bolt constiuction:

TOOTHEO
LOCK
WASHER

BUSHING
PIVOT

Installation is the reverse of the removal procedure.

NOTE:

Ptvor BoLT BRACKET
I x 1.25 mm
22 N.m {2.2 kgl.m. 16 lbf.ft)
Apply l iquid thread lock.

. Beiore anaching the seat-back and seat cushion, make sure there are no twists or kinks in the rear seat belts and
center belt.

. When install ing the seat cushion, slip the seat belt buckles through the slits in the seat cushion.

. Make sure the seat-back locks securely.

. lf necessary, adjust the striker and seat-back.

20-ao

6x r . omm I
9.8 N.m (1.0 ksf.h, i

@,
E E )qr 

,/

6 x 1 o m m  I
22 N.m {2.2 kgf .m, l,"rrr,n2

PIVOT
BRACKET

LEFT
SEAT.BACK

tt

A

CENTER
PIVOT

\---.---

6 x 1 . 0 m m

BRACKET

B > ,  1

e
I

tr

- l : /*-  -" HOOK



2Dt

>: Bolt locations
a > , 6

O : Hook locations. 2 >: Cl ip location3, 14

SEAT CUSHION

,r@.'' - - - - E F - |

E H )w , /

PIVOT
BRACKET

BUSXING
PIVOT

PIVOT BOLT BRACKET
I x 1 .25 mm
22 N.m (2.2 kgt m. 16lblft)
Apply l iquid thread lock.

lnstallation is the reverse of the removal procedure'

NOTE;
. B e f o r e a t t a c h i n g t h e s e a t - b a c k a n d s e a t c u s h i o n , m a k e s u r e t h e r e a r e n o t w i s t s o r k i n k s i n t h e r e a r s e a t b e | t s a n d

center belt.
.when ins ta | | ing theseatcush ion ,s l ip theseatbe | tbuck les throughthes | i t s in theseatcush ion .
. Make sure the seat-back locks securely
. lf necessary, adjust the seat-back latch (see page 20-82) and seat-back'

6 x r . o m m  ]
9.8 N.m l1.O kgf.m,i,:r:2

B > ,  1

ffi
I

g
It

c > ,  1

6 x r . o m m  I  8 r . ' r . o - -  r
22 N.m {2.2 kgtm,' \ffz s.e N.m tr.o *gf.m,'
,r:r", 

_) E 
7.2rbf.ftl 

)

vv

PIVOT BRACKET

RIGHT SEAT.BACK

PIVOT BRACKET

Pivot bolt constauctaon:

TOOTHED
LOCK
WASHER

SEAT.BACK MAT

,^

20-41



Rear Seat

Seat-back Latch Replacement

2Dl4Dl

Remove the  lock  cy l inder  t r im,  then remove the  rear
she l f  (see  pages 20  59 ,  61) .

NOTE: Take care not to bend each lock rod.

>: Boh, screw locations
A > , 4

6 x 1 . 0 m m
9.8 N.m (1.0 kgt.m,
7.2 rbf.ftl

LOCK CYLINOER
TRIM

.i.-::

LOCK
RODS

LEFT SEAT-
EACK I-ATCH

Installation is the reverse of the removal procedure.

NOTE:
. Make sure each lock rod is connected securely.
.  [ /ake  sure  each seat -back  locks  secure ly  and

opens properly.
. lf necessary, adjust the seat-back latch.

B  > , 2

/+j

V

LOCK
CYLINDER

20-8�2

3D:

Pull the trunk mat away from the seat'back (see page 20-
80) .

>: Boll, screw locations
a > , 2

6 x 1 . 0 m m
9.8 N.m (1.0 kgf.m,
7.2 tbl.ft)

B > ,  1

@

LATCH COVEB

Installation is the reverse ofthe removal procedure.

NOTE:
. Replace the released clips with new ones.
. lvlake sure the seat-back locks securely and opens

properly.

SEAT"BACK



Seat Cover Replacement

CAUTION: Put on gloves to protact your hands,

NOTE| Take care not to tear the seams or damage the seat
covers.

Seat-back cover removal:

2D l4Dl

1. Remove the seat-back (see pages 20-79,8'1).

2 .  Loosen the  seat -back  cover  by  re leas ing  a l l  the
c l rps .

>: Clip locations

LEFT SEAT-BACK
COVER

RIGHT SEAT.EACK
COVER

3. Pull  back the edge of the seat-back cover al l  the way

around. then release the cl ios.

>: Cl ip locat ions

RIGHT SEAT.BACK

1 .

2 .

4. Installation is the reverse of the removal procedure.

NOTE:
. To prevent wrinkles when install lng a seat cush-

ion cover. make sure the material is stretched
evenly over the pad before securing the clips.

. Replace the released clips with new ones

3D:

Remove the seat-back (see page 20-80).

Loosen the seat-back cover by releasing all the clips.

NOTE: Remove the lock knob, lock collar and latch
cover.

>: Clip locations

SEAT-BACK
COVER

3. Pull back the edge of the seat-back cover all the way
around, then release the cliPs.

>: Clip locations

SEAT.BACK
COVER

Installation is the reverse of the removal procedure.

NOTE:
. To prevent wrinkles when install ing a seat-back

cover, make sure the material is stretched evenly
over the pad before securing the clips.

. Replace the released clips with new ones.
(cont'd)

o

o

o

o

o

o

o

o
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Rear Seat

Seat Cover Replacement (cont'dl

Seat side bolstor cover removal {,lDl

1. Remove the seat side bolster (see page 20-79).

2. Loosen the seat side bolster cover by releasing all
the clios, then remove it.

>: Clip locations

SEAT SIDE
BOLSTER
COVER

3. Installation is the reverse of the removal procedure.

NOTE:
. To prevent wrinkles when install ing a seat side

bolster cover, make sure the material is stretched
evenly over the pad before securing the clips.

. Reolace the released cliDs with new ones,

S€at cushion covgr r6moval:

1. Remove the seat cushion (see pages 20-79, 80, 81).

2. Loosen the seat cushion cover by releasing all the
clips.

>: Clip locrtion3
4D:

-  - I  . / a
l--lt___)l ) ( .)

Ll!!l^t!!l 1",

COVER

20-a4

SEAT FRAME

NEW CLIP

2DI3D:.

SEAT CUSXION
COVER

Pull back the edge of the seat cushion cover all the
way around, release the clips, and remove the seat
cusnton cover.

>: Clip location3
/tD:

4. Installation is the reverse ofthe removal procedure.

NOTE:
. To prevent wrinkles when install ing a seat cush-

ion cover. make sure the material is stretched
evenly over the pad before securing the clips.

a Replace the released clips with new ones.

UPHOLSTERY RING PLIERS
{Commercial lv avai lable)

a \
------)

t" I FEF4+#€
R-U U m 'J)
,.ofl r_r olJr

2Dl3Dl

COVER



Front Seat Belt

Replacement

CAUTION: Check the front seat belts for damage, and
replace them it necessary. Be carolul not to damage
them during removal and installation.

Front seat belt removal (4Dl:

1 . Slide the front seat forward fully.

Remove the center pil lar lower trim panel (see page

20-59).

Remove the upper anchor cover and lower anchor
cap.

SHOULDER
ANCHOR

UPPER ANCHOR BOLT
7/16-20 UNF
32 N.m (3.3 kgit m,
24 lbf.ft)
Apply l iquid thread lock.

2.

3 .

FRONT SEAT
BELT

RETRACTOR

RETRACTOR
MOUNTING BOLT
6 x 1 . 0 m m
9.8Nm(1 .0kg f .m .
7.2 tbf.ftl

ER ANCHOR

Remove al l  the anchor bolts and the retractor bolt ,

remove the retractor mounting bolt,  then remove

the front seat belt  and retractor.

1
I
I

LOW
CAP

7/1&20 UNF
32 N.m (3.3 kgl.m.
24 rbl.ftl

7/16-20 UNF
32 N.m {3.3 kgf.m,24lbf.ft}

6.

8 x 1.25 mm
23 N.m {2.3 kgt'm,
17 tbf.ft)

ANCHOR
ADJUSTER

7. Installation is the reverse of the removal procedure

NOTE:
. Check that the retractor locking mechanism func-

tions as described on page 20-91.
. Make sure you assemble the washers and collars

on the uDDer and lower anchor bolts as shown.
. Before install ing the anchor bolts, make sure there

are no twists or kinks in the front seat belt.

Upper anchor boh construciion:

UPPER ANCHOR
BOLT

Remove the center pil lar upper trim (see page 20-59)

Remove the shoulder anchor adjuster.

UPPER

COLLAR Apply l iquid thread

(cont'd)
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SUSHING



Front Seat Belt

Replacement (cont'dl

Lower anchor bolt construction:

SPRING
WASHER

COLLARS BUSHINGLOWER
ANCHOB

Retractor bolt construqtion :

TOOTHED
LocK W\HER

)r
t n ltv-

RETRACTOR
BOLT

I
l lo1r",f f i )\y -"\s\,/
I

RETBACTOF

LOWER ANCHOR

WASHEBS

\

20-86

Front seat belt removal (2Dl3Dl:

1. Sljde the front seat forward fully.

2. Removel
. Rear seat-back and rear seat cushion (see pages

20-80, 81)
.  Rear  center  she l f  and rear  s ide  she l f  (3D.  see

page 20'60)
. Rear trim panel (3D, see page 20-60)
. Side trim panel (see pages 20'60,61)

3. Remove the upper anchor cover and lower anchor cap.

UPPER ANCHOR BOLT
7/16-20 UNF
32 N.m (3.3 kgI.m,
24 tbf.ftl

@<-'-.-.-.- ,PPER aNcHoR

RETRACTOR
MOUNTING BOLT
6 x 1 . 0 m m
9.8 N.m (1.0 kgt m,
7.2 tbtft)

LOWER ANCHOR BOLT
7/16-20 UNF
32 N.m (3.3 kgl m, 24lbtft)

LOWEB
ANCHOR
CAP
I
I
to

4. Remove all the anchor bolts and the retractor bolt,
remove the retractor mounting bolt, then remove the
front seat belt and retractor.

RETRACTOR BOLT
7/16-20 UNF
32 N m 13.3 kgf m,
24 tbf.ftl



5. Installation is the reverse of the removal procedure.

NOTE:
. Check that the retractor locking mechanism func-

tions as described on page 20-91.
. Make sure you assemble the washers and collars

on the uoDer and lower anchor bolts as shown.
. Before install ing the anchor bolts, make sure there

are no twists or kinks in the front seat belt.

SPRING
WASHER

Lower anchor bolt construction:

SPRING
WASHER BUSHING

BUSHING

COLLARS

LOCKWASHER ANCHOR

Reiractor bolt construction:

TOOTHEO
LOCK WASHER

WASHERS LowER LOWER ANCHOR
BOLT

RETRACTOB

Seat belt buckle removal:

1 .  Remove the  f ron t  sea t  th rough the  door  open ing
{see page 20-74).

2. Remove the center cover (see pages 20-75,76).

3. Remove the center anchor bolt, then remove the seat
belt buckle.

SEAT BELT
BUCKLE

ANCHOR BOLTINNER SEAT
TRACK

TOOTHEO
LOCK WASHER

SPRING
WASHER

HARNESS 7/16.20 UNF
CLIP 32 N m (3.3 kgt m, 24 lbf'ft)

4. Driver's: Detach the seat belt switch connector and
harness clip from the seat cushion (see page 20 77).
Remove the seat cushion mounting bolts from the
inner seat track {see page 20-75), and move the inner
seat track, then pull the seat belt switch harness out.

NOTE: Take care not to damage the hinge bracket.

Centsr anchor bolt construction:

CENTER ANCHOR
BOLT

WASHER

Installation is the reverse of the removal procedure.

NOTE: Make sure you assemble the washers and
bearing on the center anchor bolt as shown.
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Rear Seat Belt

Replacement

CAUTION: Chack the rear seat belts for damage, and
replace them if necessary, 8e carolul not to damage
lhem during removal and installation.

Rear seat belt removal {2Dl4D}:

1 .  Remove:
. Rear seat cushion (see pages 20-79, 81)
. Rear seat-back (2D, see page 20-81)
. Side trim panel (2D, see page 20-61)
. Rear shelf (see pages 20-59,61)
. Rear trim panel {see page 20-62}
. Trunk side trim, Japan-produced (see page 20-62)
. Trunk trim panel, USA-produced (see page 20-62)

2. Remove al l  the anchor bolts and retractor bolt ,  then
remove the rear seat belt  and retractor.

UPPER ANCHOR BOLT
7/16-20 UNF
32 N.m (3.3 kgf.m,2,1 lbtft)

RETNACTOR BOLT
7/1F20 UNF
32 N.m {3.3 kgf.m,
24 tbt.ft)

7/16-20 UNF
32 N.m {3.3 kgf.m,24lbt.ft)

20-88

R€TRACTOB

3. Installation is the reverse of the removal procedure.

NOTE:
. Check that the retractor locking mechanism func-

tions as described on page 20-91.
. lvlake sure you assemble the washers and collar

on the upper anchor bolt as shown.
. Before install ing the anchor bolt. make sure there

are no twists or kinks in the rear seat belt.

Upper anchor boh condruqtion:

SPRING
WASHER

Lower anchor bolt construction:

LOWER ANCXOR
EOLT

LOWER ANCHOR

Retractor bolt construction:

RETRACTOR
BOLT

t7\ /7--^,
l/rn\ .----. A -nrfi|lH \

tr\7-\
/ \ \

TOOTHED
LOCK WASHER



Rear seal belt removal (3Dl:

1 .  Remove:
. Rear seat-back and rear seat cushion (see page

20_80)
. Rear center shelf and rear side shelf (see page

20_60)
. Rear trim panel and side trim panel (see page 20

60)

2. Remove the upper anchor cover

UPPER ANCHOR BOLT
7/16-20 UNF
32 N.m {3.3 kgf.m,2it lblft)

UPPER
ANCHOR

RETRACTOR

RETRACTOR BOLT
7/16-20 UNF
32 N.m 13.3 kgl.m.
24 tbf.ft)

REAR SEAT
BELT

LOWEF

3.

7/r6-20 UNF
32 N.m {3.3 kgl.m. 24 lbf.ftl

Remove all the anchor bolts and retractor bolt. then
remove the rear seat belt and retractor.

4. Installation is the reverse of the removal procedure.

NOTE:
. Check that the retractor locking mechanism func

tions as described on page 20-91.
. Make sure you assemble the washers and collars

on the upper anchor bolt as shown.
. Betore install ing the anchor bolt, make sure there

are no twists or kinks in the rear seat belt.

Upper snchor boh construction:

COLLARS

Lower anchor bolt construction:

LOWER ANCHOR

TOOTHED
LOCK WASHER

(cont'd)
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Rear Seat Belt

Replacement (cont'dl

Soai belt buckle/Center bolt tongue removal:

1. Remove the rear seat cushion (see pages 20-79' 80,

81) .

Remove the center anchor bolts, then remove the
seat belt buckles and center belt tongue.

2Dl4Dl
CENTER BELT
BUCKLE

CENTER BELT TONGUE

3D:

CENTER ANCHOR BOLTS
7/1$20 UNF
32 N.m (3.3 kgt.m,
2/r bl.ftl

20-90

CENTEN EELT

Center anchor bolt construction:

TOOTHED
LOCK WASHES

Installation is the reverse of the removal procedure

NOTE: Before attaching the seat-back and seat cush-
ion, make sure there are no twists or kinks in the cen
ter belts.



Seat Belts

Inspection

t .

Retractor InsDection

Before install ing the retractor, check that the seat belt
can be pulled out freely.

Make sure that the seat belt does not lock when the
retractor is leaned slowly up to 15'from the mounted
position. The seat belt should lock when the retractor
is leaned over 40'.

CAUTION: Do not attempt to disassemble the retrac-
tor.

Front:
* :  Mounted Posi t ion

Inside

4D:

Forward

2D l3D.

Rear:

2D l4Di

*  10 -

15  15 '
i-Tl
I ],f

ForwaJd lnside

7 .

20-91

3D:

ao" 40'- -+ 40.
. . ' '  15 '  15 '  

- -

(. .-j- ,)
\ ,

RETRACTOR

3. Replace the seat belt with a new one if there is any
abnormal i t y .

On-lhe-Car Seat Belt Inspeqtion

2.

3 .

1 .

5.

6 .

4 .

Check that the seat belt is not twisted or caught on
anyrn I ng.

Af te r  ins ta l l ing  the  anchors ,  check  fo r  f ree  move
ment on the anchor bolts. lf necessary, remove the
anchor bolts and check that the washers and other
parts are not damaged or improperly installed

Check the seat belts for damage or discoloration.
C lean w i th  a  shop towe l  i l  necessary

CAUTION: Use only soap and water to clean.

NOTE: Dirt build-up in the metal loops of the upper
anchors can cause the seat belts to retract slowly.
Wipe the inside ot the loops with a clean cloth damF
ened in isopropyl alcohol.

Check that the seat belt does not lock when pulled
out  s lowly .  The seat  be l t  i s  des igned to  lock  on ly
during a sudden stop or impact.

Make sure that the seat belt wil l retract automatically
when released.

For each passenger's seat belt, make sure that the
lock ing  mechan ism in  the  seat  be l t  re t rac to r  w i l l
engage when the seat belt is pulled all the way out.

Replace the seat belt with a new one il there is any
abnormality.



Seat Belts

Child Seat Anchor Plate

Attachment points are provided for a rear seat mounted
child restraint system which uses a top tether. The attach-

ment points are located on the rear shelf or rear trim
panel, just behind the rear seat-back. When using a child
seat with a top tether, install the child seat anchor plates

securely.

2Dl4Di

NOTE; Remove the plug covers from the attachment
points of the rear shelf.

3D:

NOTE: The reartrim panel has perforations at each attach-
ment point. Cut the rear trim panel along the perforations

to make a hole.

REAR TRIM
PANEL

PLUG COVERS

REAR SHELF

POINTS

20-92

NOTE:

TOOTHED WASHEB

Do not remove the toothed washer from the child seat
anchor plate. Use the child seat anchor plate with the

toothed washer attached to it.
When install ing a child seat on the rear seat, follow
the instructions of the manufacturer of the child seat
Additional anchor olates are available.

@
r Do not us6 the child seat anchor plate for any othel

purposs; it is designed exclusively tor installation of a

child 3eat.
. Make suro the rear seat-back is locked firmly when

installing 8 child seat.



Exterior

Component Location Index

NOTE: Refer to the Civic BodV Repair Manual, '1996 Model Series, P/N.6150330,forthe hood, trunk l id and hatch removal.

2Dl30llDl
LICENSE PLATE
TRIM TRUNK LID

ROOF MOLOING
Replacement,

SIDE WINDOW
MOLDINGS
Replacement,
page 20-102

Replacement,
page 20-100

Adjustment, page 20-97
Tolsion Bar Removal,

page 20-102 20 99
HOOD
Adiustment, page 20 96
Hood Edge protector
Replacement, page 20 99

TRUNK LID
WEATHERSTRIP
Replacement,
page 20-100

REAR BUMPER
Replacement,
page 2O-95

SILL PANEL
Replacement,  page 20 105

REAR AIR OUTLET
Replacement,
page 20-106

FUEL PIPE
PROTEfiOR
Replacement,
page 20-106

FENDERWELL TRIM
Replacement, page 20-106

Replacement,
page 20-106

3D:

HATCH

HATCH
Adjustment,
page 20-98

WEATHERSTRIP
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Front Bumper

Replacement

CAUTION: Put on glov$ to protect your hands.

NOTE:
. An assistant is helpful when removing the front bumper.
. Take care not to scratch the front bumDer and bodv.

FRONT BUMPER
SIDE SNFFENER

lnstallation is the reverse of the removal orocedure.

NOTE:
. Make sure the front bumper engages the front

bumper side stiffener on each side securely.
. lf necessary, adjust the front bumper side stiffener

to obtain the proper gap.

>: golt, screw locations
a > , 2 B > , 2

>: Clip
locations, 7

i A e r r : o r e .  A  l m
L.'* fl'T;Ll' 

o'n' -' \€5>_ JI
c > , 4  , D > , 4

| -.6a 8 x 't.25 mm l,Rt o x 1.0 mm
l(Dl[m 22N.n'.t2.2kstnf'. j(Qll@ s.e N.m rr.o rsf.m,
t'KJ) 16 tbf.ft, |. 

-ll 
7.2 tbf.hJ

ABSORBER

FRONT EUMPER
BEAM

FRONT BUMPER
SIDE STIFFENER

FRONT BUMPER BEAM

:l
I  i r

\
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Rear Bumper

Replacement

CAUTION: Put on gloveslo protect your hands.

NOTE:
. An assistant is helpful when removing the rear bumper.
. Take care not to scratch the rear bumper and body.
. 2D and 4D shown here;3D removal procedures are the same as 4D.

>: Screw, boll locations
A > , 2  B > , 4 >: Clip locations, 7

Installation is the reverse of the removal Drocedure.

NOTE:
. lf necessary, replace any damaged clips.
. Make sure the rear bumper engages the side clip on each side securely.

n ,/_-\ Ert . -*E]s-

.A IVilIdfIT*ff
\r*,r/ \ \7

REAR BUMPER BEAM

REAR BUMPER
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Hood

Adjustment

NOTE: Before adjusting the hood, loosen each bolt sl ightly.

1. Adjust the hood hinges right and left, as well as fore and aft, by using the elongated holes.

2. Turn the hood edge cushions, as necessary. to make the hood fit f lush with the body at front and side edges.

3, Adjust the hood latch to obtain the proper height at the forward edge.

4. After adjustment, t ighten each bolt securely.

6 x 1 . 0 m m
9.8 N.m {1.0 kgt.m,
7.2 tbt.tll

NOTE: Move the hood latch right or left
is centered in the hood latch as shown.

)

unti l the striker

6 x 1 . 0 m m
9.8 N.m {1.0 kgf.m,
7.2 tbf.ftl

\
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Trunk Lid

Adjustment

NOTE; Before adjusting the trunk l id, loosen each bolt sl ightly.

1. Adjust the trunk l id hinges right and left, as well as fore and aft, by using the elongated holes'

2. Turn the trunk l id edge cushions, as necessary, to make the trunk l id f it f lush with the body at the rear and side edges.

3. Adiust the fit between the trunk l id and the trunk l id opening by moving the striker'

4. After adjustment, t ighten each bolt securely

TRUNK LIO EDGE
CUSHION

TRUNK LID

NOTE: Take care not
to hit  the rear window
when loosening the
bolts.

NOTE: Move the striker right or left unti l i t 's centered in
the trunk l id latch as shown.

TRUNK LIO

9.8 N.m {1.0 kgf.m,
7 .2lbl.ltl

STRIKER
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Hatch

Adjustment

NOTE:
. Before adjusting the hatch, loosen each bolt and nut slightly.
a The suDport struts should be removed.
. To adjust, remove both hatch sidetrim (see page 20-63) and the rear roof trim (see page 20-65).

1. Adjust the hatch hinges right and left, as well as fore and aft. by using the elongated holes

2. Turn the hatch edge cushions, as necessary, to make the hatch fit f lush with the body at each side.

3. Adjust the hatch fit to the hatch opening by moving the striker.

4. After adiustment, t ighten each bolt and nut securely.

6 x 1 . 0 m m
9.8 N.m (1.0 kgf .m,

HATCH
EDGE CUSHION

HATCH
HINGE

Rearward

HA
EDGE
CUSHION

j ... 22

\ \,_1q
N.m (2.2 kgf.m,
tbf.ftl

\

co
3 8 N m ( 3 . 9 k g f m ,
2.8 rbf.ft)

NOTE: Move the striker right or left unti l i t 's centered in
the hatch latch. as shown.

HATCH
HINGE STRIKER

l 0 x 1 VER

HATCH
EDGE
CUSHION

9.8 N.m 11.0 kst.m,
7.2 tbf.ft)HATCH

LATCH

20-98
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Front Gril le/Hood Edge
Protector

Trunk Lid Torsion
Bars

Replacement

Front grille:

NOTE: Take care not to scratch the front bumper'

Remove the front bumper (see page 20-94) Bemove the

clips and screws, then slide the front gri l le forward by

detaching the hooks.

>: Screw locations, 4

" q L

A\t+lt /

Hood edge Ploteetor:

NOTE:
. When removing the clips, use a cllp remover.
. lf necessary, replace any damaged clips.

>:Clip locations, 18

FRONT BUMPER

HOOD EDGE

/A.- -----,_ ,,, \-' - l  o[_]

20-99

Removal

CAUTION: Pui on gloves to protect your hands.

NOTE: Take care not to damage the body

Remove the torsion bars with the torsion bar assembly

too l  wh i le  ho ld ing  the  t runk  l id  as  shown.

CENTER CLIP

E
lnstallation is the reverse of the removal procedure'

NOTE:
. Adjust the torsion bars fore or aft with the

sion bar assemblY tool as shown

l l  = Normal Posrt lon
a = Higher tensron

. Make sure the trunk l id opens properly.

tor-



Trunk Lid/Hatch
Weatherstrip License Plate Trim

Replacement

When install ing the trunk l id/hatch weatherstrip. align it
with the alignment mark on the trunk l id/hatch opening.

NOTE:
. Make sure there are no wrinkles in the weatherstrip.
. Check for water leaks.

2DllDi

STEEI.
CORE

3D:

ALIGNMENT
MARK (2Dl4D)

ALIGNMENT MARK

WEATHERSTRIP

ALIGNMENT MARK

BODY

\

2 0 - 1 0 0

Replacement

CAUTION: Put on glov€s to plotest your hands.

NOTE: Take care not to scratch the trunk l id/hatch.

1. Remove the l icense plate.

2, 3D: Remove the hatch trim panel (see page 20-63).

3. Remove the nuts and clips, and detach the clip, then
remove the l icense plate trim.

NOTE: Take care not to drop the nuts inside the trunk
lid/hatch.

a: Nut locations,2

6f i \5x0.8mm Irvr?// 1,8 N.m {0.18 kst.m,l- j llrftl ,/

>: Clip locations,

I
n Aaa# )
- , /

Installation is the reverse of the removal orocedure.

NOTE: lf necessary, replace any damaged clips.



Hatch Spoiler

Removal

NOTE: Take care not to scratch the hatch and body

1. Remove the hatch upper trim (see page 20-63)

2. Remove the nuts, and detach the clip, then lift the

hatch spoiler uP.

a: Nut locations, 4

1 2lbt.ftl 
_ j/

GROMMET

HIGH MOUNT BRAKE
LIGHT CONNECTOR

Disconnect the high mount brake l ight connector and

rea r  w indow washe r  t ube ,  t hen  remove  the  ha t ch

spoiler.

------,*;)

4. lf necessary. remove the spoiler trim from the spoiler

frame.

NOTE: The hatch spoiler trim for Canada produced

cars cannot be disassembled.

>: Clip locations

A > , 4

>: Scr€w

5. Installation is the reverse of the removal procedure'

NOTEi
. lf necessary, replace any damaged clips.
a  Make sure  the  connector  and washer  tube are

connected ProPerlY.
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Side Window Moldings Roof Molding

Replacement

CAUTION: Put on glovos to protect your hands.

NOTE:
. Take care not to scratch the body
. Remove the screw, and pull th€ side window molding

by hand.

>: Clip locations
A > , 1 3

Installation is the reverse of the removal procedure.

NOTE: lf necessary, replace any damaged clips.

1 l

)

A

>: Screw locations,

*@

MOLOING

\
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Replacement

CAUTION: When prying with a flat-tip screwdriver, wrap
it with protestive taps to prevent damage, and use pro-
toctiv€ tape on the body.

NOTE: Take care not to scratch the bodv.

WINDSHIELO
MOLDING

Installation is the reverse of the removal procedure.

NOTE:
. Take care not to damage the windshield molding.
. Make sure the roof molding is installed securely.

K
PIN
lBody s ide)

I
)



Door and Side Moldings

Replacement

CAUTION: When prying with a flat-tip scr6wdrivgr, wrap it with protective tape to prevent damags'

NOTE;
. To remove the front side molding, remove the inner fender (see page 20-106)'

. To remove the door moiding, remove the door panel (see pages 20-4, 10, 16) and plastic cover.

. To removethe rearside molding, remove the side trim panel (see pages 20-60,611'

. Take care not to bend the door moldings.

. Before reassembling, clean the door bonding surface with a sponge dampened in alcohol'

. After cleaning, keep oil, grease and water from getting on the surface'

. lf necessary, replace any damaged clips.

4D:

FRONT DOOR Adhesive areas.

2Dl3Dl

B > , 3 c > , 2

REAR SIDE
MOLOING

a: Plastic nut loc€tion. 1

@)

(cont'dl
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MOLDING

>: Clip locations
A >: 4D, 11

2')13D,7



Door and Side Moldings

Replacement (cont'dl

Door molding removal:

The following materials and tools are required to repair
the door moldings.

NOTE: Followthe manufacturer's instructions.

Materials: (Reference)
. Stripe remover

3M 08907
Stripe adhesive remover
3M 08908
Adhesive tape
3M Super Automotive Attachment Tape

Tools;
a Protective tape
. Knife or Cutter
. Sponge or Shop towel
. Infrared dryer

.  F i lm

. Putty knife

. Alcohol

CAUTION: Put on gloves to protect your hands,

Remove the door panel, and pull back the plastic
cover,

Apply protective tape on and around the molding.

3. Release the clips from inside of the door. Carefullv
cut the adhesive tape with a knife or cutter while
pull ing the edge of the molding away trom the door
as shown.

NOTE: Take care not to scratch or bend the mold-
I n g .

1 .

KNIFE

DOOR MOLDING

\

20-104

Door molding installation:

1 .  G lue  the  new adhes ive  tape to  the  mold ings  as
snown.

[\\\\\\l : Adhesive tape tocations
60 mm

4D: t2 t i^l

40 mm
11 .6  i n )

Forward L

REAR DOOR

2Dl3Dl

CLIP
HOLDER

100 mm
(3.94 inl

1,050 mm 141.34 inl

Forward !

DOOR MOLDING

DOOR MOLDING
5 mm {0.2 inl

ADHESIVE TAPE
Thickness: 1.2 mm 10.05 in)

Ins ta l l the  c l ips  on  the  mold ing .

Heat  the  bond ing  sur face  o f  the  door  and door
molding with an infrared dryer.
Door: 104 - 140"F (40 - 60.C)
Molding: 68 - 86"F (20 - 30.C)

NOTE: Use care when heating to prevent deforma-
tion of the molding.

Align the molding with the clip locations, and set
the molding. Lightly push on the molding unti l i ts
edge is fully seated on the adhesive tape.

NOTE: Do not spray water on the motding within
the first 24 hours after installation.

Reassemble all removed pans.



Side Sill Panel

Replacement

NOTE:
. Take care not to scratch the body
. 4D shown here;2D and 3D removal procedure is the same as 4D'

>: Screw locations, 4

W_1

NOTE: Loosen the screw,
then remove the lower cl iP
using a cl ip remover.

Remove the side cl iPs from the body
by turning them 45"

To install the side sil l  panel, remove the side clips from the body.

panel on the car.

NOTE:
. Take care not to twist the side sil l  panel.
. lf necessary, replace any damaged side and lowerclips'

NOTEr When removing the side
si l l  panel, the side cl ips wil l
stay in the body.

SIOE SILL PANEL
Remove the lower cl iPs,
then remove the side si l l  Panel
by sliding it forward.

install them on the side sil l  panel, then install the side sil l

SIDE CLIP

\

2 0 - 1 0 5



Inner Fender, Fenderwell rrim, Fuel Pipe protector and Rear
Air Outlet

Replacement

NOTE: lf necessary, replace any damaged clips.

Inner tender:

>: Screw locations,4
r\
tllpo" l
: , /

>: Clip locations, 7

Fenderwell trim/Fuel pipe protector/Rea. air outlet:

NOTE:
. Take care not to bend the fenderwell tr im.
. Before lnstall ing the fenderwell tr im, clean the body

bond ing  sur face  w i th  a  sponge dampened in  a lcoho l .
. After cleaning, keep oil, grease or water from getting on

the surface.
. To remove the fuel pipe protector, first remove the rear

wheel (see section 18).
. To remove the rear air outlet, f irst remove the rear

bumper (see page 20 95).

STEEL FENDERWELL

>: Clip locations
A > , 4 B > , 4

l;1A
!--l1!

c  > , 2
I

tAh'frv
\:

+

\-
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Opener Cable/Opener and Latch/Wiper and Washer

Component Location Index

2Dt3DItD' 
y"Tl,"nll,ib?*'r.* o*t"
Replacement, Page 20_1 13
Adiustment, Page 20'1 17

WINDSHIELD
WASHER NOZZLES
Adjustment,  Page 20_1 17

HOOD LATCH
{see page 20-110)

REAR WINDOW WIPER
ARM and MOTOR
Replacement, Page 20-1 15
Adjustment, page 20 117

LOCK CYLINDER
(see page 20 113)

LOCK CYLINDER
TRUNK LIO LATCH
{see  page  20  112 )

FUEL LID OPENER
CABLE
(see page 20-108i

LID OPENER
CABLE
(see page 20 108)

LID/FUEL
LID OPENER
(see  page  20  111 )

RELEASE HANDLE
(see page 20-110)

3D:

REAR WINDOW
WASHER NOZZLE
Adiustment, page 20-1 17

REAR WINDOW
WASHER TUBE
(see page 20-116)

HATCH OPENER
CABLE
(see page 20 110)

WASHER RESERVOIR
Replacement, Page 20-1 15

HATCH/
FUEL LID OPENER
(see page 20 1'11)

FUEL LID OPENER
CABLE
(see page 20 110)

( s e e  p a g e  2 0  1 1 1 )
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Opener Cables

Replacement

NOTE:
t When removing the clips. use a clip remover.
. Take care not to bend the opener cables.

Hood op€ne. cable:

NOTE; Remove the front bumper (see page 20-94) and
inner fender (see page 20-106).

>: Clip loc.tions
A  > , 5  B >,  1

ry)g
HOOD REI.TASE
HANDI.I
(see page 20-110)

cable through the
hote in th6 body.

Installation is the reverse of the removal procedure.

NOTE:
a Make sure the hood opener cable is routed and

connected properly.
. Make sure the hood opens properly.

20-10a

Tlunk lid/Fuel lid opener cabte (2Dl4D):

NOTE: Remove the following parts from rhe Ieft side of
the vehicle, then pull the carpet back, as necessary {see
page 20-66).

. Rear seat cushion (see pages 20-79, 81)

. Rear seat side bolster (4D, see page 20,79)

. Rear seat-back (2D, see page 20-81)

. Center pil lar lower trim panel (4D, seepage20-59)
o Lower anchor bolt from the front seat belt {2D. see

page 20-86)
. Side trim (see pages 20-59, 61)
. Seat side trim (4D, see page 20-59)
. Side trim panel (2D, see page 20-61)
. Trunk mat and spare tire l id
. Reartrim panel (see page 20-62)
. Trunk side trim, Japan-produced (see page 20-62)
. Trunk trim panel, USA-produced (see page 20-62)

>r Clip, cable cushion locations
A  > ,4  B  > ,4D_  1 c >, 1 l4D)

2D,2 t@# l B
_ : _/ _-___)

E > ,4D ,  1
2D,2

@ i
_ _,, -/

D > , 3



TRUNK LID LATCH
(see page 20'112)

?e-=....-

4D:

To trunk l id
latch.

la tch.

TRUNK LID/FUEL
LID OPENER
(see  page  20  111 )

TRUNK LID
OPENER CABLE

a
A 

'--!

\ -  -  - l

N"La FUEL LID
OPEN€R CAELE

TRUNK LID/FUEL
LID OPENER
(see page 20-111)FUEL

LATCH

(cont'd)

20-109

(see page 20'112)



Opener Cables Opener and Latch

Replacement (cont'dl

Hatch/Fuel lid opener cable l3Dl:

NOTE: Remove the following parts, then pull the carpet
back as necessary (see page 20-66).

. Rear seat cushion and rear seat back (see page 20-80)

. Lower anchor bolt from the front seat belt (see page
20 86)

. Side trim {see page 20-60)

. Spare tire l id

. Rear center shelf and rear side shelf {see page 20-60)

. Rear trim panel (see page 20-60)

. Side trim panel (see page 20,60)

>: Clip, cable cushion locations
a > . 9 B > ,  1 c > ,  1 D  > , 5

W#)
FUEL LID LATCH

#,
Route the opener
cable through the
hole in the body.

HATCH/FUEL LIO
OPENER

Installation is the reverse of the removal procedure.

NOTE:
. Make sure each opener cable is routed and con-

nected properly.
. Make sure the hatch and fuel l id open properly.

page 20-112)

20-110

6 x 1 . 0 m m  j
9 . 8 N m
{1.0 kgf.m, i

Replacement

NOTE: Take care not to bend the opener cables.

Hood release handle:

NOTE: Remove the kick panel (see pages 20-59, 60.61).

>: Bolt locations, 2 ]
I

HOOO OPENER
CABLE
(see page 20-108)

Hood latch:

NOTE: Remove the front bumper (see page 20-94).

>: Eolt locations, 3 
I

6 x '1.0 mm
9.8 N.m
11.0 kgf.m,

Installation is the reverse of the removal procedure.

NOTE:
. Make sure the opener cable is connected properly.
.  Make sure  the  hood opens proper ly  and locks

securely.



Trunk l id or Hatch/Fuel l id opener:

NOTE:  Remove the  s ide  t r im (see pages 20  59 ,60 .61)

>: Bol l  locat ions,  2

OPENER LOCK

6 x l . 0 m m
9 . 8 N m
11.0 kgf.m,
7.2 tbl.ttl

a@-\ CYLINDER

Ya//t2't4Dl
ti

TBUNK LID/HATCH
OPENER CABLE
(see 20 -108 ,  110 )

To trunk l id latch
or str iker.

To fuel l id latch. \

FUEL LID
OPENER CABLE
(see pages 20-108, '110)

Installation is the reverse of the removal procedure

NOTE:
. lvake sure the opener cable is connected properly.
.  Make sure  the  t runk  l id  o r  ha tch  and fue l  l id  open

properly.

l:'.j

Striker (3Dl:

NOTE: Remove the rear trim panel (see page 20-60)

>: Bolt locations, 2

6 x l . 0 m m
HATCH
OPENER CAELE
(see page 20-110)

lnstal lat ion is the reverse of the removal procedure.

NOTE:
. N4ake sure each

erlY.
.  Make sure  the

securelY.

opener cable is connected ProP-

hatch opens properly and locks

(cont'd)
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Opener and Latch

Replacement (cont'd)

Fuel lid latch:

NOTE: Remove the following pa(s.

2D l4Dl

. Rear trim panel (see page 20-62J

. Rear edge of the trunk side trim or trunk trim panel
(left side, see page 20-62)

3D:

. Access panel on the side trim panel

FUEL I-IO LATCH

I
I

FUEL LID OPENER
CABLE
(see pages 20,108, 1'10)

FUEL LID LATCH
Remove the fuel l id latch
by turning i t  90o

Installation is the reverse of the removal procedure.

NOTE;
o Make sure each opener cable is connected

elty
. Make sure the fuel l id opens properly and

securely.

prop-

locks

>: Eolt locations, 2 
|

r ' - \  6 x 1 0 m m
9.8 N.m (1.0 kgf.m, I

FUEL LID
After instal l ing check for
a f lush f i t  with the body.

\

20-112

Trunk lid latch/Lock cylinder:

>: Bolt locations
A  > , 3

6 x 1 . o m m  i
9.8 N.m (1.0 kgf.m,

:::^ _=)

TRUNK LID
OPENER

CONNECTOR
Disconnect.-\

TRUNK LID
OPENER
CABLE

8 > ,  1

f f  e  r t . omm I
ZS 9.8 N.ln (1.0 kgt m,
.ty 7.2-tbr.ftt 

,/

CYLINOER

TRUNK LID
LATCH

CYLINDER
ROD

Installation is the reverse of the removal procedure.

NOTE:
. Grease the trunk l id latch.
. Make sure the trunk l id opens properly and locks

securely.
a  Make sure  the  connector  and cy l inder  rod  are

connected property.



Windshield Wiper Arms
and Linkage

Hatch latch/Lock cylinder:

NOTE: Remove the hatch trim panel (see page 20-63).

>: Bolt locations
A > , 3

6 x 1 . 0 m m  I
9.8 N.m i1.0 ksf m,l
1.2lbl.trl /

B > ,  1

E
6'cr

CYLINDER

6;:il;l,lr'.",

. r \

LOCK- 
r€\ cYLTNDERL ^ \  !  . /

rAs<.L ,/
\faa"El

r l

lnstallation is the reverse of the removal procedure.

NOTE:
. Grease the hatch latch.
. Make sure the hatch opens properly and locks

securely.
. Make sure the cylinder rod is connected properly.

Replacement

CAUTION: Pul on gloves to protect your hands

NOTE: Take care not to scratch the hood and body.

1. Remove the windshield wiper arms, then remove
the hood seal and cowl cover.

>: Clip locations
A > , 9  B > , 9

WINOSHIELD
WIPER ABMS

\ j :_

Hwu

cowl covER

Disconnect the connector, then
shield wiper l inkage assemblY.

Japan/Canada-produced:

remove the wind-

10 x 1.25 mm
18 N.m l l .8 kgf m,

(cont'd)
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Windshield Wiper Arms and Linkage

Replacement (cont'dl

USA-produced:

3 .  Separa te  the  w indsh ie ld  w iper  l inkage and w ind-
shield wiper motor.

Japan/Canada-produced:

NOTE:  Scr ibe  a  l ine  across  the  l ink  and w indsh ie ld
wiper l inkage to show the original adjustment.

>: Bolt locations, 3

O  6 r 1 . 0 m m

EF 8 N.m {0.8 kstm,i
g 5.8 tbf.ft) )

NUT
10 x 1.25 mm
l8 N rn (1.8 kgtm,
13 tbtftl

>r Bolt locations,3

WIPER LINKAG€

\

20-114

USA-produced:

NOTE: Scribe a l ine across the l ink and windshield
wiper motor to show the original adjustment.

>: Bolt locations, 2

R  6J (  1 .0  mm
Y 8 N.m to.s kgtm, I

.E- 7Y.nt )

NUT
10  x  1 .25  mm
'18 N.m {1.8 kgf.m.
13 tbtft)

WINDSHIELD
WIPER MOTOR

4. Installation is the reverse of the removal procedure.

NOTE:
. Make sure the connector is connected properly.
. lf necessary, replace any damaged clips.
.  lns ta l l  the  w indsh ie ld  w iper  a rms as  descr ibed

on page 20-1 '17 .
. Check the windshield wiper motor operation.
. Grease the moving parts.



Rear Window Wiper
Arm and Motor Washer Reservoir

Replacement

' t .

2 .

Remove the hatch trim panel (see page 20 63).

Remove the  rear  w indow wiper  a rm and w iper
motor as shown.

Installation is the reverse of the removal procedure

NOTE:
. Make sure the connector is connected properly
.Install the rear window wiper arm as described on

page 20-117.
. Check the rear window wiper motor operation.
. Grease the moving parts.

3 .

NUT
6 x 1 . 0 m m
9.8 N.m 11.0 kgf.m,
7.2 tbf.ft)

WIPER MOTOR

L

2 .

Replacement

Remove the front bumper (see page 20-94).

Disconnect the connectors and washer tubes from
the washer motors.

>: Bol t  locat ions,3

/ ) ^  6 x t . o m m

Ql(S) s.e ru.- tt.o ret '".
\./ 7 .2 tbf.ft) 

/

Route the washer tubes
10 the washe. reservoir

wtNDow
WASHER MOTOR
(3D, for some models)

Remove the bolts, then remove the washer reser-
voir.

Installation is the reverse of the removal procedure.

NOTE:
a  Make sure  the  washer  motor  connectors  and

washer tubes are connected properly.
. Check the washer motor operation.

3 .

4 .

20-1 1 5



Washer Tube

Replacement

NOTE:
. To remove the windshield washer tube, remove the

left inner fender (see page 20-106),
. To remove the rear window washer tube {3D), remove

the following parts from the left side of the vehicle.

- Inner fender (see page 20-106)
- Kick panel and side trim (see page 20-60)
- Rear seat-back and rear seat cushion (see page 20-

80)
- Spare tire l id
- Rear center shelf and rear side shelf (see page 20-

60)
- Rear trim panel and side trim panel

60)
Ouarter trim panel (see page 20-60)

- Rear roof trim {see page 20-65)
- Hatch spoiler (see page 20-101)

(see page 20

WIRE
HARNESS

>: W.sher nozzle, clip and cushion locations
a > , 2 B > , 3

"J>)

[q@"
F > ,  1 1

c > ,  1
wttrtosnteLo 6}
usxea =-d

lNozzrE cv

i q
! $ e
D > , 1  E > ,  1

NtW)€

Roote the washer tube
under the wire harness.

TUBE

A

Route the washer tubes
to the washer reservoir

REAB WINDOW
WASHER TUBE
( Ior  some models)

REAR WINDOW
WASHER TUBE

washer nozzle.

washer nozzle
(see page 20-101).

oo\

Installation is the reverse of the removal procedure.

NOTE:
. Take care not to pinch the washer tubes.
. lf necessary, replace any damaged clips.
. After install ing, adjust the aim of the washer noz-

zles (see page 20-117).

20-116
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Wiper Arms/Washer Nozzles

Adjustment

Windshield wiper/Washer:

1. Adjust the wiper arms so that their park positions
match the i l lustration.

View trom tront to rear

WINDSHIELD
WIPER ARMS

2.  By  inser t ing  a  tack  and mov ing  i t  as  necessary ,
adjust the washer nozzles so that they aim at posi-

tions A, A', B, and B'shown in the i l lustration.

NOTE: The fiuid jets should hit within a 50 mm (2 0
in.) radius around each of points A, A', B, and B'.

.// \

A'
x . .

-.4

, ' l
x iA

x

\ Distance

M;r.";-lll
from center
l r ne

from black
ceramrc eoge

A and A' 400 mm (15.7 in.) 255 mm (10.0 in.)

B and B' 115 mm (4 .5  in . ) 322 mm \12.7 in.)

Rear Window wiper/Washer (3Dl:

1. Adjust the rear window wiper arm so that its park
position matches the i l lustration.

View trom raar to front

CERAMIC
EDGE

By inser t ing  a  tack  and mov ing  i t  as  necessary ,
adjust the washer nozzle so that it aims at position
C as shown in the i l lustration.

NOTE: The fluid jet should hit within a 50 mm (2.0

in,) radius around point C.

REAR WINOOW
WIPER ARM

r- 
---..J_.__11,:l
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Emblems

Installation

Apply the emblems where shown.

NOTE:
. Before applying, clean the body surface with a sponge dampened in alcohol.
. After cleaning, keep oil, grease and water from getting on the surface.

Aftachment Points (Reterence):

CIVIC EMBLEM

Uni t :  mm ( in . )

CIVIC emblem

TFUNK LID

CIVIC emblem

TRUNK LID

Vorsion emblem Version emblem Version emblsm

20-114



Sub-frame

Sub-frame Torque Sequence:

CAUTION: After loos€ning the sub-frame mounting bolts, be sure to replace them with new ones.

BOLTS

10  x  1 .25  mm
38Nm{3 .9kg { .m :

14  x  1 .5  mm
90 N m (9.1 ks{ m,
66 rbf.ft)
Replace.

28 tbf.ft)
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Frame Repair Chart

Un i t :  mm ( i n . )
o: Inner diameter

CVT:

DETAIL AREA.Y

(5 .121

177 {6.971
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I  t : 3 D

SECTION AA

012 {0.47) Upper Arm

@20 {0.8) Locat. Hole
Lower Arm Center

Damoer Lower Bush Center

20-121



Body ('97 model)

Front Seat Belt
Removal/lnstallatlon ....20-128

Rear Seat
RemovaUlnstallation ....20-126

Washer Tube

Windshield
fndex .......... 20-124

Outline of '97 Model Changes

The molding side seal was added.
The method of instal l ing the rear seat cushion was changed (2Dl3D).

A middle f loor gusset was added and the method of detaching the seat belt  retractor was changed (2Dl3D)

The instal lat ion posit ion of the washer tube was changed.



Windshield

lndex

NOTE: The numbers after the part names show the quantit ies of the parts used.

wlNDSHIELD
MOLDING

UPPER RUBBER
DAM

FASTENER, 2
(Self-adhesive-type, glass side)

FASTENER, 2
{Clip-type, body sido)

WINDSHIELD

20-124
L- ..-



Molding Side Seal

lnstallation

Glue the molding side seal to the windshield molding on
each side.
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Rear Seat

RemovaUlnstallation

3D:

>: Bolt locations
a > , 6

i_): Hook locations
4 i . , , 2

c > ,  1

B t - ; , 1

T=ttJX,.)
MIOOLE FLOOR
CENTER GUSSET

6 x 1 . O m m
9.8 N.m {1.0
7.2 tbt.trl

STRIKER
Remove the side trim
panel (see page 20 60).

.2 tb,f.ft)

--::......... VV

STNIKER

>: Clip locations, 14

l @ n
I F F( E E
\ q t

; * . . .  1PIVOT
BRACKET

SEAT CUSHION

HOOK

A
c

Pivot boft con3truction:

TOOTXED
LOCK
WASHER

SEAT.BACK

A

Instailation is the reverse of the removal procedure.

NOTE:
. Before attaching the seat-back and seat cushion, make sure there are

center belt.
. When install ing the seat cushion, slip the seat belt buckles through the
. Make sure the seat-back locks securely.
. lf necessary, adjust the striker and seat-back.

20-126

PIVOT BOLT BRACKET
8 x 1.25 mm
22 N.m 12,2 kgf,m, 16 lbl.ftl
Apply l iquid thread lock.

no twists or kinks in the rear seat belts and

sl i ts in the seat cushion.

i
I

*nt.]
j

6 x 1 . 0 m m
9.8 N.m {1.0

B > , ' t

I

-@e '  t .o.-  |
S=222 N.m 12.2 kg{.m,I

g 16 tbf.ft) j

: , /

I

I
I

fgf..,i

l
)

l- --



,- .  ) :  Hook locations
^ ( : ) . z B( )  '  t

2D:

>: Bolt locations
A > , 6 c > , 1B > .  1

6 l e

9rJ*'Ll-",-, i V
H 16 rbr'frl ) g

, / v

6 x 1 . o m m  i
9.8 N.m 11.0 ksf.m,l
7.2 rbf.ft) 

i

>: Clio locations, 14

PIVOT BRACKET

V
CENTER

RIGHT SEAT-BACK

LEFT
SEAT-BACK

SEAT CUSHION

lnstallation is the reverse of the removal procedure.

NOTE:
. Before attaching the seat-back and seat cushion, make sure there are

center belt.
. When install ing the seat cushion, slip the seat belt buckles through the
. Make sure the seat-back locks securely
. lf necessary, adjust the seat-back latch and seat-back

BUSHING

PIVOT BOLT BRACKET
8 x 1.25 mm
22 N.m {2.2 kgf.m, 16 lbIft)
Apply l iquid thread lock.

no twists or kinks in the rear seat belts and

slits in the seat cushion.

SEAT-AACK MAT

V V

TOOIHED
LOCK
WASHER

PIVOT BRACKET
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Front Seat Belt

RemovaUlnstallation

2D l3Dl

1. Slide the front seat forward fully.

2. Remove:
. Rear seat-back and rear seat cushion (see pages

20-126,127l.
.  Rear  center  she l f  and rear  s ide  she l f  (3D,  see

page 20-60)
. Resr trim panel (3D, see page 2G60)
. Side trim panel (see pages 20-60, 61)

3. Pull back the carpet as necessary, and remove the
bolts, then remove the middle floor gusset.

>: Boh locations,8

10 x 1.25 mm
38 N.m (3.9 kgf'm,
28 rbtftl

20-124

4. Remove the upper anchor cover and lower anchor
cap.

UPPER ANCHOR EOLT
7/16-20 UNF
32 N.m {3.3 kgf.m,
24 tbf.ftt

UPPER ANCHOR
COVER

LOWER
ANCHOB
CAP

I
I
io

RETRACTOR
MOUNTING BOLT
6 x 1 . 0 m m
9.8 N.m (1.0 kgf.m.
7.2 tbl.hl

LOWER ANCHOR BOLT
7/16-20 UNF
32 N.m (3.3 kgt.m, 24 lbf.ft)

Remove all the anchor bolts and the retractor bolt.
remove the retractor mounting bolt, then remove the
Iront seat belt and retractor.

Installation is the reverse of the removal orocedure.

NOTE:
. Check that the retractor locking mechanism func-

tions as described on page 20-91
o Make suri vou assemble the washers and collars

on the upper and lower anchor bolts as shown.
. Before installing the anchor bolts, make sure there

are no twists or kinks in the front seat belt.

RETRACTOR AOLT
7/16-20 UNF
32 N.m 13.3 kgf.m,
24 tbttrl

6.



Washer Tube

Replacement

NOTE: To remove the windshield washer tube,

>: Washar nozzle, clip and cushion locations
a > , 2 B > ,  1

remove the left inner fender (see page 20-106).

c > ,  1  D > , ' t E > ,  1 F > ,  1  G > ,  1

n,i#,T<g 
l_<. l_N.j w)*)l W ) e ) I

9)
ECM/PCM
BRACKET

WIRE
HARNESS

WINOSHIELD
TUBE

A

Route the washer tube
under the wire harness

Route the washer tube
behind the EcM/PcM bracket.

(cont'd)

RESERVOIR

\ /

Route the washer tubes
to the washer reservolr Route the washer tubes

under the wire harness.

Installation is the reverse of the removal procedure.

NOTE:
. Take care not to Dinch the washer tubes.
. lf necessary, replace any damaged clips.
. After installing, adjust the aim of the washer nozzles (see page 20-117l'

c-------.-

REAR WINDOW
WASHER TUBE

20-129



Washer Tube

Replacement (cont'dl

NOTE: To remove the rear window washer tube (3D), remove the following parts from the left side of the vehicle.

- Inner fender (see page 20-'106)
- Kick panel and side trim (see page 20-60)
- Rear seat-back and rear seat cushion (see page 20-80)
- Spare tire l id
- Rear center shelf and rear side shelf (see page 20-60)
- Rear trim panel and side trim panel (see page 20-60)
- Ouarter trim panel (see page 20-60)
- Rear roof trim (see page 20-65)
- Hatch spoiler (see page 20-1011

>: Washer nozzle, clip and cushion locations
A  > . 9  B > , 2  C > ,  1

I  s l  - . . . _ ,  1a j \ < j Q i
_ ____/ _>_t _ _/

(see page 20 101).

REAR WINDOW
WASHER TUBE
(for some models)

Installation is the reverse ofthe removal procedure.

NOTE:
. Take care not to pinch the washer tubes.
. lf necessary, replace any damaged clips.
. After install ing, adjustthe aim ofthe washer nozzles (see page2O-1111.

motor.

2 0 - 1 3 0



Body ('98 model)

Opener and Latch
Hood Latch Cover Replacement ""'.' 20-132

Hatch Handle Replacement ..'. '.... '... ' 20-132

Hatch Latch/Lock CYlinder
Replacement "... '..".. '. '... 20-133

Outline of '98 Model Changes

.  The hood latch cover was added

. The hatch handle was added (3D)



Opener and Latch

Hood Latch Cover Replacement

NOTE: Take ca.e not to the hood latch cover and body.

HOOO LATCH COVER

HOOD LATCH

I

20-132

' 1 .

Hatch Handle Replacement

Remove the hatch trim panel {see page 20-63).

Remove the hatch handle bolts,

>: Bolt locations,2 
|

6 x 1 , 0 m m
9.8 N.m tl.O kgf.m, I
7'2tbt':---J)



4. Note the position of the ioint on the handle rod (A)'

Prv the handle rod ol the joint using diagonal cut-

te rs ;  take  care  no t  to  bend the  rod  Remove the

hatch handle.

BUSHING
Replace.

l ns ta l l  in  the  reverse  order  o f  remova l ,  and no te

these items:

M a k e  s u r e
the handle rod is connected properly

Before install ing the hatch trim panel, make sure

the hatch opens ProPerlY.

@

Hatch Latch/Lock CYlinder
Replacement

1 .

2.

Remove the hatch trim panel (see page 20-63)'

Remove the hatch latch screws

>: Screw locations,3

6 x 1 , 0 m m
9.8 N.m 11.0 kgf'm,
7.2 tbt f0

HATCH
LATCH

Disconnect the lock rod, the handle rod, the lock

cylinder rod. and the connector, then remove the

hatch latch.

LOCK CYLINDER
ROD

' ' - -- t CONNECTOR

HANDLE
ROD

(cont'd)

20-133



Opener and Latch

Hatch Latch/Lock Cylinder Replacement (cont'd)

4.  Pu l l the  lock  rod  ou t .

lf necessary, remove the lock cylinder.

>: Bolt locelion. 1

6 x r . o m m  I
9.8 N.m (1.0 kq .m, I9.8 N.m (1.0 kq .m, I,:!!_J

6.  Ins ta l l  in  the  reverse  order  o f  remova l ,  and no te
these atems:

. Apply grease to the hatch latch.

. Make sure the connector is connected properly.

. Before install ing the hatch trim panel, make sure
the hatch opens properly and locks securely.

ry*)*,,\ ""<, /
.z ,/\

20-134



Body ('99 model)

Dashboard
Center Panel Removal and

lnstallation
Bumpers

Front Grille Removal and
lnstallation

Front Air Spoiler Replacement ."'.....

Seats
Front Seat DisassemblY and

ReassemblY 20-138

Front Seat Torsion Bar
Replacement ' . ' . . . " . ' . . . . ' . . .  20-139

Emblems
tnstallation 20-140

20-136

20-136
20-137

Outline of '99 Model Changes

The center Danel removal and installation procedures are different'

The front gri l le removal and installation procedures are different'

The front air spoiler has been added for some models of 2D'

A height-adjustable driver's seat was added to some models'

Emblems were added for some models ot 2D'



Dashboard Bumpers

I

Center Panel Removal and
Installation

1. Remove the dashboard center lower cover.

2. Remove the screws, then pull out the center panel.

>: Sc.ew locationi,4 >: Clip locations
A  > , 3 B > , 4

r l

@ Y ,
UPPER VENT I(NOB

Disconnect the connectors from the heater control
unit and hazard warning switch.

Installation is the reverse of the removal procedure.

NOTE: Make sure the connectors are connected
propefly.

20-136

Installation is the reverse of the removal procedure.

FRONT BUMPER

a&

Front Grille Removal and
Installation

NOTE: Take care not to scratch the front bumper.

Remove the front bumper. Remove the screws. then
slide the front gri l le forward by detaching the hooks.

>: Scrow locltion3,6

I
dbp i



Front Air SPoiler RePlacement

CAUTION: Put on gloves to protect your hands'

NOTE:
. An assistant is helpful when removing the front bumper'

. Take care not to scratch the front bumper and body'

>: Bolt, screw localions
A  > , 9  B  > , 4

s*i@l
BUMPER

lnstallation is the reverse of the removal procedure'

NOTE:
. Make sure the front bumper engages the front

bumper side stiffener on each side securely'
o lf necessary. adjustthe front bumper side stiffener

to obtain the Proper gap.

FRONT AIR SPOILER

20-137



Seats

Front Seat Disassembly and Reassembly

CAUTION: When prying with a flat-tip screwdriver, wrap it with protective tape to prevent damage.

NOTE: SEAT-BACK
. Take care not to scratch the seat covers and body.
. Remove the front seat through the door openlng.

Driver's:

SEAT CUSHION

HEADREST

PIVOT NUT
I x 1.25 mm
22 N.m 12.2 kgf,m,
16 tbf.ft)

CENTER COVER

8 x 1.25 mm

LOWER CAP

RECLINE ADJUSTER

WASHER

20 N.m 12.0 kgf.m,
lil lbtftl

WASHERS

EUSHING

10 x 1.25 mm
47 N.m (4.8 kgf.m,
3s rbl.ft)

INNER SEAT
TRACK RECLINE

COVER

WASHER

8 x 1.25 mm
20 N.m (2.0 kg,f.m,
14 tbf.fit

LOWER CAP I

8 x 1.25 mm
20 N.m {2.0 kgI.rn,
l4 tbf.ft)

i\",-,"
20-13A

HEIGHT HANDLE



Reassemble in the reverse order of disassembly' and

note these items:

. Make sure the bushing and pivot washer are installed

properly.
. To connect the connecting wire, twist it 90'.

. Replace the back cover clips with new ones

. To prevent wrinkles when install ing the seat-back

cover, make sure the material is stretched evenly

over the pad.
. Apply multipurpose grease to the moving portion of

the seat track.

Front Seat Torsion Bar
Replacement

NOTE| Take care not to tear the seams or damage the

seat covers.

1. Remove the seat cushlon

2. Remove the torsion bar from the hook with a flat t ip

screwdriver, then pull out the torsion bar from the

seat cushion frame Put on gloves to protect your

ha nds .
TORSION
SAR

SEAT CUSHION FNAME

TORSION BAR SEAT CUSHION

FLAT TIP SCREWDRIVER

3. lnstal l  in the reverse order of removal '

20-139



Emblems

Installation

Align the application tape with the tail l ight and body, as shown, then press the emblem into place. Remove the apptication
tape.

NOTE:
o Before applying, clean the body surface with a sponge dampened in alcohol.
. After cleaning, keep oil, grease and water from getting on the surface.
. When applying, make sure there are no wrinkles in the emblem.

Attschment Point:

VERSION EMBLEM

20-140

DOHC VTEC aid€ omblom: Vsrsion emblem:



Body {'00 model}

Seat Belts
Child Seat Anchor Plate Removal/

f nstallation 20-142

Emblem
f nstallation 20-144

Outline of '00 Model Changes

The child seat anchor plate removal and installation procedures are different'

An emblem was added for some model of 3D.



Seat Belts

Child Seat Anchor Plate Removal/lnstallation

2DllDl
Attachment points are provided for a rear-seal-mounted child restraint system that uses
points are located on the rear shelf, tust behind the rear seat-back.
The child seat anchor plates are installed in the middle and on both sides of the rear shelf.
covered with the child seat anchor olate cover.

a top tether. The attachment

Each child seat anchor plate is

NOTE:
' Do not remove the toothed washer from the child seat anchor plate, Use the anchor plate with the toothed washer

attached to it.
. When install ing a child seat on the rear seat, follow the instructions of the manufacturer of the child seat.
. When install ing the anchor plates, the one with the shoner spacer goes in the middle.
. Make sure the rear seat-backs are locked firmly when install ing a child seat.

Un i t :  mm ( in . )

REAR SHELF

CIIILD SEAT ANCHOR
PLATE COVER

MIDOLE CHILD
SEAT ANCHOR

CHILO SEAT
ANCHOR
PLATE COVER

CHILD SEAT
ANCHOR
PLATE COVER

8 x 1.25 mm
22 N.m 12.2 kgl m,

PLA

8 x 1.25 mm
22 N.m 12.2 kgl.m,

I x 1.25 mm
22 N.m 12.2 kgl.m,
16 tbt.ftt

17 {0.67)

16 tbf.ft)

15 {0.s9)

WASHER

rl)
.t

TOOTHEO

ll ff*,".rd,',i"'"o*

SIDE SEAT

I x 1,25 mm
N.m {2.2 kgf.m.

16 tbtftl

SIDE

16 tbf ftl

ANCHOR PLATE SEAT ANCHOR
PLATE

ATTACHMENT POINTS

torward .

20-142

TOOTHED

12lO.47l
19 (0.75)



3D:
Attachment points are provided for a rear-seat mounted child restraint system that uses a top tether' The attachment

points are located on the rear trim panel.

The child seat anchor plates are rnstalled in the middle and on both sides of the rear trim panel Each child seat anchor

p la le  i s  covered w i th  the  ch i ld  seat  anchor  p la te  cover '

NOTE:
. Do not remove the toothed washer from the child seat anchor plate. use the anchor plate with the toothed washer

attached to it.
. when install ing a child seat on the rear seat, follow the instructions ol the manufacturer of the child seat'

. Make sure the rear seat-backs are locked firmly when install ing a child seat'

gn ;1  6 rn  ( in . )

ATTACHMENT POINTS

CHILO SEAT
ANCHOR PLATE

CHILD SEAT
ANCHOB PLATE
COVER

8 x 1.25 mm
22 N..n (2.2 kgl'm.
16 tbff t)

;x?',rff{-*.

20-143



Emblem

Installation

Apply the emblem where shown.

NOTE:
. Before applying, clean the body surface with a sponge dampened in alcohol.
. After cleaning, keep oil, grease and water from getting on the surface.

Attachment Point (ReferencG): Un i t :  mm ( in , )

CIVIC EMBLEM

Special EMBLEM

20-144

3D: Special emblem {for Canada Sosciel Editionl




